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Abstract 


In object-oriented languages (e.g. LISP, Simula, and CLU), all (or most) data objects used 
by a program are implicitly allocated from a free-storage area and are accessed via fixed-size 
references. The storage for an object is automatically reclaimed (garbage collected) when the 
object is no longer accessible to the program. 


This thesis presents the design of a computer system that directly supports an 
object-oriented machine language. The machine provides 8 single, large universe of objects 
shared by multiple processes. The design uses expected future technologies (fast-access — 
secondary storage devices and inexpensive processors) to satisfy the goals of good performance 
and a simple, modular system organization. 


Automatic storage reclamation is performed primarily using reference counts. The 
proposed reference count implementation reduces the time overhead of automatic storage 
reclamation and allows most reclamation processing to be performed in parallel with normal 
computation. In addition, the reference count scheme can be used in a multiprocessor 
configuration without introducing complex synchronization problems. 


A proposed implementation of the machine is described in terms of a number of 
specialized processor modules communicating via messages. Multiple processors are used to 
improve performance and to achieve a more modular system structure. 
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1. Introduction 
1.1 Motivation 


The design of computers is strongly influenced by the characteristics of 
available technology. Until recently, computers have been designed under the 
constraint that processing hardware is expensive. The resulting desire to 
minimize hardware cost has hada number of unfortunate effects. 

One effect is that conventional machines generally provide a rather low 
_ level machine language, thus encouraging the use of programming languages with 
similar low level (or “machine .orieated") . _ Semantics. _Although.. better 
programming languages have been - developed, . their implementation on 
conventional machines is often excessively. inefficient... | _ 

Another effect is that individual. Processors are multiplexed to. perform 
many different functions. For example, a single processor is. often used. to . 
interpret user processes, implement the virtual. memory, ne control. I/O. devices. 


This multiplexing is supported by,a complex, interrupt-driven operating system, 
characterized by considerable interactions among its various components. Such 
complex systems are difficult to understand or verify and are likely to be 
unreliable. 

The cost of hardware is continually decreasing and the significant cost of 
software has become more and more apparent. Therefore, we believe it is 
appropriate to consider how hardware technology can be used to implement 
better programming languages and ta reduce the complezity of computer. systems. 
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1.2 Goals 


This thesis presents the design of a new computer system that. efficiently 
supports a single, large universe of objects. Our notion of objects appears in a 
number of programming languages, such as LISP [36], Sinmula [6 and CLU [22]. 
The essential characteristics of such object-oriented languages and their 
advantages over traditional value-oriented languages ate described in detail in the 
next chapter. We note at this point, however, that an important implementation 
implication. of object-oriented languages is the use of automatic ala 
reclamation: (garbage collection). 

Unlike most implementations of object-oriented languages.on conventional 
machines, which provide a separate and osually small space of objects for each 
process, our computer system instead provides ‘a single, very large space of objects 
shared by all of the processes in the system. This spice of objects would include 
not only temporary objects used during the execution of programs, but also the 

"permanent" procedures and data normally stored in a file system. 

- Having a single, large universe of objects means that there is no distinction 
between objects that are local to a process and those that are stored in the 
permanent file system. There are ‘no artificial barriers between different 
processes or between processes and the file system. Objects in the file system can 
be accessed directly, with no ‘restrictions on the types Ba ore that may be 
permanently stored and‘no need for conversions. 

The primary goal of this thesis has been to design a machine that 
effectively supports a large universe’ of objects. A second goal has been to 
minimize the complexity of the design. We want the machine to have a simple 


tt 


and modular structure, in comparison with conventional machines. and operating 
system kernels that provide similar functions. To accomplish these goals, we have 
‘made two assumptions about expected future technology: ~ 

The first assumption is that processors are sufficiently inexpensive that we 
can use a number of processors where one is used today. “We use multiple 
processors to obtain greater modularity in the implementation of the system, as 
compared to current systems where processors are a scarce resource and must be 
multiplexed to serve many different functions. In addition, we use multiple 
processors to improve the performance of the ‘system, particularly the 
implementation of automatic storage reclamation. ‘Our ‘goal: is to increase the 
throughput of the system, although cio at the expense of decreased 
utilization of resources. 

The second assumption is the existence of fast-access secondary storage 
devices that can be used for file storage. We are envisioning an access time on 
the order of 100 microseconds (compared to 10° miilligeconds for current disks). 
Such devices are used to obtain good multi-level’ memory performance without 
introducing undue complexity. This assumption is metivated by the’ expected 
small average size of objects, based on measurements of existing programs; it is 
not needed if the objects’ ‘supported ‘by ‘the system ‘ate’ shostly large objects, 
‘similar to ages or — in current shdsiendl menvory scion | 


‘Aside from a. fast access time, we are. not. assuming aay special properties:of the. secondary 


storage devices. For example, we do not assume the ability to scan the entire re puirt| storage 


‘in’ one access time, an ability provided by chatge-coupled devices. | 


= ye 
13 Background 


We are proposing a single large space of objects whose size is similar to 
that of current file systems. Thus, the universe. of objects will. be implemented 
by a multi-level. memory system. Current architectures cannot efficiently support 
such a large space of objects. The major problems involye the performance of 
the multi-level memory system. 

Current secondary storage devices are: seacuerived by access times that are 
many orders of magnitude longer. than. the access time of primary storage. To 
achieve reasonable performance in a multi-level memory. system, it is thus 
necessary that the rate of access to secondary storage be.quite low. To keep the 
access rate low, it is necessary to transfer a fairly large amopat.of useful data on 
each transfer from secondary storage. (Transferring a,larger. amount of data 
than is actually needed to fulfill a request is —— if some of that 
additional data will be needed in the near future.) . | 

_ Page sizes in current multi-level. memory systems. range from 128 words to 
4096 words. However, programming-language objects tend to be quite small. A 
median size of under 20 words is not unlikely [3], and we have measured 
programs whose average object size is only three, words. (see Section 6.8). Thus, 
to efficiently implement an object-oriented, storage. model_using current secondary 
storage devices, it is necessary to group related objects together in some manner 
and ‘transfer them asa unit: between ‘primary: and secondary storage: 
| Conventional. ‘implementations of. object-oriented languages group. related 
objects together implicitly through the use of small object spaces. Each space of 
objects contains the objects needed by a single process. Thus, the space can be 
broken into a small number of pages all of which contain objects that are likely 
to be used by the process. The use of a‘compacting garbage collector tends to 
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minimize the number of pages used by each space of objects, thus reducing the 
working sets of the processes.[10]. Furthermore, siace each small space of objects 
is garbage collected separately, the time required. for garbage. collection is (in 
most cases) tolerable. 

These techniques are not easily extended to the case of a single, very large 
space of objects. Here, some additional grouping of objects is needed to take the 
place (for performance reasons) of the small object | spaces” in conventional 
systems. The mechanism for grouping objects can be either explicit (the groups 
are constructed by the user) or implicit (the groups are ‘constructed automatically 
by the system). In addition, it must be possible ‘to perform garbage collection on 
individual groups of objects. A garbage collection of an entire multi-level 
memory system would be quite slow. Even if the garbage ‘collection were 
performed concurrently with normal system, operation, it would tie up the 
secondary storage devices and significantly reduce the performance of the system. 
Furthermore, unless garbage collection i is performed reasonably frequently, i it will . 
have little effect on the working sets of the active Processes. 

A system with these characteristics has been designed by Bishop [7]. In his 
system, objects are grouped into areas, which are explicitly created and 
manipulated by users. Objects may be explicitly assigned to. areas by the 
programmer. However, explicit assignment of objects to areas is not necessary; a 
mechanism is provided that will automatically move objects to the ' "proper" areas. 
In addition, Bishop’ S system includes a compacting. garbage collector that works 
on individual areas or groups of related areas. 

We believe that Bishop's approach to the implementation of a large universe 
of objects is the correct one, given current secondary storage devices. However, 


his system is complex and its user ‘interface with, areas) is more e complex than 
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necessary. We believe that expected future technology will allow a very large 
universe ee ene eee ee eee 
relatively simple and modular way. . 


1.4 Our Approach 


As stated above, we are making two assumptions about ‘expected | future 
technology. The first assumption, inexpensive Processors, is fairly safe. LSI 
processors are being introduced today that are comparable in power to 
minicomputers of a few years ago. It is widely predicted that LsI processors 
equivalent to current mainframes will be developed i in the next decade. The cost 
of these processors will be quite low compared to ‘the total cost of a computer 
system. As a result, it will be feasible to use many processors in a single system. 

The other assumption, fast-access file storage devices, is more questionable. 
The access time figure of 100 microseconds is within ‘the predicted range for 
charge-coupled devices and electronic beam memories (331. Electronic beam 
memories, however, are still in the research stage. Commercial charge-coupled 
devices are beginning to appear; however, the major question here is whether 
their cost will ever be suffi iciently low to allow them to replace disks. Current 
projections [25] show the cost of CCDs approaching the current cost of disk 
memories. However, these projections also show the cost of disk memories 
decreasing, so. that disk memories will ‘still be an “order of magnitude less 
expensive than CCD memories. Thus, although it is ‘difficult to predict that 
CCDs will completely replace disks in the near future, they can be — to 
be used in reasonably large quantities for file storage. | 

. ‘The assumed existence of fast-access secondary storage devices means that 
it is possible to swap individual objects between primary and secondary storage 
with acceptable performance. The expected decrease in the average amount of | 
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information transferred on each secondary storage access.is about a factor of 100 
(10 word objects vs. 1000 word pages). We would expect, therefore, that the 
rate of access to secondary storage would increase by at most a factor of 100.” 
However, the expected decrease in the: access time compared to current secondary 
storage devices is also about a factor of 100. . Thus, it is reasonable to predict 
that the performance of a system that. swapped individual objects to and from 
fast-access secondary storage devices would be no worse than the a aast of 
current multi-level memory systems. -. 

In many current systems, the time required to: perform: a secondary storage 
transfer is rivaled by the time spent by the processor in: handling’ the: page fault, 
locating the page in secondary storage, scheduliag:-the “transfer, : switching to 
another process, etc. Unless this overhead can be reduced, full advantage could 
not be taken of the improved secondary storage access times postulated. “We do | 
not believe that a large overhead is inherently NECESATY. _Much of the overhead 
in current systems Tepresents attempts | at optimization that, are appropriate only . 
in the context of a very long secondary storage: delay. Other, aspects, we believe, 
can be reduced by proper design. . | | . - ; 

We also note that a full factor. of, 100 improvement jn the secondary 
storage access time may. not be needed to achieve, good performance.. For. one 
thing, swapping individual objects rather than pages cap allaw a given amount of 
primary storage to capture a greater portion of the working sets of. executing 
processes, thus reducing the secondary storage access, rate. In addition, the 
rapidly falling cost of primary storage will. allow. larger amounts of primary 
‘Storage to be used, which can also reduce the secondary storage access rate. 

7It is possible for the number of secoridsiy storage accesses to increase by more thait'a factor of 


n when the page size is cut by a factor of a (24, 16} However, we do not believe this anomaly 
to be a serious problem i in practice, 
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' However, neither. of these effects reduce the number of secondary - storage 
accesses that occur when a program or data. base. is initially accessed. To be 
conservative, we will continue to assume the factor.ef 100 improvement. 

If. individual objects are swapped, then: there.is no: need to group objects 
together for performance reasons. Thus, there is no: need for areas of an 
automatic grouping mechanism. Similarly, there.is no need to have a compacting 
garbage collector.to improve locality, (A compacting garhage.collector might still 
be useful for reducing storage fragmentation.) _ Tostead,: we: can ‘use reference 
counts as our primary means of .automatic storage reclamation. . Infrequent 
SE DAEE SPT ee CAN OR SE Te tment eu reet teet eerie 
detected using reference counts. : 


LS Overview 


The initial chapters present an overview of the ‘architecture and design of 
the machine. In Chapter 2, we describe the object-oriented storage thodel in 
detail and discuss the advantages and implementation implications of this model. 
In Chapter 3, we describe the visible architectute of the machine and the 
philosophy of its design. In Chapter 4, we give ‘an overview | ‘of the 
implementation of the machine. The'‘system is ‘presented ‘as consisting of two 
major ‘modules, one implementing the object-oriented’ memory, the other 
implementing processes. Our aes to the mareuienal of panies 
processes is briefly explained. 

The remainder of the thesis concentrates on the memory y module. The next 
three chapters discuss specific issues i in ‘the implementation of objects. In Chapter 
5, we describe the implementation of. object. references. and compare our 
implementation to previous work. In Chapter 6, we consider the implementation 
of automatic storage reclamation. In Chapter 7, we discuss storage allocation. 


Pe ie 


The following chapter, Chapter 8, presents a specific memory module design, 
consisting of a number of hardware modules that communicate by passing 
messages. The chapter pays particular attention to the questions of 
synchronization and flow control. 


Finally, in Chapter 9, we present conclusions. 


Eee 
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2. Objects 


Most current programming languages. are based on the notions of variables 
and values. Values are mathematical values, such as integers, characters, and. 
sequences. Variables are cells that contain -values. Assignment copies a value 
into a variable, destroying the previous contents of the variable. .. 

A number of languages, such as LISP, Simula, and.CLU, are based on the 
notion of objects. In this chapter, we describe this notion of objects and its 
extension to a very large universe of objects. We discuss. the programming 
advantages and some of the implementation implications. of the object-oriented 
storage model. 

2.1 Description 


o 


The concept of objects is best earianes by deseribing properties of objects. — 

First of all, objects are the ‘inforittation-contaihing: entities that are created and 
_ manipulated by progrartis: Thus, smiciiic tinea cuentas procedures are all 
examples of objects. e Sen Sata ee ea 


Second, the information content of an object may include: other objects. 
Although some objects (e.g. integers}: aré normally ‘thought of as being 
unstructured, -others ‘(e:g., arrays) are normally sae ‘of -as oe components: 
that are themselves objects. Para eee a Bed =" 

Third, a single object ean be a component of many objects or be denoted 
by (be the "value" of) many variables. Por =m, in a sien Proerants two) 
variables x and y can both denote the integer: 3; 
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Fourth, an object, once created, exists forever. There is no concept of the 
"extent" of an object. An object exists as long as the program needs it; it is up 
to the language ee eee ee for an mune can 
safely be reclaimed. 

So far,-ail of ‘ites yropartien Gla Rie the ~valtes at contution programming 
languages. Such ‘values, -beirig ‘mathematical values," indeed! exist ’ forever 
conceptually. It is certainty true that‘an array value ‘composed ‘of element 
values and that a single ape thai amaranialne aban values 
and can be the value of many variables.’ 

What distinguishes objects from’ values is that objects can sae a 
time-varying information content, or state. Objects with a - time-varying 
information content are called mutable objects. Objects with a constant 
information content are called constants, and are equivalent to values in 
traditional programming languages. — Lie 8 | 

For example, in CLU,. iategers,. hairy and rings. ase all . constants. 
CLU arrays, however, are mutable. . The.ing ma conjant of an array: includes, 
some number of element objects. An array ae can be modified by -use. of the 
store operation, which replaces one element: of: the array witha new object. For 
example, if ¢ denotes an artay that. containg.the elements 3, 4, and. 7, then the 
effect of store. (a, 1, 6)..is to change aso. that. ite first, element is now 6 (a now. 
contains the elements 6, 4, and 7). 

In a (strict) value-ogjented language, .all pay, occurs, as the reit of 
assignment. The analog of. the. ope i jen, store (a, 1,6) is the 
assignment a[1] := 6. This assignment. wor 


be siege ths. assigning a new 
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array value (equal to the old one except. at index 1) to the array variable a or 
(in a more complex.model) as. assigning a new. integer ‘value td ‘the integer 
variable afi]. 

_ The addition of. mutable objects gives .new meaning to the properties listed 
above. Note that.a mutable object has an:identity:above.and beyond ‘its current 
state. Two different arrays can. both: contain the same elements, ‘but if a store 
operation is performed on one of them, the:other one: will-not change. However, 
if a.single array. object is denoted by: two variables x and: y, then 2 modification. 
to the array made via one. vasiable will: be. visible via the: other variable: The 
array is. said to be shared by the variables x: and y; “Assignment in’ an 
object-osiented language causes.a variable to deaote-the abject resulting from the 
evaluation. o£. the right hand side. An assigamentiof the form:x := y, where x 
and y are-variables, causes x and. y to share.theobjectiqniginally:denoted by 'y. 

Mutable. objects. are not. always: structured, nor ane:all:-structured: objects. 
necessarily. mutable: For example, one could: define. counters that: are ‘mutable 
objects similar to integers. One:could also:have. eereeenn -sequences, ‘which. 


are immutable analogs of arrays. Pag AO ee, lay ese 
2.2 Implementation Implications 
‘The Pgs of ant ° “atic, _ tt ‘abject has tignificant 


not particularly useful. If two variables - x and y both ‘denote a ‘sequence value 
v, then one could say that the sequence value y is shared by x and y. However, 
because v is a constant, the implementation is free to have separate copies of v, 
one for each variable that denotes it. With side effects on v impossible, no one 
can tell if multiple copies are being used or not. 
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Thus we arrive at the. traditional implementation technique . for 
value-oriented languages. Each value is:.represented bya constant bit string. 
Each variable is represented as a container that can contain a bit string: 
Assigning a. value to a variable is implemented ‘by .copping the bit : string 
representing the value into the container representing the variable. There is rio 
problem determining when to throw ccc when: a variable is deleted 
(upon block exit), its contents are deleted. . : ert 

5tsai UsMeasbnigthce Sk ad “asia teeksauls nace Ghana cua cele as 
copy of each mutable object. A variable: denoting: some <object ‘will contain a 
reference to the object. A: reference is a bit string that logically contains two 
items. of information: One item is.a type code; the type code: indicates: the’ type 
of the object to which the reference refers. (The type code would be integer, 
string, etc; in many. implementations, a full type code:-is: not required.) The 
second item is the data pert;-it in some. manner identifiesor names one 
particular object of the specified: type. Typically, the data’ part is the address of 
a block ee eee ee ele couermcaiene 
reference to an object, not the object itself. we 

The property that an object exists forever has a non-trivial meaning for 
mutable objects. There may be many references to an object; as long | as ‘there is 
at least one reference accessible to the program, the object must be retained. 
Thus, some form of automatic storage reclamation (¢.g.. garbage collection). is 
necessary to implement an object-oriented language. 
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2.3 Example 


Figure 1 shows an example. of shared. objects... x, y, and i are local 
variables of.some process. . Local variables are showa.as cells allocated: in a stack. 
(Although the stack looks like an object and-may-be implemented as an object, it 
is not directly accessible to the program.) Variables-eentain references to the 
objects they currently denote; in the figure, references are depicted as arrows. 
The variabies.x andy both denote the same-asray object,. whose. current state: 
contains three elements, the, integers 1, 2, and 3. The variable i also currently. 
denotes. the integer 3. 


2.4 Advantages 


Object-oriented languages have a’ number -of advantages. The primary 
advantage is direét support for mutable ‘objects. ‘The’ use’ of mutable objects is _ 
ional Value-oriented languages do not 


common in programming. However ver, tra 


Figare 1. An example of objects. 


program stack 
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support mutable objects well. As we shall describe below, strict value-oriented 
languages have to be extended to provide the facilities needed to use mutable 
Objects. The resulting: languages are-unnecessarily:éemplex and error prone. 

In addition, most. value-oriented languages provide completely separate 
mechanisms for accessivig "permanent" data stored in a file system. A file ‘system 
is most naturally described: as: a shared; mutable deta ‘structure (the file 
directories) containing mutable ‘or imumitable- ‘objects: ‘(the data files). ‘The’ file 
system is a permanent data structure; thie creation ad: deletion of files do not 
correspond to any stack discipline. An-object-oriented storage’ model: allows the 
permanent file system and the temporary data of programs: to bé unified in a 


single universe of objects. 

Object-oriented languages allow mutable data abstractions to be directly 
modeled. In an. object-oriented. language, mutable. objects are "first-class 
citizens." They can. be created, assigned to variables, passed. to.procedures, and 
returned by procedures. The allocation. and deallocation. of stress is completely 
handied-by the language implementation: 

In a value-oriented language, the closest thing to a mutable object is. a 
variable. However, to use a variable as a mutable object, one must be able to 
share the variable, at the very least between calling” and called procedures. 
(Otherwise, no procedure could ever modify a mutable argument object, in which 
case one could not use procedures to implement operations on mutable data 
abstractions.) Thus, the concept of call-by-reference | fs introduced. To: allow 
arbitrary sharing of mutable objects, a general” reference type must be introduced, 
in addition to the ability. to explicitly create new variables. While a reference | 


type allows list structures” ‘nd the sharing of objects in data structures, it also 
introduces problems of dangling references. In most common programming 
languages, variables are deleted either implicitly upon block exit or explicitly by 
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user command. In either case, it is possible. that references to the deleted 
variable still exist.' If one attempts. to. use a.dangling;.reference, the system 
should prevent the attempted use and report an error... However, in most systems 
such checking is deemed too. expensive and. is omitted,.in which case use of a 
dangling reference is likely to cause havoc. 

In an object-oriented language, dangling. pecs are inpoadtles: as 
objects are deleted. only by the system. whep they. are no longer accessible. In. 
addition, the concept of a. reference is implicit .in the. semantics of an 
object-oriented language. No explicit reference. type. is. needed, nor. is 
call-by-reference. When a procedure. is invoked, .it is passed. a number. of objects 
as arguments. These, objects are assigned 10:.the..formal arguments. of the 
procedure; they are.thus shared between the.calliag and, galled. procedures. If an 
argument object is mutable, then it mgy be, modified.by.the called procedure;. if 
it is constant, then of. course. it:can sever be .modified... Because. there is. no 
reference type, there is no possibility of references 49. - variables; thus, the | 
variables of one procedure can. be: completely. isolated; from access by any other 
procedure. In. an object-oriented. language,: variables: can simply be local names. 
used within a single procedure to refer to its.objects. 

As we stated earlier, in. the. implementation-of an > cu uetonacs cues 
mutable objects are accessed via references. While it is not necessary: to do. sa, it. 
is quite convenient to access. all objects. by. fixed-size. references.’ (We do not 
mean to imply that integers must be. allocated in a free-storage. area. . Because. 


'In Algol 68 [34], dangling references to implicitly-deleted “foc” variables ate prevented by 
scope rules that forbid, a reference to a variable of "newer" scope. from being assigned to a 
variable of “older” scope (the "newer" the scope, the sooner the variable will be deleted). Such 
scope rules.tend to be excessively restrictive.:-Por example, thete-scope-tulées- make it impossible 
for a procedure to create a new object and insert it into a previously-existing structure passed to 
it as. an argument. To overcome these limitations, Algal 68 also meee bigeg variables, which 
are similar to objects (except that references are explicit). snnhate Lie 
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integers are constants, the data part of an integer reference can be the integer 
value itself. This technique can be uséd for all constants whose information 
content will fit in a reference.) If all objects ate accessed’ via fixed-size 
references, then each variable is simply a. cell that’ can ‘contain a ‘reference. 
Because all variables are the same size, the “#ize"’of an object becotties much less 
important than in a vatue-oriédted ‘language::where the “size™ of a value 
determines the size of the variable that must’ told it! In'particular, a compiler 
for an object-oriented language does not have to: ‘be concetnéd-with the sizes of 
Objects when generating code. | ee 
~ One result of using fixed-size references is that it is easy: to provide dbjects 
(e.g., arrays) that can grow énd ‘shrink ‘dynamitally- to ‘whatever size ‘is: needed. 
Use of such dynamic objects efiminates uhneéésary size Hmits-in programs and’ 
also probably saves space:' instead ‘of allocating a iakiniunr size (which is selected 
in the hope that it will never be exceeded); ‘only the amount of storage actually 
needed is allocated. Similarty, it-is possible to’ efficiently implement “unbounded” 
integers. in an object-oriented language: Siiall integers can’ be represented by 
references that contain the integer value: Larger integers can be represented by 
references that point to separately-allocated | storage. The. use: of usrbounded 
integers would remove a major ee er in: most 
programming languages. | 
‘En ‘addition, use of fixed-size referencés for all objects facilitates separate 
compilation-of modulés.--In a langdage- where a médule:may define data type, 
modules that use the data type can be compiled before a representation has been 
chosen for the data type. The compiler cant generate tore: that “uses! objects of 
that data type without having to know how: "ig" the objects. are. Sisnilarly, the 


This implementation sachinigte ‘ean of course be used for value-oriented: languages as well as 
object-oriented languages, but it usually isn't. 
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implementation of parameterized modules is «facilitated. An example of a 
parameterized module is stack[], where ¢ is a type parameter that specifies the 
type of the objects in the stack. A compiler can generate a single (possibly 
parameterized) object code module for stacks that will work regardless of what 
type of element is actually being used. Finally, because all variables. are alike, it 
_ is possible to have a type any. A variable of type -any is allowed to refer to any 
type of object, thus providing an escape mechanisin. to run-time type checking. 
Such a notion is impossible in a traditional implementation of a value-oriented 
language, where the size of variables is not “bounded. 


2.5 A Universe of ( Objects 


As we stated in the wiavaleiian most ost implementations « of ebiect onesie 


space. of objects is usually small, and 20communication... 

different spaces is possible. Weare proposing spread ‘the notion of objects -by: 
providing a single, very large space of objects that would be shared by all 
processes in the system. This. universe of objects: weuld:iaclude not only the 
temporary objects used during the execution of programs, but: would also include. 
"permanent" objects normally stored in a file system. 

- Figure 2 shows an example of a (small) universe of objects. In this. 
example, there are two. process stacks representing two running processes. In 
addition, there is a small. file system attached: to a root node.. Note that: some 
objects are both part.of the file system and: referred: to. by processes. 

Having a single system-wide universe of objects has-a number of advantages 
compared to current systems. The first advahtage is uniformity. All-of the data 
in the system, both local data used: by .progeams' and permanent :data, are objects. 
All such data are treated the same (except that objects that may be shared by 


Figure 2. A aniverse of objects.. 


multiple processes may require syathronization). In current systems, there are 
two kinds of data: variables and files. ‘thee lado: da haere “vaetty 
different characteristics. - 
-The second advantage is simplicity. Permanent data objects are operated 
upon directly, just like local data objects. No explicit 1/0 aeed be performed by 
the programmer; no conversions are needed. In many current systems, files can 
be accessed only by performing explicit I/O. to of from focal variables. In 
addition, objects must be converted between their is-memory' format and an 
external format (either a string of bits or a string of chinraeters). . 
‘The third advantage is generality. “There are-no restrictions on what kinds 
of objects can. be permanently stored. For example, one ‘may store large numbers 
of small objects or objects that involve list or graph stretteres. Current systems 
generally do not efficieatly. support: smail-files {ilies wheee sizes are comparable to 
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programming language objects, i.e. 1 to’ 100 words).° In addition, few systems 
permit pointers to be stored in files. Data structures that involve pointers must 
be converted to some other form before they can’ be stored i in a file. 

Similarly, there are no restrictions on what icinde of objects can be passed 
between procedures, between processes, or between programs. Conventional 
systems generally limit the "arguments" that: can be given to programs 
(subsystems) to constant values, usually strings.” In an object-oriented system, 
there may be no need for a concept of: a. “program”. A program is: simply a 
procedure; normal argument beens can be used (without restriction) for 
communication. 

The net effect of these advantages i is that the hadi — data bases is 
encouraged and made easier (and, we axsume, more sHicient | 
the kind of data base we are thinking of is thé CLU 7 ibrary (22). The CLU 
library is a data base containing information about programs. Each module of a 
program (e.g., a procedure or a data. type). would | have"trepresitative in the | 


sys 


library called a description unit (see Figure), A < 


, An example of 


it junit ‘would contain, 


among other things, a specification of the type inteitace “of ‘the iiodule. A 
procedure description unit would contain the number and types of the procedure 
arguments; a data ‘type description’ unit would contain interface: specifications. of 
the operations. of the data type: Note “that ‘the intesface specification of a 
procedure contains data types and:thus ‘may ‘refer ‘to data’ ‘type: description units. 
The interface’ specifications: would be- used: by oe to. eee 
intermodule references (e.g., calls. of one procedure’ by: asother).: . 

The CLU library can: naturally: be described. as.a set of objects with 
inter-object references. Unfortunately; colventional -eystenis do: not directly 
support such a notion. Implementing the CLU library on a conventional machine 
is difficult, particularly because of the relatively large numbers of small objects 


Figure 3. The CLU library. | 


involved. Furthermore, using such an implementation. is. difficult because the 
information. stored in the library must be converted from the external file form 
into the internal. object format used by. the.compiler. In. a. system. supporting a 
universe. of objects, the CLU library could be implemented directly as a 
collection of objects, These objects. could -be sccessed-direetly by the compiler, 
without conversions. For example, the type descriptions used: in the library could 
be exactly the same as the type descriptions used. internally. by the compiler. . 
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3. An ee ‘Machine ee 


In this chapter, we describe the- visible. architecture of the machine (the 
"machine language") and the philosophy of .its design. Our, purpose is. not. to fully 
specify. the architecture, but merely . to provide a.context for later chapters, which 
describe the implementation of the machine. _Maagy.of the. decisions -made. here | 
represent personal preference and are not. esenial 4p the. major ideas. presented 


- in the rest of the thesis. 


3.1 CLU 

The primary inflwence on: the design: of: the machine architecture has been 
the programming language ‘CLU {22}. CLU! i¢-an ‘object-oriented Tangaage that 
has. been: designed:: ‘to . facilitate the <conétruction’iof ‘programs. that-- are 
understandable, retiable;:and’ maintainable. Fide: goal ée° accomplished primarily — 
by providing language constructs that suppurt: the: uwee:of ‘abstraction in program 
design: and implementation {21}: ‘Three. forms of “atwtraction’ are supported: 
procedural abstraction : (procedures); ‘control -abstraction (iterators), and’ “data 
abstraction. 

Of these, the most interesting form: is data: abstraction, the definition and 
use of abstract data types. A. data type-in CLU:consists-of'a set of objects and 
operations: The opétrations completely ‘characterize ‘the: behavior: of the objects: 
they are the only direct means: of creating -objecté;:obtaining: information from 
objects, or modifying objects. CLU provides a number of primitive types, such as 
_ integers, booleans, characters, strings, arrays, and records. In addition, CLU 
allows the programmer to define new data types. 
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A new data type is defined by writing a module-called a cluster.. Ina 

cluster, the programmer specifies a representation for objects of the new abstract 
type by giving a representation type. For example, a type serftt] ‘may have a 
representation of array[f] (1 is a type parameter specifying the type of elements 
in the sets), meaning that each object of type ‘serf?) is ‘actually represented by an 
object of type: array[7]. In-addition, implementations of ‘the operations of ‘the 
abstract type are given in the form of protedures that operate upon’ objects ‘of 
the representation type. These procedures (only) are given the power to Convert 
objects of the representation type into objects of the abstract type and vice versa. 
Thus only the operations of the type may directly create objects of the type. 
_.» JF ensure that the -behavior of an object of an abattact type is: completely 
defined by the operations of the type: one..sust not..allow. the object to be 
Operated upon as an abject. of. the. representation type. «This restriction can be 
SURCESEE We PROCKIRE: COCR: EROPSESY, sa ponatinn A Seat See Tee iene 
argument objects are of the.types-expected by the procedure... « - 

_-CLU has been designed so that complete type-checkiag. can: be Sia at 
seaapllearsie: ~ Each variable ia a CLU. progeam. is declared .as. to. the type of 
object it may denote; each CLU procedure is declared as to the number and 
types: of objects it accepts as arguments aad. returns :.as :results.- Since: CLU 
expressions are composed of variable references and procedure-invocations, the 
CLU. compiler can: et i ee ee re can 
check that all amignment: and invocations are _—: 
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CLU also provides a type any, which. allows. a. variable, . procedure 
argument, or return value to be declared to..be:of any type. . An expression of 
type any can potentially evaluate to any. type of object....CLU -has. been designed . 
so that in this situation. explicit run-time. type discrimination must be performed 
before the object can actually be. used, 


3.2 Architectural Philosophy — 


Our intention’ is ‘to design a: machine that will effectively support the 
implementation. of a language similar ‘to CLU: However, we are not proposing 
that the machine directly execute CLU programs. _ Instead, the machine will 
interpret’ programs ‘in some intermediate language prodiited' by a compiler: There 
are a nuinber of--teasons for: making’ this choice.” Interpreting an‘ intermediate - 
language is simpler: and more ‘efficient. Furthermore; “as “destribed “above; a 
compiler can play an important role in the early detectidn-of errors. (Because _ 
this "intermediate" language“is directly implemientéd ‘by ‘the mattine, ‘it shall 
henceforth be called the machine language.) . 

-- The next issue is to determine the relationship between the machine 
language and CLU. One: possibility is for the machine fanguage to be simply a 
parsed: form of CLU, with essentially the samte semantics. However, we have 
decided that the machine language should ‘not be semantically eqtivatent to CLU, 
but instead be at a lower level. The primaty reason’ for this decision is to take 
advantage of CLU’s ability to support conipléte’ compile-time’ type checking. 
Except where the type any is used, it is not necessary for abstract types to exist 
at run-time. Thus, it is not’ necessary thatthe“ machine directly support 
user-defined data types. As a result, the machine can te ame’ and peobaey 


more efficient. 
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Although the machine language is not intended for direct use by 
programmers, we believe it should provide:a simple and: well-defined interface. 
Although it need not-support user-defined ‘data types> it should ‘provide a fixed. 
set of types, and all primitive operations should: perforni ‘complete {ran‘time) type” 
checking of their arguments. Similarly, where teevant; alt primitive operations 
should perform bounds checking. All possible sesults.. of program execytion 
should be defined in terms of the machine language; ‘there should be no result. 
that can be explained only by referring. to..details..of the. .underlying 
implementation. . The machine thus. forms an geass wel at SPINGS 26 a base 
for higher (software) levels that would implement such things as. abstract. data 
types, A. system constructed. in this manner as..a, hierarchy of opaque levels is. 
likely. to. be both more understandable. and . more. robust; faults:. resulting. from 
compiler. errors: or hardware malfunctions. will tend. to.-be. sii aa aad. by. 
higher levels of the system. 

The maghine iccisce all MeiGiaiel MGM ELE Hea trying: 


to design a machine language that would. be-.geaerally..useful:.for-implementing 


any programming Janguage... Thus, the machine language types.should be useful 
for implementing the primitive CLU types. , However, they need not be exactly 
the same as. the CLU types. For example, the.CLU..array. type is parameterized: | 
each array may hold objects of. only.on¢ type. .. The. corresponding type in the 
machine language need not have this restriction. - ; 

Certain decisions about the machine language. must t be. made that go. —— 
the current. design of CLU. For example,.we miust specify some mechanism for 
the creation of multiple processes and the..sharing of objects. among multiple | 
processes. Other unresolved issues, such as. inter:module. linking, multiple. 
implementations of types, and protection, will be ignored. 
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3.3 The Machine Language 


The machine language provides a fixed set:of data types, each with a fixed 
set of primitive operations. Of -these data types,“two are of eee 
importance, procedures and processes. 

A (hcacecliie- 4 ais slateoe tae gas he “ediscaa Use cea eaaabing A 
procedure accepts a fixed number of objects: as: arguments: and -produces a fixed 
number of objects as results. The machine provides:soune number ‘of primitive 
procedure objects, most corresponding to operations: of the-primitive types. In 
addition, the machine provides a way in whith new ‘précedare objects canbe 
created. These user defined procedunes: correspond to machine’ language 
programs. - When invoked, such procedures -are-interpreted~by the machine: ‘The 
basic actions that can be performed by a machine -_danguage oprocedure . are 
defining and assigning to local variables, eee procedures, and performing 
other control functions such as conditionals and looping... A procedure is quite 
limited in its ability to access objects. A procedure: oan “access only its 


arguments, its loca variables, and a fixed, set of | ke o a 2 ‘Spe 
time the procedure was created. These ben pra ould. include the 
procedure objects that are to be doveked. ae the Pear MA, Popeiple machine 
language is presented: i ini Appeedix 4) . ee 

A process is an object that Fepresents, the. potenti concurfent execution 
of a procedure. Process creation is similar to procedure; invocation. . ahs ‘procedure 
object and a set of argument objects are specified; the proced dure is invoked with 
the specified arguments. (As in the case of normal procedure invocation, the 
argument objects are shared by the caller and the called procedure.) However, 
, the. ‘process creation 


operation immediately returns to its caller ‘a process’ object: The execution of the 


instead of returning ‘the results of the invoked Pr eedu 
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invoked procedure will proceed concurrently with, the execution .of the caller. 
Process operations can be performed on the process object; operations are 
provided to start or stop the execution: of: the “invoked -procedure and to 
determine .whether . the : procedure: hes: terminated: and, if so, what the result 
objects are (see Figure 4). 


One run-time evaluation stack: pitas by the machine to store 
procedure arguments aad local: variables. .However, these stacks are implicit in 
the. semantics of the. machine. language and are not directly. sccessible to 
procedures... We assume: thet-awhen: the machine is initialized,-a single process is 
. automatically SRE EAE aes We do not 
specify how.an initial universe-of objects is created. are 


Figure 4. Precess operations.” ~~ 


terminated: arraylanyl % the result objects of the procedure 


ruin: ‘Ault % none of the 


create = proc (p: procedure, args: arraylany]) returns (process) 

% Ce Oe ey 
Start = proc (p: process je 
"signals (rom tenia) pre teat oil 
' Stop = prec (p: process); 7 
_kill = proc (p: process) 
state = proc (p: proces) returns (orocess_state) 


block = proc Qs. 
: % Blocks the executing process until a wolewp is performed. 
wakeup = proc (p: process) 
"Fe Wakes up the specified proces if bocked, 
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The other machine-language types are ofdiiary data types ‘that correspond 
in some manner to the primitive CLU dats types. Thus, we would expect the 
machine to “support integers, booleans, characters, and strings, plus “some 
structured objects. A number of types of structured objects could be. provided, 
such as fixed-length structures (corresponding to “CLU " records) and 
variable-length structures. (corresponding .to.CLU arrays)... The exact choice of 
types is not particularly important for. the purposes of this thesis. 

_ - The set of accessible objects. includes, all diet for runnable). processes. 
In. addition,..we assume there is a single. distin id -pbject,.called.the root of 
_the file system, that is always. accessible... “This. object j is. the.root of.a tree-like (or 
graph-like) directory structure that contains the “permanent" objects of..the 
system, .¢.g-, programs, and data bases. . Naturally, any:.object. that is referred to 
by an accessible. object.is itself accessible. Mall. other objects; are - by definition 
inaccessible and. their storage subject. to. being xeclaimed by.the. system. 

We. will define -all primitive operatians..te be atemig,...By. atamic, we mean 
that any set of primitive. operations: performed.coneurrently: must. ‘be equiyalent.to 
performing the same: set of operations. in, sqme.order. . This definition. follows 
from our desire that the. behavior of machine Janguage peagrams:-be -well-defined. 
Its implication is that..the machine a email mutable 
objects to ensure, consistency. F 

Of course, praviding syachrogigation, for the primitive types will not 
eliminate the need for a synchronigations 2 of: neal efing 


a of atin gedienbee band aes ees jn sie Sicera bade such 
as semaphores, monitors, eventcounts, and _sesializers. However, the search for 
the "best" synchronization mechanism is a subject of current research. 


Therefore, rather than choosing one of these mechanisms, we will provide the _ 
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most basic synchronization primitives, block and wakeup {28] (see Figure 4). 
Together with shared objects, these peimitives con implement any. of the. proposed 


mechanisms. 
3.4 A Simplification 


Although we believe that the machine fanguage should provide -data types 
that are similar to the primitive CLU types, the implementation of such types 
would involve ‘a. a! ciniibiielinieas anbaesiashles ental cnaes in this 


thesis. : ion purposes we-will assuuie that the’ machine: provides 


Bstrings are constant (imnmtable) fixed-length bit strings. The length ‘of 
bstrings will be chosen so that a bstririg vilue can be stored entirely in thé data 
part of a reference; thus, no additional storage is needed to implement bstrings. 
(The subject of reference size is discussed ‘in Chapter’ 5.) Bstrings are essentially 
equivatent to the untyped data: manipulated’ by ‘conventional’ machines.. The 
operations on bstrings would be the usual a ie asd lagical operations; the 
exact choice of operstions is not pétticularly imperteat’ for’ our purposes. 
However, there would be‘ no create operation: Neéw Ustring ‘values ‘are created by 
performing operations on old values. We assume that Gétrings are ultimately — 
created by 1/O devices. Naturally, bétrings can beens as F characters, 
booleans, or small integers asthe need’ afives. os ; 

- Vectors are fixed-length, mutable collections of objects, similar: to arrays in 
most programming languages. We assume that the ‘elements are numbered 
starting from zero.’ We will place’an upper bouad on-the maximum size of a 


Pet Cae 
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vector. The exact choice. is a matter for. the system designer and is dependent 
upon a number of factors. (see Chapter 7). The maximum vector size will likely: 
be in the: range from..128 elements to -4K.elements. . 
The vector operations are listed ia Figuse.5: The create operation creates 
a vector with a given number of elements, all of -which-are initialized to some. 
distinguished. bstring object... in a real:system supporting: many primitive types, 
this object. would .be the unique undefined object, whosé<puspose. is. to permit 
detection of use of uninitialized variables and: vector:elements.). The size: 
argument is a bstring that is interpreted as an integer. 3f the size argument. is. 
less than zero or greater than the maximum size of a vector; then an exception is 
signalled, .(We assume that the machise»language:supports:.some form of 
exception handling similar. to that in CLU>{23}) .:Similasly,:an. exception is 
signalled if there is insufficient storage available to’ satisfy the request. In all 
cases we. assume that.an ia aceon a object ofthe wrong saa 
given to a primitive operation. | 


Figure 5. The vector operations. _ 


create = proc (size: bstring) 7 
returns (vector) 
Signals (negative size, size_too_large, no_storage) 
equal = proc (vl, v2: vector) returns (bstring) 
size = proc (v: vector} returns (bstring) 
fetch = proc (v: vector;index: betring) returas: (any) signals (bounds) 
store = proc (v: vector, index: bstring, element: any) signals (bounds) 
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The equal operation returns true (a particular:.betring) if its two vector 
arguments are the same. vector object, and: returns false (@ different bstring) 
otherwise. (Two vectors are not equal just because they currently have ‘the same 
contents; each invocation of the create operation returns, a vector that is distinct 
from any previously created vector.) - 

The size operation returns a bstring {imterpreted’<as an integer) : that 

specifies the number of elements in the vector. The fetch operation returns an 
element of a vector given its index. The. stere operation modifies the vector to 
. contain the given element. Both fetch and~ store:signal bounds if the index is 
less than zero or greater than.ot equal.to the size of the vector. 
These: types: are quite: primitive aad. would:seem to contradict many of the 
Claimed advantages of object-oriented languages given in Chapter 2. However, we 
are not proposing: that m real machine provide only thest types, or that it would 
provide these types at all. are eee re ee 
presentation in the remainder of the thesis. 

The tetrng and vecior types are rualtic in that they could be wed 
structured objects could be constructed by using two levels a vectors: the Sbjct 
would be represented by a single top-level vector ‘containing references. to 
lower-level vectors that store the actual. object: elements. ‘This usage would be 
equivalent to the use of page maps in current ‘paging | systems. Dynamic 
structured objects. objects ‘that can.grow or: ‘shriak) can again be implemented by’ 
using two levels of vectors. Adding or deleting storage can be performed by 
adding, deleting, or replacing the lower-level vectors. This implementation is 
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equivalent to our current implementation of CLU arrays on a conventional 
machine. Unbounded integers could be implemented by using bstrings for small 


integers and vectors of bstrings for larger ones. 
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me i 
4. System Structure: an Overview 


In this chapter we provide an overview of the design of a machine to 
implement the language described in_ the previous. chapter. We begin by 


reviewing the functions that the machine must perform. | 


41 Machine Pussies 


The primary functions: of the machine ‘are: es cae the ‘four. machine. 
language types: processes, procedures, vectors, and: bstrings..: The implementation 
of processes involves.the managemient of a ‘collection -of concurreat - activities. 
The machine must: assign-resowsces to those sotivities im some: reasonable way. 
Fhe machine wilt need to maintain state information for excl process. Naturally, 
the various process een —— block and wakeup, must be 
i aereasie feos p33 ‘ She cis, | 

‘The ‘implementation of procedures involves : primarily ‘the interprétation of 
machine language code. This interpretation will involve: the: a ‘of an 
evaluation:stack:and the invocation of the primitive operations. nee ee 

The implementation: of “veetors: involves’ the’ allocation, management, and — 
automatic reclamation of storage. The amount of storage provided is sufficiently 
large that a multi-level memory system is required. Implementing the vector 
operations also requires that the machine. be able to map from a.vector. reference 
to the actual storage for the vector. In addition, the various vector operations 
must be synchronized, so that they behave. as. atomic operations. 

Vectors are the basic storage type of the machine. They can be used to 
mentation of processes and procedures. A 
procedure can be represented — a vector containing instructions {eneoded “as 

bstrings) and references to “Known" objects (literals and other procedures). A 


store information needed for the impl 
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process can be represented by a state vector, which contains.such information as 
the currently active procedure, the instruction counter (which identifies an 
instruction in the active procedure), the ‘evaluation | “stack, plus scheduling 
information. A procedure or process referenice would thus” actually be a reference 
to the corresponding vector representing the procedure or process. These uses of 
vectors would not be apparent at the machine language level... : :, 
The implementation of bstrings involves simply saplecaiiii the baiting 
operations. No additional “storage” is needed, since (by. definition, see Section 
3.4) the value. of a bsteing can be completely contained: in “its reference. The 
implementation of..bstrings is thus:trivial, and: cag ‘be performed: directly by any 
hardware. module. For. example, the: invocation of » betring operations — by 
machine-language procedures a ara a ac machinedanguage 
interpreter. é : 
There are some other functions that the machine must eitient that. are not 
directly related to the implementation of ‘any: particular data: type. For example, 
reconfiguration. In addition, the system must -provide.some form of 1/0: The 


4.2 Design Strategies 


In this section we desctibe sine of the design itratcyies vied to make The 
machine as simple and understandable as‘ possible. The primary technique used 
to minimize the complexity of the nischine is modularity: splitting the ‘machine 
into separate modules with well-defined interfaces. A modular design is easier to 
understand. ‘because it is cts of a nultaber ot pares ‘of a more “Thanageable 


Nhe actual storage i is 5 provided by vectors (whose elements may be bstrings) and by hardware 
- registers. 
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size, each of which can be examined.:and’ understood separately. In a good 
modular decomposition of a system, each module‘can. be viewed as:a “black box" 
at the system level. That is, when viewing: the system a% ‘a whole, one need 
understand only. the interface of each: module, and: not the: internal. construction 
of the module. Similarly, when viewing the internal construction of a module, 
one need only relate it to its interface specification; the other modules in the 
system can be ignored. This ‘approach: cane: applied hierarchically, as any 
module can itself be constructed out of a number. of internal todules. | 

There are certain strategies that can be used: to obtain a modular 
decomposition of a system. One strategy:is separation of function: ‘providing a 
separate module for each function that:must be performed by- the system. “This 
idea is related to our desire to minimize the use of moleiplexing in the systern: 
In conventional systems, multiplexing often involves the use2of a sirigte module to 
perform many functions. For example,:.a- single: processor is multiplexed to 
interpret user programs, implement the: virtual memory, ‘ami control I/O devices. © 

A useful: technique for:identifying ‘functions that:cah be dmplemented ‘by 
modules is the notion: of datatypes... A’ module “that implements: a data type 
encapsulates knowledge about: the:implementation of the: objects of the ‘type. 
Other modules can use the objects without knowing any details of their 
implementation. The objects are identified by teferences; however, the references 
are interpreted only by the type module, which performs, operations. ‘Upon the 
objects at the request of other modules. ee 

As we described above, many of the functions of the tmachioe correspapd.t to 
the implementation of particular data types, Gprocesse s5C5, , procedures, vectors, and 
bstrings). Except for betrings, each of these, types isa reasonable, candidate. for. 
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implementation by a separate module. it. may be convenient in the 
implementation of.these types to introduce. subsidiary pes; for ee in. the 
implementation of vectors, a type page may be-useful. :. 

An important problem area in the design of most computer systems is the 
proper synchronization of concurrent activities. The systenr:should: be designed 
so that there are no. undesirable. race conditions and no possibility of 
unintentional deadlock. The methods used to implement synchronization should 
be both efficient. and easily understood. The use of data types can be heipful 
here. Because all operations on an object are actually performed by a single 
module (the type module), that module is in an excellent:position to: supervise the 
concurrent execition of operations te ensure —— will. discuss this 
issue further in later chapters. . 

One useful depiga. goal is that: all module interfanes::be speedandependent. 
Speed independence means that the’ system will work. regardless.of the time taken 
to transmit data from one module to another: or the time.taken for a:module to 
respond to an input. Speed-independence is a°method-of avpiding race conditions. 
If some action happens. to take aJong time, the performance of the machine may: 
be degraded, but the machine will still function. "correctly". : 


4.3 High-Level System Structure 


We are now ready to describe the overall stractue ofthe aystem Our first 
decision was to oo, the. - implematioa of _Provedures “Gestruction 


miuitipfe “processes, anda memory module ' 
Figure 6). 
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Figure 6. High-level system structure. . 


The interpretation of procedures involves performing explicitly invoked 

vector operations. . In: addition, as:described abewe, both procedures. and :processes 

are actually represented: by -veetor objects. Thus, the PM: uses. the iM: to: assist 
“in the implementation of procedures:and processes. 

The. communitation “between: :these::two madules «consists eles of 
requests sent from the: PM to the:MM and:replies seat from the MM to the PM. — 
These. requests: corsespont! te the primitive veotor: operations, .create, ‘equal, size, 
fetch, and store. Each request message consists of a fixed amount of 
information, which includes'an identification of thesoperation: to. ‘be- performed, 
plus object. references. for the: arguments of the: operation. | Reply. messages 
contain the: status of the reply (normal. or exceptional pone plus — 
references for any results of the operation. . 

For example, suppose a procedure: invokes the vector creafe operation to 
create a five-element vector. When this invocation is executed by the PM, it will 
send a create request to-the MM. The MM will create a new vector, initialize it, 
and return a reference: to the vector to the PM, which wilt use that reference as 
_ the result of the invocation. The request and reply messages are shown in Figure 
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7. (The notation t#d indicates an object reference with type.code f¢ and-data® 
d. In the case of a vector reference, the exact data value. is } not predictable, nor 
is it relevant outside the MM.) | 

Additional detatts of the PM-MM: interface- are’ presented below and in 
Chapter 8. Note, howeves , that. we are not, st. Abis point constraining the 
PM-MM interface to consist of a: ‘single .physicaf futétconnection. The interface 
allows multiple requests to be submitted to the MM and processed concurrently. 

Splitting the system up inte ~these- two- major-modules: has a number of 
advantages. The primary advantage is that the structure of the system is 
simplified, compared: to ‘conventional :systems.:Adtiiough the module diagram 
above may look like-a conventions! system, there is. a crebiak-difference. A: 
primary memory: in-a-cosventional: system ts a: low-devel: hardware unit that is but 
one piece of. the implementation::0fthe::wistaal address space: seen: by — user 
programs.:.. While «conventional primary:memory ‘has a-well-defined task and a 
simple::interface, the relevant: function :(thé-‘tdessbisibldtértual memory). is not 
implemented .by a single module, but i aman mE 
system: processes: oa a8 

| ‘The-MM, on the ther hand, divecty adh fully bupports objects that are 
very: similar to: ‘those manipulated by user programs: The: iM: encapsulates all 
knowledge of how vectors are implemented,: including the implementation of the. 


Figure 7. An example request and reply. © 


soe gs tr 
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multi-level memory, storage allocation, and automatic storage reclamation. The 
MM_ assumes full responsibility for implementing. vectoss.. Agy processing power 
needed to perform this function will be: provided: within the. MM. 

The sole function. of the PM is to implement ptocedures.and processes: 
Unlike conveational systems, the PM exeeutes:ao "privileged". machine-language 
code to. support the multilevel memory system. The interface between the. PM 
and the MM is clean. and. high-level, consisting: basically . of invocations. of -the 
vector operations. There. is esseatially only one:"rule" thatthe PM must obey: it 
must not create or modify vector references. If this rule-is obeyed, then. there is 
no way that the PM (and. therefore, user programs).ean interfere with the correct 
operation of the MM. 

Actually, there is one additional interaction. ‘inion o thet oe the MM. 
The PM must cooperate with the MM to allew,the MM. 4o. determine. which 
objects are needed and which can be reclaimed. In particular, at certain times 
the MM will request the PM to discard ait‘“of “its vector references: ‘(except 
references to the root vector, which is permanently accessible). One way for the 
PM to satisfy this Fequest is to store its references in the MM, in vectors 
accessible from the root. ‘When there are no vector references outside the MM, 
then we say ‘the system is in quiescence. During quiescence, the MM can 
examine the entire collection of accessible vectors, without interference from the 
PM. (Exactly what the MM does is the subject ‘of Chapter 6.) The MM 
informs the PM when it is finished. The vs will then read back all needed data 
from the MM and. resume normal operation. | 

| ‘This additional interaction between ‘the PM and the MM i is not desirable, 
but is probably the best alternative. |The ‘definition of quiescence is easy to 
understand, and verifying its correct implementation should ‘be straightforward. 
Cooperation between the PM and the MM is needed because the implementation 
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of automatic storage reclamation requires that ali vector references be accounted 
for, regardless of where they are in the system. The.nced for cooperation can be 
eliminated only if vector references never leave the: MM, as in.an architecture 
proposed by Baker [2]. In such a solution, some means: must be provided t@ allow 
the PM to identify particular “vectors ‘in its requests to the MM: in Baker’s 
proposal, the PM would specify one’ of a number of special registers. inthe MM. 
The effect is to introduce a-new “address: space": (cig, register numbers). used 
instead of references outside the MM. ‘These “addresses” ‘are inferior to 
references fora number of reasons. For one ‘thing, the relationship ‘between 
addresses and ‘objects is time-varying; an address is valid: only as long as the 


.. register is unchanged. In addition, it is impossible to name any existing object: at 


any time. (the cn a eee 
consider ‘such solutions fess desirable. Putts ® - 


4.4 Multiprocessing Philosophy = __ 


Our system uses multiple Processors to implement multiple processes. ‘This 
section describes our motivation for using ‘multiple processors and explains the 
reasoning behind a : number of related ‘decisions: (1) to not switch Processes on 
secondary storage accesses (page faults), Q) to store process state vectors in the 
virtual memory, and (3) to prokibit the preemption of a process while waiting for 
a a reply from the MM. | 

Our goal in using multiple processors is not so much to increase the 
capacity of the system, but to reduce. the need for processor multiplexing. 
Current, systems attempt to maximize "the utilization of the ‘(usually single) 
processor through the use of short-term scheduling (27). Short-term scheduling i is 
a technique by which a processor is ‘multiplexed among a small number of 
processes (called the eligible ‘processes). Whenever the currently executing 
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process must wait (e.g., for disk 1/O), another eligible process is quickly selected 
for execution. For maximum. processor -utilization,, the time required to switch 
the processor from one eligible process to another should. be small. The number 
of eligible processes is selected to satisfy two. constraints: (1) There should be 
enough eligible processes. that at least one is,always.ready to run. (2) There 
should be sufficiently few. eligible. processes. that their working sets can all be 
contained in primary storage. Short-term scheduling is. distinct from.-long-term 
scheduling, where the primary goal is. the-fair. distribution of resources. to 
processes (possibly of differing. priorities). .Long-term..scheduling operates by 
determining the set of eligible processes;..this set. changes at relatively. long 
intervals (on the order of 100. milliseconds). 

If processors are relatively inexpensive, then multiple processors can be used, 
and processor utilization becomes less. important.: Instead. of using short-term 
scheduling to. multiplex-a single processor among.« -set of eligible processes, we 
can run each eligible process on a separate processor. Process switching will-still — 
be. necessary to. support.dong-term scheduling; we would: always expect: the ‘number 
of active processes to be Jarger than the number of processors. However, the rate 
of process switching will. likely be. less, so that the time required to switch 
processes will be less important. 

The performance emphasis in this dss ta isk Mae precceeaine lina ini vit 
the execution speed of.individual processes. Improved. execution speed is obtained 
by. providing additional. processors: and assigning each: process to a processor for 
longer periods of time. During that time, the process will obtain greater use of 
its processor, as the processor is not ‘being shared. with: other processes. In 
‘addition, the longer a single process occupies # procestr,t ‘the more effective use it 
can make of a local cache in the processor. . 
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-Using multiple processors increases'the denmind on the MM. If the MM 
bandwidth is inadequate, processes will be delayed becatise ‘of memory contention. 
Adequate ee ee eee ee ne ee 
conventional interleaving, described in:Section 8.6. | 

Once we abandot short-term scheduling; it no'tonger thakes much sense to 
ty’ storage (takes a page fault”). 
Conventional systems preempt a process: when it takes a‘ page fault so that 
another process can eee ee eee eee to be brought 
into primary storage. Because we are assdiitig’ secondary storage devices that are 
significantly: faster than ‘current sccondary: étbiag’ devices: the délay caused by 
accessing secondary storage will be much’ shorter in our’ tystem than in Current 
systems. Thus, switchiag ‘processes. on page’ faults would “not result ‘in “much 
improvement in processor: utilization. vermore, as described above, we do 
not nee ieee utilization be maximi mamee miagk: 

Tie Gclaee sams pana Gt ake tedioe named systems 
requires that all information needed to perform:a provese switch be available in 
primary storage. If process switching:could. produce‘a page fault, then ‘processor 
utilization could be degraded. More importantly, the system-would have to be 
designed to handle page: faults in the page fault handler. Switching a processor 
between processes involves writing information into the old: process state vector 
and reading information from re eotoers ee vector. Current — 


switch processes when a process’ actesses s606 


ee 


2We use the | term page fault to indicate das situation ‘wines a request to the MM requires 
apie padsonuacel leopie-ag If we wend tp switch proceeds on secOndury storage sctesses, we 


systems, however, the PM would not have to le ; 20, f : 
fault notification would simply be advice designed to allow improved performance. Regardless 
of that the PM did, the MM would perform the secondary storage access and complete the 
requested operation. 
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avoid these problems by ensuring that. the state: vectors of all: processes (or all 
eligible processes) are."wired-down" in primary ee accessing a state 
vector can never generate a page fault. 

In our ciecy wide ae wide cacaaan aa faults. It is thus possible 
to store process state information in ordinary: objects: in: the: MM. This decision 
avoids the need: for a special mechanism to provide wired-down: storage for 
process state vectors. _ In addition, it avoids the need..to place a limit on the 
number of existing processes. We. would like to encourage the use of processes 
wherever natural. In particular, we would like to. encourage the use of large 
numbers of long-lived processes that: spend. most of the..time waiting for some 
event to occur. Although process switching may.-occasionally:-be delayed. because 
of secondary storage accesses, the. average process: switching time should not be 
ee ene ener ae tre ten eer ae ge in 
primary: storage. 

In summary, we have decided (1) not.to switch processes on page faults . 
and (2) to store process state vectors in virtual memory (no "wired-down" 
vectors). Given these decisions, it is reasonable to go one step further and 
disallow preemption of a process while it is waiting for. a reply fromthe MM. 
(Any: preemption would be delayed until: the: MM has replied.) In effect, all 
requests to the MM are like uninterruptible procedure calls.. This decision leads 
to. a significantly simpler system structure. As far as the PM is concerned, there 
is no such thing as a page fault. Some requests to the MM are answered quickly, 
and some take more time. Interactions between page faults and process 
management are a major source of complexity in. eurrent oe In our system, 
there are no such interactions.° 
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The disadvantage of prohibiting preemption of. processes waiting for replies 
from the MM is that the worst case preemptida tine becomes: longer. To avoid - 
the need for fast preemption, we will assume that:all 1/O-devices are interfaced 
en Soha ae OnE ae teens Oey seieee ee come oe: ‘the rest of 
the system through the use of buffering... 

The area of interruptibility.is a problem-in most eee eee, 
When.a process is: preempted, its state. mustbe saved.so that it can later. be 
resumed. The best. time to preempt .a- protessis:-when it is “between: 
instructions,” that is;-when. these are n0.activities ‘ai progress in the processor and 
the process state is.-well-defined... If a process is preempted’ while instruction 
execution .is it progress, thea. additional. state information may-need to be saved 
to record the progress of the interrupted: instruction... In. addition, if the 
instruction involves: obtaining exolusive-access to: some shared object, then: the 
process should not be preempted until the shared object is released, -Otherwise,, 
the preempting (higher priority) process may -hang ‘waiting for. the object to be 
released, possibly causing-deadiock. This: lateer:problem::can occur in curreat 
systems when a -process executes.a "supervisor call" instruction. 

_ If. rapid interrupt response is not nesemery, thea, allowing, preemption: only 
"betweeri instructions".is acceptable, prowided the: instruction execution time has-a 
reasonable upper bound. In our: case, we must ensure that all primitive 
procedures (those implemented. disettly: by the nuichine) will terminate in a 
reasonably short time. “Thus, for example, we have. defined the vector create 

3A similar position thes been’ takes by the designers of the MLT. LISP ‘mechine {4} In that . 
machine, the virtual memory fetch and. store opetations ‘are: unaiterrupiibie: microcode: routines. 
This decision was based on a desire to simplify the implementstion aad encourage the use of the 
virtual memory by all parts of the system. (Routines that cause are more difficult to 
use, especially by routines that handle interrupts.) 

‘The worst case involves transferring large (e.g, 4K-word) pages into primary storage. At a 


transfer rate of two words per microsecond, the page fault service time could be as high as two 
mullveconds. 
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operation to raise an exception éf. insufficient.storage ‘is available, rather. than 
waiting until the request can be satisfied. As the availability of additional 
storage may depend upon the actions of other. processes, there is no guarantee 
that additional storage will become availible within’ apy fixed time. If desired, a 
machine language procedure can be written ‘that calls create repeatedly (at 
suitable intervals) until storage becomes available. ~ 

There is one essential exception to” our restriction that all primitive 
procedures terminate in a bounded length of time: the block primitive. The 
block procedure does not. return until a corresponding :; :wakeup has been 
performed by some other process, which may in fact wnever soetur. Thus, block 
could not be made uninterruptible. However, the motivation for block is 
explicitly to cause the executing process 16 We pended pending the occurrence 
of the wakeup; if this were not the case;-busy waiting would be Ser 
Therefore, block-is necessarily handied as a special cuse.”~ EES a 


4.5 The Processing Module 


‘The PM. consists of one control. processor: (CPY plus some ‘number of 
instruction processors (IPs), connected ‘by aa<interpedeessor communication: (IPC) 
bus (see: Figure.8). The -function® of ‘an=IP isto ‘interpret : precedures. An IP 
performs the computation of a single process (at-a time); that ‘process is. said to 
be bound to the IP (and: vice-versa). At any tine, eath: IP may be bound to at 
most one process, and each process maybe bousid toe at most one IP. 

‘The function of the CP is to manage the execution of multiple processes. 
The CP performs scheduling and controls the binding of processes to IPs 
accordingly. To perform scheduling, the CP maintains some database (e.g., a 
priority queue) that contains references to the (state vectors of) processes that 
are unbound and runnable (not terminated, blocked, stopped, or killed). Because 
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Figure 8. Processing Module block diagram. 


unrunnable processes are not “held onto” by the CP, they are subject to. being 
_ reclaimed should they become inaccessible. A stopped or blocked process can be 
made runnable only by performing.an- operation on: the. process. object, which can 
happen only if the process object: is accessible. otra ees 

The CP and. the: JP. ereréechi\conadesid itiaanpatnie post” the MME 
Each port accepts request messages one. at atime; a processor must wait for a 
reply before sending another request. Requests submitted to different ports are 
_ processed concurrently by the MM;. eters etre ai at 
ports is isrelevant. 
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An IP sends requests to the MM to perform vector operations invoked by 
the process it is executing. At also ACCESSES the MM to fetch iastructions and 
operands. The CP accesses the MM to manipulate process.state vectors. and its 
scheduling data base. 

Process creation is implemented by seeding: a cresie message to the CP over 
the IPC bus. Contained in the create mesgage.is a. reference to a vector that. 
contains all information needed to initialize the new. process...Upon receipt of a 
create. message, the CP. will create a: process state vector, initialize it, and return 
the process reference. to the requesting IP._ ; 

When the CP binds a process .to. an BR it pemes the process ssiaeaie to 
the IP in a bind message. ..While the process.scemains .bouad. to. the IP, only. the. 
IP can directly. perform operations upan. the process. state. vector... Thus, although 
process state vectors are. shared, they..ace only: accessed. .by one.processor at a. 
time (either. the IP. to which the: process is..bound.or..the, CR) if the. process. is 
unbound). . 

The various operations on processes, star, stop,.kill, statey.and. Ss aieas. 
are performed by broadcasting a message containing the process reference.on the. 
IPC.bus. (A process. reference. is really.a reference. to, the: process. state vector, 
except with a. different type code. . Type.checking of .inyocations. of primitive 
procedures prevents improper .access..to. process state vectors.) If the. target 
process is bound to an IP, that IP will. accept. the. message (by matching the 
process reference) and perform the indicated operation. .(If the IP is busy and 
unable to buffer the message, it will refuse. the message, indicating to the 
requesting processor -that it should resend. the message at. some. later time.) 
Otherwise, ao IP will accept the message, in which case it will be. delivered to the 
CP, which will perform the specified operation on the process state vector. The 
CP may also modify its internal scheduling. database; for example, if the process 
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becomes runnable as the result of start or ‘wakeup, then the process will be 
added ‘to the CP's queue of runnable processés. During the transition between 
being unbound and ‘being bound’ to an EP, thé CP atid the IP will refuse all 
messages directed at the process, causing the requests to be retransmitted until 
the transition completes and the ‘new “owner” of the: process ‘begins accepting 
messages for the process. vas diniand armenian 
instantaneous ‘to other processors, avoiding'rate conditions ag ee Sak 

~-“Unbinding ‘@ process ‘is ‘performed’ by ‘the ‘IP to which the process is ‘bound: 
The unbinding is instigated either as the result of an operation’ performed: by’ the 
IP (block, wait; stop,‘or kil); because the prdtéss terinimated, of because the CP 
preempted the- ‘process’ (by ‘vending “#°uitehige °Wo! the EP). After’ the IP’ has 
- updated ‘the process state: vector appropristely, it will notify the CP that it has 
unbound: its ‘process ‘and’ ts “available tobe“ bound to’ another’ process. If -the- 
| process: is. rannable {it was preempted), thén the CP- will add’it to its-queue of 


“runnable processes. = | 
Bach IP has @ local -menioty whic’ it ‘uses’ 24 the interpretation of 
instructions: This focal memory can alsd:be-wied B¥ 2 Cache to reduce’ the rate 
of requests to the’ MM: For -exéniple, when 2 protest i Goatid to an ‘IP; ‘the IP 
can‘ réad the process state from the ‘process staté-Vécttrinté itt leeal miemory: In 
addition, it can read the top elements’ of the evaluation stack into its local 
memoty, avoiding further access to’ the “real ° tack object unless the stack 
changes greatly in éize. It can alio Cache elements of immrutuble objects 
(particularly procedures). A possible’ orgatiization for ‘this ‘cathe is shown “in 
Figure 9. The cache would”be associitively searched da’ each instruction fetch. 
The local memory of an‘ IP is intended sserely as an “optitnization; ‘its use must 
not affect the semantics of the machine language. “ Difficulties could ‘arise in the 
case of shared, mutable objetts, as side’ effets perfotried on‘ a focal copy of an 
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object would not be visible to other IPs. Thus, we restrict the objects that may 
be wholly or partially copied into an IP’s local memory to immutable objects 
(e.g., procedures), objects that are not shared (eg., the evaluation stack), and 
objects whose sharing is specially-controlled (e.g., the process state vector). 

When a process is unbound, the IP must write the process state back into 
the process state vector in the MM. It also must update the process stack in the 
MM by writing the "stack pointer" and all (changed) stack elements back into 
the corresponding objects in the MM. Encached contents of immutable objects 
can be retained, since all processes operate in the same address space. 

When quiescence is established, the process state and the stack contents 
must be written into the MM, as described above. However, in addition, all IP 
caches must be cleared, so that the IP contains ao references. During 
quiescence, the MM may reclaim some objects. Any references to a reclaimed 
object remaining in an IP cache would then be invalid. If the reclaimed object is 
later reused (a new object is created whose reference is identical to that of the 
reclaimed object), an IP could erroneously use old information in its cache to 
perform fetch operations on the new object. For this reason, all cache entries 
should be cleared at quiescence. 


Figure 9. IP cache of immutable object elements. 


object element index contents 
vector #71 0 . bstring#tn 
vector #71 1 bstring#im 


vector #72 0 vector #73 
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5. The Implementation of aad References 


The next a chee are eiaserad with the. implementation of storage 
objects. A storage object i is one whose representation Tequires storage in addition 
to that provided by the object reference itself. In our simplified system, vectors 
are storage objects, whereas bstrings are not, For convenience, we will use the 
term object in these chapters to mean storage object... : 

We begin in. this chapter by exploriag the basic issues. involved in 
implementing objects accessed via references. . The next chapter. discusses the 
implementation of automatic storage reclamation. _ Chapter. 7 deals. with storage 
allocation. 


51 The Problem 


When an operation such as’vector create is called to create a new object, it 
allocates storage to hold the representation’ Of the object) initiatizes the storage, 
and returns anobject reference. 'This-reference 16a fined length bit string that 
in some manner must identify the newly-created object so that when the 
reference is subsequently passed to other operations, it will be possible to locate 
the representation of the object. Determining, the, form of object references is a 
major design problem. ) | 

The. problem is complicated by. the. use of a. multievel memory system. At 
any particular time, the object representation, may. exist:in primary.or secondary 
storage, or both. However, an object can be. operated upon only. while it resides 
in primary storage. When an operation is,.performed..on.an object, an object 
reference is passed to the operation. From. that reference, the machine must. be 
able to determine whether or not the object currently resides in primary storage. 
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If so, it must determine where the object resides in. primary storage, so that it 
can perform the operation. Otherwise, it must determine where in secondary 
Storage the object ‘resides, so that it ca ‘copy the object ‘into primary storage. 

It is thas ‘necessary to be able to map from: object references to primary 
and “secondary storage addresses. This pfoblein is timilar ‘to ‘those faced by 
converitional virtual’ memory systems: “The miajor ‘difference’ is that we are 
providing a single, unstructured address’ space” consisting’ ofa very large number 
of (mostly) small objects. Most’ conventional vittual ‘nemory systems provide 
relatively ‘small, structured address a Consisting ‘of relatively large, fixed size 


ibe a 


pages. sas ‘we shall see, our im 


eget. te 


that the ree time be about the same as (and heel “faster: than the 
of any data..base needed to. implement: the- mapping aad the effects of. ve 
reference representation, dacision on: paging : sie teangie stotage allocation: - 


52 Our Solution : — 


(reviewed in Section 5. ), bates on our design pol and sag traminen we 
decided that object: réferéiices should’ Contin ‘the physical 

representation in ‘secondary storage. Wé ‘atsuihe that’ an’ beet representation 
COnsists of a Single; Comtiguous block of storage. “If neteies is “storage 
contain oe ee ey ee oe 
Seating veel ve raanee SUeee) * . 
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When a new object is created, space is allocated for the object in secondary. 
storage. This secondary storage area is used. to hold the object representation 
whenever the object is not resident in primary storage.. The address.of this 
Storage is used as the data part of the object. reference, : which is returned. as the 
result of the create operation. 

_ An associative memory is used to map fcien: the i storage addvess 
of an object in primary. storage to its primary storage address. When ,an 
operation is performed on an object, the secondary.storage address of the object 
is obtained from the reference.and is. looked up in the, associative memory. If 
there is no matching. associative memory entry, then the object. is copied from 
secondary storage to primary storage and an entry is added to the associative 
memory. (The secondary storage address is already available, so no additional 
mapping is needed.) Otherwise, the primaty: #tdrage ‘addtess ‘of “thieobject is 
obtained from the associative memory entry. 

: The associative ‘memory ‘performs. a function similar to a page map. in a . 
conventional virtual memory system. However, a conventional page map contains 
entries for all addressable pages, whether i in ‘primary or secondary Storage. “Our 
associative memory contains entries only. for “objects t that are in primary storage. 
Nevertheless, because the average object size is likely to be “quite small (perhaps 
only four words), the number of entries in the ‘associative memory, will be quite 
large. If each entry occupies two words, then ‘the associative memory ‘could be 
one-half as large as the primary storage itself. | 

Many conventional virtual memory systems provide address spaces that are 
either sufficiently small or sufficiently structured 50 ‘that directly indexed tables 
can be used. For example, the Multics segmented virtual memory 15] is organized 
so that each addressable page. can. be identified. by. wo ‘email, integers, a segment 
number and a page number within the segment. The page table entry for a page 
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can be found by using the segment number as an index into the descriptor 
segment to obtain a page table, then using the page number as an index into the 

page table: to obtain the page table entry.’ “Tis solution works because the 
number of segments used by any one: process is relatively small, and the number 
of pages in each segment is also fairly small. ‘ 

Our virtual address space, on the other hand, is very large and without 
internal structure. Thus, it would not be practical to use any form of 
directly-indexed page’ map. Instead, we iiust-isé a‘true associative memory. The 
practicality of our scheme depends upon the feasibility of building an associative 
memory that performs the desired mapping. ee eer in’ the next 


section. 


Our associative memory contains one “entry. for ‘each object “currently 
residing, in primary storage. Each entry. ‘contains ‘the. ‘Primary and secondary 
storage addresses. of the: object, plus a small amount ‘of additional ‘control 
information. Each entry thus occupies approximately two words. The size of the 
associative memory should approximate the average number of objects that can 
fit in primary storage. For a primary storage of 1 million words and an average 
object size of 4 words, the associative ‘memory will contain (156K entries and 
occupy 512K words of additional storage. — 

Building a full associative memory of this size is impractical. Luckily, it is 
not necessary. ‘The behavior of our associative memory can be closely 
approximated by a set associative memory (9), which i is much easier to build. - 


Phe actual mapping is more ctiniplicned ta tak dessdipete segment is itelf paged. 
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Figure 10. The logical structare of a set associative memory. 


A set associative. memory with NS entries’ is logically aay to § full 
associative memories, each containing N entries (see Figure 10). -Fhe-domain of 
key. values.(in our.case, secondary storage-addresses)..is partitioned into. S sels by 
a hashing function hk) that ‘maps. gach key into. a set number Fanging, from 0 to 
S-1. Each associative memory AM, holds the entries whose keys hash to i. To 
search for an entry given a key k, only AM iyi ) fined ‘be searched. Searching. a 


set associative memory in unit time thus tequires only N is aut instead of 
NS for a full associative memory of the same size. = 

A set associative memory can be implemented using N ordinary random 
access memories (RAMS), each containing S entries, plus N associated controllers 
(see Figure 11). An entry with key k will be stored in a RAM at index h(k). 
To search for an entry with key k, “each controller reads the entry at index h( k) 
from its associated RAM and compares its key with the given key. If the keys 
match, then the entry is returned to the master controller; the matching entry 
may be updated by subsequent operations. The, advantage of the set associative 
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Figure 11. Set assecistive memory implementation... _ 


organization is that a fast search can be petri yet the amount of special 
purpose logic and the amount of pail activity is only proportional 10 N, the 


set size. 


The corresponding disadvantage of the set associative organization is that be 


most N keys from any particular set can be stored in ‘the set associative memory 
at any one time. When a new entry is added 1 to ‘the set associative memory, if 
the corresponding AM, is full, thea one “of the entries ia ‘AM, must be removed 
"to make room for the new entry. In our case, if more than N objects from one 


set are in active use, then a set associative map will produce more misses (page 


Ag ge RZ 


faults) than a fully associative map of the same ‘size. ag MA. 


‘The expected miss rate is a ‘function of thé set size, NA larger N will 


reduce the miss rate, but will also increase the cost of the’ associative memory. 
Smith [31] has shown that if the hashing function is sufficiently random,’ then 
good (average) performance can be obtained with a small set size. In particular, 
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Smith shows that for reasonably large associative memories using LRU 
replacement within each set, the set associative memory miss rate will be greater 
than the full associative memory miss rate, by a-factor of only N/(N-1). A set 
associative memory with a set size of 16 would therefore, perform only about 7% 
worse than a full associative memory. We doubt that a set size of greater than 
16 would ever be needed. ee 
Assuming a set size. of 16, a 256K. entry set, associati 
constructed out of 16 RAMs, each containing. 16K entries of approximately 64 
bits each. Using 16K x 4 bit memory. chips, only, 16. Chips would be required for 
each RAM. Only 16 controllers. ate Agedes ; these. are sufficiently. simple to, be 
integrated on the RAM chips. Thus, the ‘bulk of the set -associative Memory 
could be constructed using 256 identical chips. oo: 


ve. Memory. would. be 


Because of the large amount of memory required to implement the 
associative ‘memory, ‘we would expect. it to be ‘Constructed - using memory 
technology similar to that used for the prithary storage. “Te: 50, then the ‘lookup 
time will be approximately equal to the primary storage ‘decess time, resulting in a 
substantial ‘overhead on each access to primary storage. “However, this situation is 
really no different than in conventional virtual 1 memory systems where page tables 
are stored in primary storage, and the solution i is the same: ‘use a fast translation 
lookaside buffer (T LB) [30]. A TLB is ‘simply a ‘small, fast. associative memory 
used as a cache to speed up repeated accesses to recently used page map entries. 
It would be implemented using ‘faster (i. ey more expensive) technology than the 
main associative memory, and could also be ‘set associative. Of course, our TLB 
must be larger than a conventional TLBt to 0 obtain the 5 same hit rate. Because we 


2A. random. hashing. function for. eassedetic storage addresses can. be. obtained by 
exclusive-or'ing the low-order and high-order bits of the secondary storage address together. 
Because of the storage allocation method used (descritunt-in ‘Chapter 7), just selecting either tle 
low-order or high-order bits would probably not be sufficiently random. 
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are mapping smaller objects (compared to conventional pages), our working sets 
will contain more elements. How many more depends’ upon program Tehiavior, 
but would be at most a factor of 100° (the ratio of the “page” sizés). 

In summary, we conclude that an associative’ memory ‘6f sofficient size and 
speed can’ be built at an acceptable cost. The associative 


€ memory would be 
expensive, but only because it is large. Its cost could be“orie-half that of the 
primary storage, depending upon the average object’ size: However, td some 
extent, the large associative’ memory could “pay for itself,” as we would éxpect 
the swapping of small Objects to result in more effective use of primary storage, 
as only needed data ‘will be swapped in, rither ‘thag whole ages.” 


5.4 Evaluation 


The primary advantage of our method of implementing object references is 
that the mapping from an object reference to the current physical | location of the 
object is. fast. ‘The mapping is performed by a single search of an associative 
memory. As described in the previous section, the ascociative ‘memory can be 
implemented so that this search can be performed i in a time no greater than the 
primary storage access time. . 

One important factor in the mapping speed i is that the mapping data base is 
small enough to be stored entirely in fast memory. ‘It can be stored in fast 
memory because it contains entries only for objects that “currently reside in 
primary storage. If the map contained entries for every object in the system, 
then, because of the small expected average object size, the map would be 
comparable in size to the entire secondary storage. Such a large. map, i in addition 
to representing a large storage overhead, would also impose’ ‘greater spar because 
of additional: secondary storage. accesses: 5 
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-. Another advantage is that. object references can be compact. A reference 
size of .32 bits could provide 5 type.code bits: and 27 address bits, supporting 
256M words of secondary storage. (assuming object sizes that are multiples of 2 
words). Because of the small expected average object i the reference size will 
be-close to the theoretical minimum. 

Our method aiso has.disadvantages. One diiiees already mentioned is 
that its. speed is obtained using a costly associative. memory: Another 
disadvantage is. that identifying objects ‘by their secondary storage addresses 
makes it difficult to move objects in secondary storage.- 

The ability. to- relocate an object ia. secondary storage is useful in the 
implementation of. secondary .-storage -allocation.. Whenever one attempts to 
allocate contiguous. blecks of. storage of different. sizes. from a single area, 
fragmentation can occur. Fragmentation occurs when a request-for’storage :can 
not be satisfied, even though there is enough free storage available, because the 
free storage consists only of fragments that: ‘ate smaller than’ the desired size. 
Fragmentation thus results in reduced utilization of the ‘Storage area. 
Fragmentation can be overcome if the allocated blocks can ‘be moved, so that 
free blocks can be combined to form larger blocks. 

Because we Seaiideeumn ka secondary storage addresses, Beene: an 
changed to seein ite new siesasarse shecage adsees. 9. : Q). that ssiciaton 
about the move be recorded so that, subsequent agcesses .to oon ene will be 
redirected. to the new secondary storage location.’ . 


3One must also be sure that any new objects located i in nthe old jocstee will be distinguishable 
from the old object. 
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Finding all references to an object is difficult. In general, it requires a 
complete scan of the virtual memory (similar. to ‘that perforined during. garbage 
collection). Such a scan would be quite. timecoaswming. The redirection: method 
is intended to be used as a temporary measure until. all.of the references can be 
converted, either by a garbage collection or by conversion upon use. (In this: 
latter case, reference counts would be used: to. détermine that all references had 
been converted.) However, the overhead of redirection, both in time .and space, 
is likely PO ee en ee ee ee er 
obtained by moving objects... . 

| "Ties socal Gs sabe ew ayaa see Gone 
will likely result in: decreased « secondary: “storage utilization, because of 
fragmentation. isis apie! cup ienlamee 
further in. pee q.. 


5.5.1 Capability Systems 


A number of other mechanisms thave been proposed or. implemented ‘that 
could be used to implement objects in oar ‘system. “Mast’ of. these mechanisms 
resources {20} Many capability systems are sitnilar to ours ia that capabilities are 
used: like references -as a means of naming ‘objects: The primary: faactional 
difference is that most capability’ “systems ere designed-to support the explicit 
deletion of objects, via explicit invocations of delete operations, as opposed to our 
automatic deletion of objects ‘performed by the system ‘after an object becomes 


a 


inaccessible. Another difference is that most capability systems are designed 
under the assumption that objects are either large {e.g., segments) or special (e.g, 
I/O devices); thus, they can tol¢fate a larger overhead per object than we can. 

One such system is the capability ‘architectare proposed by Fabry [14]. In 
his system, each object is identified by a unique identifier (UID), which is a 
fixed length bit string guaranteed to be different-than:the UID‘of any previously 
created object. (UIDs could be obtained fro: a : bal resohition: clock or an 
object creation counter that is never reset.) | aes 

Two mapping tables are used to implement “this method. One table 
contains an entry for every existing object; ‘the entry ‘contains (at least) the 
current: secondary storage address of ‘the object: The other-table is similar to our 
associative: memory: it cotitaifs an entry for every objéet currently in primary 
storage; the entry contains (at ‘least) the-current ‘priniary ‘storage: address: of the 
object.” The ptimary storage map is consulted on éach-reference to -an ‘object. If 
mo entry is found, the ages storage sie eonsalted t6 locate the: ca in’ 
secondary storage.5 : 

The primary’ motivation for wauyee Objects by UIDs is to support 
explicit object: deletion. When an object is deleted, alf-entri¢s for the object are 
removed from the maps. If the object is #ubsequently ‘accessed (via a dangling 
reference), no entry will be found in either map (because UIDs are never revised): 
The reference is thus identified as dangling; an exception can be raised. 


‘This use of capabilities is called capability based addressing by Fabry [14]. Capabilities usually 
also contain rights that control specific kinds of access, e.g. read access and write access. Such 
rights could easily be added to our references. 

‘Fabry suggests that the primary storage map also contain secondary storage map entries for 
objects recently removed from primary storage. The idea is to reduce the number of accesses to 
the secondary storage map, which would be stored entirely in secondary storage. 


oh 


Another advantage is that UIDs are distiact from. secondary storage: 
addresses, allowing complete freedom in. moving objects im secondary storage to: 
combat fragmentation. Other. advantages of..the indirection provided. by. the 
maps, ¢.g., implementing growing or shrinking objects; can be provided.in our 
system using explicit indirection (one object containing a reference to another). 
In our system, however, indirection. would. be used. only. where needed. 

_ The UID method. shares our. disadvantage of having a large primary storage. 
map that must be consulted on every access to. an. object. In. addition, however, 
the UID. method requires a large secondary storage map,contgining an entry for 
every object in the system. . If objects.are as small andaumerous as we predict, 
then this secondary storage.map would..ccgupy, a.significant fraction -(e.g.,: 25%). 
of the secondary, storage. . More importantly,..consulting. the secondary storage 
map could easily double the number of secondary. storage accesses. -. 

Fabry . discusses a number of. other. capability..systems. - sbeaysel tak 
not support object. references-in. their full generality,.,Others use. two forms: of. 
capabilities, one a special form used only for capabilities in primary storage, with: 
the goal of speeding up. access or. reducing the aumber. of; accesses.to the primary 
Storage map. . Because..qur. associative memory...is adequately fast; we do not 
believe that the added overhead eee Deen ee cee  aeewee re 
is justified. 
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§.5.2 Paged Systems — 


_ Like our system, most capability systems transfer individual objects between 
primary and secondary. storage. The alternative, as exemplified: by Bishop's 
ORSLA [7], is to transfer fixed-size pages. In ORSLA, an object reference 
contains the address of the representation of the object in a large, linear virtual 
address space. Bishop recommends a size of at least’ ‘$4 words for this virtual 
address space. 

The virtual address space is , implemented using a paged, multi-level memory, 
similar to conventional virtual memory systems. A primary storage map maps 
virtual page numbers into Primary storage page numbers for each virtual page 
currently in primary storage. A secondary storage map maps virtual page. 
numbers to secondary storage addresses.* The main difference. between, ORSLA’s : 
virtual memory and a conventional virtual memory is that ‘ORSLA, Provides a 
single, very large virtual address. Space. Thus, the Primary ‘storage map is 
associative, rather than directly indexed. However, ‘because of the large page size 
(e. Bes 512 words), the primary and secondary storage maps represent a relatively 
small storage overhead. 

As we explained in Chapter l a system that ‘transfers fixed size pages 
between primary and secondary storage must somehow arrange things so that 
each page contains a reasonable amount of elated “information. “Otherwise, 
primary storage utilization will be ‘poor, “extra secondary storage accesses will be 
needed, and secondary storage bandwidth will be wasted. ORSLA exploits spatial 
locality by allocating related objects i in contiguous at areas i in the virtual address. 


SA secondary storage. map is needed: to sllow-the: user to:silocate: virtual “storage without 
allocating any corresponding physical storage. Bishop uses. this feature to implement 
“unbounded” objects, e.g., stacks. A secondary storage map can also be used to turn a non-linear 
secondary storage address space (one with “holes’) into a linear virtual address space. 
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space and by using a compacting single-area garbage collector. Note that even 
though ORSLA is paged, storage allocation is non-trivial, because small objects 
must be packed together on pages and large objects: must be allocated in 
contiguous. virtual pages. pee Paes ore ten eer eee ee combat 
fragmentation. j 


5.5.3. Very Small Pages? 


We have chosen to investigate systems that do not need to exploit spatial 
locality. We are. Proposing. a system ‘that | swaps individual objects between 
primary and secondary storage. However, given our assumptions about fast-access 
secondary storage devices, it is appropriate to ‘consider ‘the merits of a paged 
system with a very small page size that does not try | to > exploit spatial locality. 
Could such a systein perform better than ours, oF | erhaps perform equally well 
but be simpler? | a ; 

For the best comparison with’ our system, we will choose a page size 
approximately equal to the average object size, say 4 words. Thus, the primary 
storage map of this paged system will contain about the same number of entries 
as our associative memory, with entries only slightly smaller. We will assume 
that the secondary storage devices provide a ‘natural linear, paged address ‘space, 
so that no secondary storage map is needed. 

One possibility is to implement each object as some integral number of 
pages, similar to a Multics segment. An object that fits in one page would be 
identifi ied by the secondary storage address of that page. A larger object would 

be identified by ‘the: secondary storage address of a “page. table, which would 
contain the secondary storage addresses of the various: pages: comprising’ the 
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object. The page table, if larger than a page, would itself be paged, etc. With 
such a small page size, the number of levels of page tables quickly becomes large 
for a moderate sized object, resulting in many extra secondary storage accesses. 

The advantage of this scheme is that storage allocation is trivial. However, 
since the page size is approximately equal to the average object size, internal 
fragmentation due to rounding up each object to an integral number of pages is a 
major problem, as is the storage and time overhead of the page tables. For these 
reasons, we believe this scheme to be unworkable. 

The alternative is to use a linear, paged virtual address space, allocating 
each object in a logically contiguous region of the virtual address space (not 
necessarily aligned on page boundaries). This system would be similar to 
ORSLA, except that (1) the page size would be much smaller and (2) no attempt 
would be made to group related objects together. An object would be identified 
by its virtual storage address, which would be equivalent to its secondary storage 
address. | | 

This scheme reintroduces the storage allocation problem and fragmentation. 
In addition, it is likely to have poor paging performance. When an object smaller 
than a page is referenced and must be transferred to primary storage, the entire 
page must be transferred. However, the rest of the page is not likely to be useful 
to the program. Thus, for objects smaller than a page, this paged system will 
access secondary storage just as often as a system that transferred individual 
objects, but will make less effective use of primary storage. For objects 
occupying multiple pages, the paged system will most likely make many more 
secondary storage accesses than a system that transferred individual objects. 
Thus, using a paged, linear address space without utilizing spatial locality is not 


reasonable, even with a small page size. 
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6. The Implementation of Automatic eee Reclamation 


The secondary storage for an hee is sergiye allocated by some primitive 
operation, such as the vector. create operation. This storage can not be reclaimed 
as long as some process might perform: an operation. oa the. object. To maximize 
secondary storage utilization, the storage should be reclaimed as. soon as possible 
after. the object: becames inaccessible. It.is up-to the system: to determine when 
an object. ‘becomes. inaccessible and to seclaim:the storage accordingly. How. the 
system detects and reclaims. inaccessible objects is. the subject of this chapter. 


6.1 Accessible Objects 


Theoretically, an object can be reclaimed immediately after’ it is last used. 
In practice, we must define some notion of ‘accessibility ‘that can easily be 
implemented. The system must ‘obey the property that any ‘inaccessible object is 
guaranteed not to be used again, so that its $ storage ¢ can ‘be reused to o implement 
some other object. 

“All definitions of accessibility’ rely on the fact. ‘that an “object reference is 
created only at the time the object is created; ‘from’ then” on, the reference can 
only be copied or destroyed. Thus, an object remains accessible only while there 
remain accessible references to the object. Usually, there, is at Jeast. one. exception 
to this principle, namely, the root of the tree of objects. “(The collection of 
objects actually forms a graph, or a tree: with arbitrary sharing: We use the 
term free for convenience.) The root object ‘is: always: accessible, regardless of 
whether or not references to it exist... (We assume.some primitive operation can 
construct a reference to the root whanever-needed.) 
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Most definitions of accessibility define. the set of accessible objects 
recursively as consisting of some set of immediately accessible objects, plus all 
objects that are components of accessible objects. In the case of a static tree of 
objects, there is a single immediately accessible object, “namely, the root of the 
tree. However, in our system, which consists of 2 -aamber of hafdware: modules 
storing and transmitting references, we trust asseme that‘ any reference outside 
the actual stored tree of objects (e.g., in an IP) aight be wed. Thus, any object 
with a reference outside the stored: tree of objects. is considered immediately 
accessible. - This definitjon. places a -heavy burden:on: the implementation. - “The 
implementation must keep track of every reference in every module and ail 
references in transit between modules. If the system i is it “operation, ‘then the 
implementation of. ‘Storage reclamation tnust avoid , apy conflicts with, normal 
operations that could result in references being | overlooked. a 

The best, solution to this problem is tod sign n the. system sO. that. object 
accessibility is computed only when the system | is. in quiescence (see. Section. 4. 3). 
In quiescence, no references exist except in the stored 1 tree rar objects, in, the MM. 
Under these conditions, race conditions with normal operations are inapossiple and 
the entire set of accessible objects can be computed looking oaly at objects in the 
MM. 


6.2 Simple Gotten Collection : 


The simplest method: for sapieiaesing automatic storage reclamation is the 
mark-sweep garbage collector {19]. A. garbage: collection is usually performed 
when. an attempt: to create.an: object fails. tecause of insufficient ‘free storage: 
however, garbage collection can slso’be invoked: explicitly. In either case, norriat 
system operation is suspended while the garbage collection is being performed. 
Thus, the garbage collector can compute the set of accessible objects by simply 
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starting at the root and tracing the tree of accessible objects, marking each 
object seen. After this mark phase is completed, each accessible object has been 
marked. The garbage collector then. examines each existing object: if the object 
is not marked, it is reclaimed. The set of existing objects is found by sweepitig 
through the entire storage area. 

A number of variations of the mark-sweep: algorithm exist, differing 
primarily in their use of auxiliary storage. In addition, there are other garbage 
collection algorithms using more or fewer phases. ‘However, all of these 
algorithms involve accessing at least every accessible object.. In our system, 
accessing every accessible object would require.a substantial number of secondary 
storage. accesses. Although we.are assuming-a fast secondary storage, we are also 
assuming a large secondary storage. Thus, the time: required to perform a 
garbage collection will be significant, making: garbage collection unacceptable 
except at infrequent, scheduled intervals. {Ia Section 6.10 we suggest a garbage 
collector. implementation that requires. on the: ‘order ‘often ‘minutes to: run. — 
However, even: this time is too: long: for. an unscheduled=interruption in service:) 

The interval at which garbage collection must. occur: depends upon the rate 
of abject creation .and the desired secondary storage utilization: If the average 
secondary storage utilization is 80%. (i.e, after. garbage: collection, 20% of 
secondary storage is unused),. and. the system ¢qreates objects ata rate of 5000 
words /second (see Section 6.8), then:a:108'million word:system: will run: for only 
about an hour between garbage collections..: Simple. garioage collection of a. large 
virtual memory is clearly inadequate. 


6.3 Alternatives 


There are a number of alternative methods of implementing automatic 
storage reclamation. One. possibility is.a parallel garbage collector, one that runs 
during normal system operation (32, 35, 13]. Because-a paraltel garbage collector 
does not require that the system be stopped, the garbage collection time and the 
garbage collection .iaterval are less significant. In fact, a. pataliel garbage 
collector could be run continuously. - ibe 

However, parallel garbage collectors have some. disadvantages: The mais 
disadvantage is that since the garbage collector .runs in parallel with aormal 
system operation, its operation -is much:more. difficult. to understand or prove 
correct {15]. Another disadvantage. is increased overhead, because of memory 
contention and competing use. of primary storage. 

A related alternative is an incremental: garbage collector, as: proposed: by — 
Baker [2]. An incremental garbage collecter. distributes the. garbage. collection 
time. by performing.a-smail part of the gatbage collection eacli time storage is 
allocated. Although the total. garbage collection time:is-not decreased. by this 
method, the disruption. of normal activity is, since each interruption caused by 
performing more: garbage collection is short. An incremental garbage collector 
avoids the complexity disadvantage of the parallel: gatbage collector, since normal 
activity is effectively stopped while the ‘garbage collector ruts. “However, there 
are disadvantages. Performance’ :degradation. resulting from competing use of 
primary storage is still a problem. More. importantly, the use of Baker's 
algorithm cuts secondary storage utilization by one-half. Such a performance . 
penalty is reasonable only where uninterrupted service is essential. In addition, it 
is not clear how an incremental garbage collection algorithm can usefully be 
adapted to work in a multiprocessor system. . 
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Another alternative is a single-area-. garbage. collector, as in Bishop's 
ORSLA. Garbage collecting single areas is reasonable because, during any- short 
interval, only small portions of the virtual memory. will-be modified. -Only. these 
areas are likely to contain much garbage. . By. fecusing garbage collection on the 
active areas, the total long-term garbage collection. time can be reduced. 
Furthermore, in ORSLA, only those processes. using the. garbage collected areas 
need be stopped during the garbage collection...: Because:.garbage collecting a 
single area can be done in much less time than: garbage collecting the entire 
virtual memory, stopping the processes will generally be: agceptable. 

To. garbage collect. a single area, the system:.must.know. which objects in 
the area are referred. to from outside the:area.. (These are. assumed to be the 
root objects of the tree of accessible objects inthe area.) However, keeping 
track of inter-area references. is complex. Also, ‘as discussed in the Introduction, 
we prefer not to introduce areas into the visible machine architecture. ‘ 

The fourth alternative, which. we: have chosen,:is reference counts. We | 
explore this alternative in the next section. —_. 


6.4 Reference Counts 


The basic idea of reference courts is Sto associate a counter with each 
storage object to count the number of existing references to the object. When 
an object is created, a single reference to the Object is ‘created, : and the reference 
count of the object is set to one. Whenever a. reference. to the. object. is copied, 
the reference count is incremented. ‘Whenever a reference to the object is 
destroyed (e.g., by overwriting it with a new. reference), the reference count is 
decremented. Whenever the reference count reaches zero, the object is 
inaccessible and can be reclaimed. (When an object is reclaimed, all contained 
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references are effectively overwritten, causing ‘the reference counts of the 
associated objects to be decremented. We assaine F that the + i permanently 
contains a reference to the root object.) - 

.One problem with the reference count sekeme is that the reference counts 
of some inaccessible objects tay not be vero, preventing those objects from being 
reclaimed. This problem results:from cycles of references. If a group of objects 
contains a cycle of references, then each object in the cycle will havea reference 
count of at least one, although the entite group ‘tay be inaccessible. A similar 
problem arises if reference counts are limited in size. If a bounded reference 
count ever reaches its maximum value, it must remain at that value forever, lest 
the object be reclaimed prematurely.' For resonable reference count sizes (e.g., 8 
bits), this case will be relatively insignificant. We will: use the term cyclic 
garbage to refet to all inaccessible a not reclaimatle by reference counts 
alone. : 

A system using reference counts: thus -requites sities Saiitea to reclaim 
cyclic garbage. However, because the rate of generation of cyclic: garbage will in 
general be much less than the total rate of garbage generation, garbage collection 
in a system using reference counts can be much less frequent” ‘than in a svstein 
arbage collection occurring at 
scheduled intervals on the order of once per day or once per week. With such 
intervals, stopping the system to perform garbage collection is. probably 


without reference counts.’ We would anticipate 


'These problems can be avoided in systems where all objects sre immitable. Such systems can 
be designed so that cycles. of references cannot be crasied,. Furthermore, if the reference count 
of an immutable object becomes too high, one can siways copy the object (producing a “new" 
reference) instesd of copying the (oid): refetence, without any effect on the observable behavior 
of the system. A system with these characteristics hes been ‘designed. by Weng (37} | 
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acceptable, so that we can use a simple, mark-sweep algorithm. It would also 
probably be useful to combine the garbage collection with a salvaging operation 
that checks for errors in the file system. 


6.5 Conventional Reference Count Implementation - 


Reference counts have not often been used to the extent we are proposing. 
The primary reason is that the conventional implementation of reference counts 
incurs a large overhead. Each time a reference to a storage object is copied or 
destroyed, a reference count must be updated. In a system like ours, these events 
occur at an enormous rate. Each assignment:to a variable that denotes a storage 
object will cause a reference count operation. Every timie a procedure is called, 
the reference counts of the argument objects must be incremented. When the 
procedure returns, the reference counts of the argument objects and: the 
procedure’s local objects must be decremented. It is easy to imagine a system . 
spending 25-50% of its time updating reference counts.’. Because. garbage 
collection. is needed .anyway to. reclaim. cyclic garbage,.it-is difficult to justify the 
use of reference counts. unless it reduces the overbead..cf performing automatic 
storage reclamation. 

The. other disadvantage of the conventional siecace count implementation 
is complexity. In a. system like ours, references are continuously. being copied and 
destroyed in many system modules. Somehow,:the net-result of all. this activity 
must be that every object has the correct reference count. -A referegce count too 


In a system using reference counts, a low rate of cyclic garbage generation is the mark of a 
well behaved: program, just. as a:low tate of :fotal. garbage: generation is the mark of a well 
behaved program in garbage collected systems, Mature programs will be tuned to minimize their 
rate of cyclic garbage generation. 

3The Smalltalk-76 system, which implements reference counts in microcode on a minicomputer, 
is estimated to spend about 40% of its CPU time on pererence count oparenont [18]. 
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small could lead to the object being reclaimed prematurely, which could allow 
later errors to occur. A reference count too large will prevent the object from 
being reclaimed before the next garbage collection. In a system supporting 
concurrent operations, one must be sure there, are no race conditions that could 
cause a reference count to transiently become zero, causing the object to he 
reclaimed prematurely. (An example of this prablem is given in Section 6.7.) 

These problems occur because .the, seference counts are counting every 
reference to an object anywhere in, the. system, The advantage of this approach 
is that the reference counts are continuously. “valid”; whenever a reference count 
becomes zero, the object is known to be inaccessible and can be reclaimed, The 
disadvantage, as we have seen, is that the. cost and. complexity of keeping 
reference counts continuously valid are high. _ 


6.6 Queued Reference Counts 


The alternative approach is not to count every feference ‘in the system. 
Instead, our reference counts will count only references stored as components of 
objects in the MM. References outside the MM, or on their way in or out of the 
MM, will not be counted. (The root object will permanently have a non-zero 
reference count, regardless of the number of reférenows #6 it'stored in’ objects.) 

One effect of this decision is to substantially redeée<the number of events 
that cause reference count operations. The only events that can cause reference 
count operations are those that change the contents of objects in the MM. These 
events are simply the MM store request, which modifies the contents of an 
object, and object reclamation, which. in. effect) destroys the contents of an 
object. (In our proposed architecture, the vector create operation creates an 
object containing no references to storage objects, so that. Object creation does 
not .cause any reference count operations.) Note that the manipulations of 
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references performed by processors now do not change reference counts. For 
example, operations performed on that part of the evaluation stack stored in an 
IP cause no reference count operations. “Most” accesses to ‘procedure arguments 
and local variables will fall in this category. 

Of course, if reference counts ‘do not count all references to an object, we 
can not reclaim an object just because its référence count has becomie zero. 
After all, some references to the object may still exist in a processor and may 
later be used. To actually reclaim ‘objects, we must force the system into 
quiescence. In a quiescént state, aff references are stored as the contents of 
objects in the MM. Thus, during quiescence, our reference counts are valid and 
can be used to detéct inaecessible objects. 

One way to tocate- all objects’ with zero reference counts is to scan the 
entire ‘memory looking at every object. Howevér,“a much better method is 
possible: The objects that we are looking for ‘are‘objects whose teference counts — 
have become zero sitiee the last quiescent ‘period. Therefore, whenever the 
reference count of an object x becomes zero’ (including whien it is created’), we 
can add an entry: discard(x) on a queue of suspected garbage GO. At the end 
of the GQ cycle, when quiescence is next forced, evety object with a zero 
reference count will have a discard entry on the GQ. The objects with zero 
reference counts can thus be identified by oe the doaste and dpe the 
actual reference counts. 


‘When an object is created, a reference is created, but until. (and uniess) that reference is 
explicitly. stored in the MM as a component of some object, the reference count of the newly 
created object is zero. It: is necessary ‘to add}a discard ‘entry’to' the GQ when an object is 
created so that the object can be located and r: eee lin the ease where the reference is 
discarded without ever having been stored in‘ the “This situatioti is likely to arise with 
transient objects whose references are stored only in the process stack cache in an IP and are 
discarded before the process is unbound. 
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While the above method is much faster than scanning the entire virtual 
memory, it requires the system. to. remain in quigsesnce until..the set of 
reclaimable objects has been determined. Because a reference count can be zero 
at one time and then later be incremented. (if the. sole reference to the object is 
first outside the MM but later stored in the MM), some objects with entries on 
the GQ may. not have a zero reference count, Determining the set of objects. to 
be reclaimed thus requires examining. the sotual. reference counts. of the. objects 
with entries on the GQ, which can be done oaly during quiescence. i 
The need to examine the actual reference counte.of objects. can be 
eliminated by adding an additional entry. resurrect(x) to: the GQ whenever the 
reference count of the object x goes from zera:.te a ann-ser0--valyc. Together 
the discard and resurrect entries allow one.te compute. whether the reference 
_ Count.of an object was zero or nonzero of the time. quisscence.was established. If 
the last entry for an object in the GQ is.a: discard entry,.then the reference 
count of that object must haye been zero. If the last entey:is a. resurrect entry, 
the reference count was nonzero. If an object-has a, ace .reference count during 
quiescence, then the abject is truly inagcessible.and can. be reclaimed. 

Using resurrect entries it is not necessary to-keep the-system.in quiescence 
while the GQ is being processed. Instead, after quiescence is eatablished, the old 
GQ is passed to a apecial GQ. processor for procesing,,.A new, empty GQ: is 
created for future use, and normal system operation is resumed. Meanwhile, the 
GQ processor is processing the old GQ to determine..which. objects were 
inaccessible during the quiescent period. Any objects inaccessible then are 
inaccessible now and can be reclaimed. . GE desired, the GQ provessor can double 
check that the reference copats ofthe, abies are inecd. erm) When. an 
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object is reclaimed, the reference counts of its component objects must be 
decremented. Any discard entries so produced must go on the new GQ, not the 
old one being processed. 

Using this method, GQ processing is overlapped with normal system 
operation and the system is essentially uninterrupted. Putting the system in a 
quiescent state is similar to unbinding all running processes. In general, there will 
be some minimum rate of process switching needed anyway to maintain 
interactive response. As long as the GQ cycle time is longer than the process 


time quantum, there need be little performance degradation. 
6.7 A Note on Ordering 


In a conventional reference count implementation, it is essential that 
reference count operations be performed in the proper order. Reference count 
operations are partially ordered in that the increment operation caused by the . 
creation of a new reference always occurs before the matching decrement 
operation caused by the destruction of that reference. If this ordering of 
operations is not preserved, a reference count could transiently become zero, 
which would cause the object to be discarded prematurely. 

Consider the following example, and assume that our system uses a 
conventional reference count implementation. Suppose that the reference count 
of an object v is initially one. Then suppose that the following two operations 


are performed "concurrently" by two IPs: 


vector$store (v/, i, v) 
vector$store (v/, i, 0) 


If the store operations are performed by the MM in the given order, then two 


reference count operations on v will be generated internally by the MM, one to 
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increment v’s reference count, and one to decrement it. If for some reason the 
second reference count operation is. performed first, then the reference count of » 
will be zero for a short time. In a multiprocessor MM implementation such as 
the..one described in Chapter 8, preserving. the ordering..of reference count 
aperations requiges additional synchronization. vee 
Using the queved sefesence count schaum,.it, is oot-eovential that. reference 

count operations be performed in the correct order. All .that. matters is that the 
final reference count values at the end of each GQ. cycle be correct. If the 
ordering of reference count operations is oot preserved, hawever, then it is 
possible for a reference count to become transiently negative. The example above 
demonstrates this possibility, assuming that the reference ‘count of v is originally 
zero (because the only references to v are in an IP). | 

__ The only change needed to allow the queued reference count mechanism to 
handle negative reference counts is to ‘extend the increment and decrement 
operations to work for negative reference count values. Because negative 
reference counts are a transient condition, GQ entries need be generated only for 
transitions between zero; and one. A minimum reference count value must be 
chosen. Decrement operations on a minimum valued reference count will be 
ignored; once a decrement operation is ‘ignored, the object can be reclaimed only 
by the garbage collector. Because negative ‘reference counts are not very likely 
(as the example above demonstrates, the situations ‘that produce them involve 
race conditions in the user’s programs), a minimum reference count value of “1 | 
would probably be sufficient. 
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According to the description in the ‘previous: section, the order of GQ 
entries /s important, as the decision on whether or not to reclaim an object was 
based on whether the /ast GQ entry for that object was. a discard or a 
resurrect entry. There is, however, an alternative. method, of. processing the GQ 
that does not depend on the ordering of entries. 

The GQ entries: for ‘any particular: ‘object will c consist of a sequence of 
alternating discard and resurrect entries, always beginning with a discard entry. 
If the object is accessible at the end of a GQ cycle, then there will be an even 
number of entries, ending with a resurrect entry. tf the object is inaccessible, 
there will be an odd number of entries, ending with a diseard entry. Thus, an 
alternative method for computing. the fet, of ainges cesgible objects involves simply 
determining whether the number’ of GQ entries for each object is even or odd. 

This computation can be peeformed:asaking two sequential scans of the GQ 
and using two mark bits per object (ee. Figure..12). During the first scan, one 
mark bit is used to count (mod 2) the number of GQ entries for each object. At 
the same time, the other mark bit is used to detect multiple entries:for an object; 
all but the first entry for each object is removed from the GQ (or overwritten). 


During the second scan, all objects whose. first mark bit is on are reclaimed. 
Other objects have their mark bits reset. Removing. duplicate e entries is needed to 
avoid attempting to reclaim an object more than once. 7 

The mark bits are stored in a header word associated with each vector. In 
addition to the mark bits, the header word will contain the reference count, size 
information, type information, etc. The mark bits are used only for GQ 
processing and garbage collection (described below); there i is no interference with 
normal operation. If the mark bits were used during normal operation (e. 8-, to 
avoid placing duplicate entries on the GQ in ‘the first place), then the system 


would have to remain in quiescence until the mark bits were reset to avoid 
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Figure 12. GQ Processing ee 


process_gq = proc (gq: array[vector]) 
fies scan 
for i: int in array(vector/Sindexes (sq) do 
9 vette iw gay “é 
aati vel maaan? , . 
if v.mark2 then % have seen before ten 
$ali) > undefined %.ramove.qntry from GQ 


 wanerk2 wtrue 
end 

ond 

% second scan 
for i: int in srray|vector Sindexes (ea) do . 
vi vectar ss gai} 
i v == undefined then % ignore overwritten satriea . 
eee ees oot See ees aon 


vectorirecigim (1 ie . 
else % reset bits for next 
as vamark2 - false 


interference. Note that using mark bits precludes: concurrent processing of 
multiple GQs; ‘4 new GQ cycle cannot begin until the old GQ has been processed 
and the mark bits reset. 

This method of GQ processing depends only Upon ‘the number of GQ 
entries and not on their order. It thus permits: entries to be added to the GQ in 
any order. In addition, it eliminates the need to distinguish between discard and 
resurrect entries. This method | might teem less ‘robust ‘than the originally 
proposed method, as the new method will make the ‘wrong, decision if any single 
GQ entry is lost, whereas the old method will make the wrong decision only if 
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the last entry for an object is lost. However, we believe this. difference to be 
insignificant, since most.attempts to prempturely reclaim an. object gan be 
prevented by first checking that the actual stored reference count is zero. 

We have shown that. both reference count operations .aad..additions. to the 
GQ can be performed in any order. All that..matters,.are. the. final- reference 
count values and the total number of GQ entries for each object at the end of 
each GQ cycle. As we shall. see in. Chapter 8,.this property. allows. significant 
freedom inthe actual implemeatation.. Removing ordering constsaints reduces 
the need for internal synchronization in the MM and makes the system easier to 
understand. One less constraint simply means one. less way to go. wrong! 


6.8 Queued Reference Count Performance : 


When the GQ processor reclaims an’ object, the“ reference counts of the 
component * objects ‘must’ be! decréinented. “GO etitries ” prodiiéed by these . 
reference count operations will be placed-on the new GO; which is not processed 
until the next GQ cycle. ‘Thus, the rechithdtion“of a-tree of objects is performed 
breadth-first; one level per ‘GQ° cag A tree of paail N will require N GQ 
cycles to be completely reelatmed. PR: 

. The maximum: number’ of GQ. sieeve lead be produced by the GQ 
processor while. reclaimiztg: a set of objects duriiig~one ‘GQ cycle equals the 
number ‘of references stored in those objects. (The ‘worst case is where every 
object! ‘compotient is the sole- existitig reference ‘to téme: storage: object.) ‘The 
need to-use temporary storage Can be svaided ‘by storing tfiése GQ entries in the — 
reclaimed objects themselves. - ak ‘diseate boils resurrect’ ‘enttfes aré not 
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distinguished, then a GQ entry is simply a reference.) “The reclaimed objects can 
be chained together wsing their header words, which ‘are — ‘from the actual 
object components. 

It is important that the GQ- cycle time be as short as possible without 
introducing excessive overhead from forcing the system into quiescence. A short 
GQ cycle time will minimize the sizes of the ‘GQs, minimize’ the amount of 
primary storage wasted by inaccessible objects fot yet reclaimed, and maximize 
the probability that the objects accessed hi the ae peccraece: are still i in i seals 
storage. 

Let us assume a GQ bese time of 100 milliseconds, similar to current 
processor multiplexing intervals. How large will the GQs be? How much storage — 
will be occupied by inaccessible objects? 

We will assume a steady state where. objects are. created and destroyed at a 
rate of T objects per 100 milliseconds, . We. will also assume throughout this 
analysis that the probability of a: reference. count transiently..becoming zero is 
negligible. A reference count can transigatly become zero only-if all references 
to the object are moved out of the MM, the MM -copies.of: the. references ere 
overwritten, and a reference is later written back.into the MM. . . 

During each GQ cycle, T objects .will-be created -by. user. processes: and T 
objects will become inaccessible, Of the T objects. created, some fraction F(T) 
will become inaccessible. during the same. GQ cycle. For. these.objects there will 
be either 1 GQ entry (discard) or 3 GQ. entries. (discard,. resurrect, and 
discard) generated, depending upon whetber a reference. to the object were ever 
stored in the MM... The remaining T>F{) new objects survive the cycle, 
producing 2 GQ entries (discard and resurrect). | Bee 
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The number of objects created before the current GQ cycle that become 
inaccessible. during the cycle must also be F-#/T).in the: steady state. Each of 
these objects will generate a single discard-entry: ‘ The remaining’ objects; created 
before the current GQ cycle and surviving that:cycle, generate no GQ entries. 

If we assume that objects created and discarded within the cycle generate 3 
GQ entries (the worst case), then the number of GQ entries generated during 
each GQ cycle will be 37, independent of -F/T).. The next'question to ask is 
what the rate of object: creation is. likely to ‘be. To ‘answer this question, we 
measured the object creation rates of ‘three CLU* programs, running on a DEC 
PDP-10 (KA. processor). (As in our: proposed system, objects in: this CLU 
implementation. have ‘header words, ‘which are included: in -all measurements of 
object sizes.) 

‘The first program measured was the CLU- compiler, producing CLUMAC 
code (which .consists: of :assembly language ‘macro: calls) for.a:fairly large source 
module. . The compiler. ran- for =139 seconds: of.'CPU- time and ‘created 26766 
objects: of. total: size 79777 . words.» Fie:“object creation. rate - was ~ 192, 
abjects/second (one object every 5.2. milliseconds):and 574: Saeer ee ‘The 
average size of.a new object: was 3 words. | npen te a = 

The second program: measured was the CLUMAC assembier, assembling: the 
CLUMAC output produced in the first step. . ‘Phe: program-ran for 165: seconds 
of .CPU time and created 29637: objects: of :size 94637 words. . The ‘object 
creation rate was 180-objects/second: (one: abject: every: 5.6 milliseconds) and 556 
words/second. The average new object size was.again-3 words. 
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To estimate the worst case, we: wrote.a program that did aothiag but 
Create objects, in this.case PDP-10 words (which: are two-word storage objects in 
this implementation). We ran thie program for 24:1 CPU. seconds, in which time 
it created . 100059. objects, for a -rate.of 4150. main (one: a every 
241 microseconds). 

Thus, we find -an- object creation rate ances 200/see for real 
programs and 4000/sec for a worst-case program. We suggest 1000/sec as a 
conservative estimate. For a. more . powerful system (faster and multiple 
processors), the estimates. must be sealed -up, for example to. -2000/sec (real), 
40000/sec (worst-case), and. 10000/sec: (conservative); We -will base our analysis 
on this last ee ee cee een, een ere 
100 microseconds. 

‘For a-GQ cycle time of 100: milliseconds, the GQ weuld contain 3 entries 
for each of. 1K objects; a. total of 3K :entries octupying 3K -words of storage. 
then there are. effectively 5. generations of garbage strecusres in:existence at any 
one time, for a total number of about 5K ‘objects; occupying “15-30K words of 
storage. (All of ee ee itis: best eas aguas 
remain in primary storage until: they are: reclaimed.) ; 

We conclude, therefore, that a rate of : 10:60) cyte. per second will sivtide 
adequate performance, in terms of the amount of-storuge:netiled to hold: the GOs 
and the garbage objects. Of course; if the: object-creation rate is leseithan we 
have predicted, then the GQ cycle time can be increased accordingly. However, 
there is not much to be gained by increasing the GQ cycle time, since the 


5It is difficult to estimate a number here short of constructing a CLU simulator that uses 
reference counts. 
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quiescent state is more or less equivalent to unbinding all processes, and processes 
are likely to be unbound at a rate: no slower than‘once every 100 milliseconds for 
scheduling reasons. 

The question of. whether. the GQ processor can reclaim garbage as fast as 
user programs generate garbage is discussed: in Section: 7.4. Should the GQ 
processor fall behind, and the: GQs become “tio large”, the IPs would have tobe 
stopped until the GQ processor caught up. - 


6.9 Garbage Collection 


As described: above, we have hoe to use the simple mark-sweep algorithm 
to: perform infrequent, periodic garbage collection for the ‘purpose of reclaiming 
cyclic garbage. This algorithm identifies all accessible objects by tracing: the tree 
of accessible objects and marking ‘each object seen. It then sweeps through the 
set of all objects, reclaiming all ‘unmarked objects and resetting the mark bits. 
This algorithm assumes that all mark bits are initially “cleared. However, if 
desired, a preliminary sweep can be made to verify that all mark bits are cleared 
before beginning the mark phase. - 

The primary function of the garbage collector is to reclaim cyclic garbage. 
In doing so, the garbage collector will be destroying references, some of which 
may point to accessible objects. The reference counts of those objects should be 
adjusted accordingly. 

Using the normal reference count mechanism to adjust reference counts 
during garbage collection would probably not work, as both the garbage collector 

“and the GQ processor could attempt ‘to reclaim the same e objects. Instead, the 
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garbage collector should directly adjust the refesence- counts of accessible objects 
as references in garbage objects are .destroyed,: without generating any GQ 
entries. 

However, a better: solution is to have the. garbage collector . completely 
recompute all reference counts. In addition to reflecting changes resulting from 
cyclic garbage reclamation, this method will correet any erroneous reference 
counts resulting from hardware faults or system erashes, before additional damage 
can be caused. 

A garbage collector that computes reference counts can be obtained by a 
simple extension to the standard algorithm: When an object is first marked, its 
reference count is set to one; when additional references to the object are seen 
during the mark phase, the reference count is incremented accordingly. Because 
the mark phase sees each accessible reference exactly once, this method will 


compute the correct reference counts. ‘(The mark bit is not needed if a 


preliminary phase resets all reference counts to zero. Note that the standard 
mark-sweep algorithm can be viewed as a special case of this one, with che mark 
bit equivalent to a reference count whose maximum value i is one.) 

An implementation of the mark phase is. shown in Figure 13. Here we 
assume only two types of objects, betrings and vectors. The -vector_incr 
operation manipulates the reference count and mark bit of a vector. The normal 
size and fetch operations can be used, as they do not cause ‘reference count 
operations. . 

This mark phase algorithm requires temporary storage ‘in the. form of a 
stack containing the states of suspended procedure. activations. The. maximum 
size of this stack is proportional to the maximum depth of the tree of accessible 
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Figure 13. Recursive Mark Phase Algorithm, — 


recursive_mark_phase = proc (root: vector) 
vector_incr (root) % sets reference count of reotto 1 
trace (root) 
end recutsive_mark_phase | 


trace = proc (v: vector) 
% V is a vector whose reference.count has just. been: set to 1. 
% Trace the references in V. 
‘tt: int := vector$size'(v) 
i: int = 0 % 'T’ elements of V have on sisiink 
while i < n do % examine all elements of V 
e: any := vactorSfetch (vy, i). 
imi¢+i 
ve: vector := force| vector} (e) % test typeof E 
except when wrong_type: % if not a vector, 
continue % next iteratioh of foop 
end 
if vector_incr (ve) % increment reference count 
then trace (ve).% trace thenseupenent vestor 
end 
end 
end trace 


vector_incr = proc (v: vector). returns (bool) 
% Increment the reference count of Vv. a the new selerence: 
% count is.{, return tree, indicating-thatthe veetor should . 
% be traced. Otherwise, return false. 
if ~v.mark then % if not marked 
v.mark := true % then mark it 
v.rc := 1 % set reference count 
return (true) % tracing is is needed 
end 
V.ic i= v.arc +1 % increment reference count a at.maximum value!) 
return (false) % tracing already started 
- end. vector_iner : 


objects, which is bounded only by the total number of accessible objects. Thus, 
in theory, this garbage collection algorithm could fail to operate because of 


insufficient temporary storage. 
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The need for temporary storage: can ‘be eliminated by storing the 
intermediate state of the computation in the tree of objects itself, a technique 
introduced by Schorr and Waite [29]. . The-state of each: procedure: activation 
consists of y, the object currently being traced, and i, the number of elements of 
v that have been traced. | 

The number of components / can be stored in y itself. As shall be 
explained in Chapter 8, during garbage ¢ collection the ize: field of. y can be used 
to store the element counter /. 

A reference to the vector v can be stored in the vector v[/] when tracing 
v[‘], in whatever element of y[i} is currently being examined. The effect is to 
reverse the chain of references from. the root to the node being traced. This 
reverse chain allows the procedure to find the proper node.to return to when 
tracing of the current node is completed. “An oe eer of this algorithm is 
presented in Figure 14. ; 
| In practice, it is probably best to combine these two pistes, using a 
fixed-size stack and resorting to modifying the tree only: when the stack becomes 
full. For most cases, a small stack (e.g.: ik. elements) will suffice. 


6.10 Garbage Collection POI SERRIER 


The primary factor in the vesbstbiaai’ of the garbage collector is the delay 
caused by accessing secondary storage, ‘as both phases of the ‘garbage collector 
access most or all of the secondary storage. Compared to the secondary storage 
delays, computation time will be relatively. insignificant. . 

.In evaluating the mark Phase, we will assume that the maximum depth of 
the tree is sufficiently small that the garbage collector stack will not overflow 
and all of the objects on the stack will fit in primary storage. By modifying the 
garbage collector code to occasionally touch all of ‘the objects on the stack, we 
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Figure 14. Iterative Mark Phase Algorithm. 


iterative_mark_phase = proc (root: vector) 
vector_incr (root) % sets reference count of rootto 1 
v: vector := root % V is the vector currently being traced. 
vf: vector := root % VF is s normally-the father of V. 
% However, if VF=V, then V is the root. 
% This convention used to detect termination. 
while true do 
ve: vector := vector_current_element (v) % get. vector element.of V 
except when none: % if all components of V have been traced 
if vfev then return end % finished tracing root 
ve = V; v := vf % pop up one level 
vf = yectoreuch_ref, (Vv. ve) 
% store element back-into V, obtein old VF from Vv 
continue % next iteration of loop, : 
end 
if vector_incr (ve). % increment reference count 
then % we need to trace VE. 
vector_exch_ref (v, vf) % save father where son, was 
vf = v; V = ve % down one level in tree 
end 
vector ship.element ) % dome. with tht component 
end. 
end iterativemark_pHase. 


vector_incr = proc (v: vector) returns (bool) 
% Increment the reference count of V. If the new | reference count is i, 
_ % sat things up for trecing and return true, indicating that the vector 
% should be traced. Otherwise, return false. 
if ~v.mark then. % if not marked | 
v.mhark ‘= 'true % then inark it 
NSC 30 4, % set reference count.. : 
save_size_info ‘(v) % prepare to reuse size field 
‘Vite = % initialize slement counter 
return (true) % tracing is needed 
end 
V.IC i= V.rc + 1 % increment reference count (uniess at maximum value!) 
__’ return (false) % tracing already started _ 
~ end vector -iner 


vector_current_element = proc (v: vector) returns (vector) signals (notie) 
% Return the first vector element of V not previously returned. 
% If none left, restore the state of V and signal none. ; 
% Causes no apparent side effects on V. 
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Size: int := compute_ true_size (v) % compute. sine from redundant information 
while v.size < size do % look for first vector component 
@: any = vivsize) % E is the component 
ve: vector := force[vector] (e) % test type of E 
except when wrong_type: % if not a Vector 
v.size 1 visiZe + 1 % proceed to next element 
continue % next iteration ‘loop 
end 
return (ve) % teturn vector component 
end 
% When loop terminates, v.size has been testored! 
signal none 
end vector_current_element 


vector_exch_ref = proc (v: vector, e: vector) retutns {rectory 
% Store E as the element of V dust returned by vector. current.element. 
% Return the old value of thar’ 
old: vector := v[v.size) 
v[v.size] := e % no reference count operations! 
return (old) 
end. vector. ~exch_ref 


vector_skip_element = proc (v: vector) 
% The element‘of V lest returned by vector: ictal Bas been 
% processed. seas Gul cua ead ea a : 
V.size = vaize + i 
end vector_skip_element 7 


can ensure that all of the objects on the stack will remain in primary storage. In 
this way, we can guarantee that a secondary ‘tbrage access can occur. only going 
down the tree (away from ‘the: oot, and. newer whea -soturning up the tree 
(towards the roe) 8 Ay | Wis 


SIt is not clear that ir toegy is tnd uot Noa prod ba Ung Noundlon eo 
number of secondary storage accesses. If our assumption about the sizes Of the stack and the 
" objects on # dows not held: Shon, he sper bord wil be le Sm.» fecene of Swe gree, 
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If all reference counts are one, then there is no sharing in the tree. Each — 
reference examined will refer to an object not encountered previously. Because 
we can assume no relationship between the traversal order and the locations of 
the objects in secondary storage, each object examined will require an 
independent access to secondary storage. In this case, the number of secondary 
storage accesses will equal the number of objects. The number of objects (and 
thus the number of secondary storage: accesses) can be predicted given the 
secondary storage size and the expected average object size. 

If there is sharing in the tree, then a reference may refer to an object 
previously encountered. This object may or may not still be in primary storage 
when the subsequent access occurs. Because sharing requires cooperation, much — 
sharing can be expected to: occur within moderate sized subtrees, in which ‘case. 
the, shared objects will remain in primary storage while the subtree is being 
traced. In the worst case, however, the numiber of secondary storage accesses will 
approximate the number of accessible references, which willbe larger than the | 
number of accessible objects. 

To estimate the number of references in a system, we examined some CLU 
programs. We found the number of references to exceed the number of objects 
by about a factor of 2. We believe this number to be too high. Most of the 
sharing was in code (shared procedures). and related objects (linkage and 
debugging information). Data created by programs had lower ratios, generally 
less than 1.5.7 Ina large file system, we would expect data to predominate. For 
this reason, and because locality of reference is relevant here, we estimate that 
the number of secondary storage accesses will exceed the number of accessible 
objects by at most 25%. 


7Measurements by Clark [8] on data in LISP programs showed almost no sharing of list cells. 
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In a system with 100 million words of secondary storage ans an average 
object size of 4 words, there will be at most.25 million accessible. objects and (we 
estimate) 30 million accessible references. If the sverage time to swap in an 
object. from secondary storage is 100 microseconds, then a mark phase that 
performed 30 million secondary storage accesses in sequeace would run for about 
one hour. 

The sutlidiansce of the mark phase can be pee coied if multiple 
secondary storage requeats can be processed concurrently, If multiple secondary 
storage requests are outstanding to a single secondary storage device, then the 
average access time can be reduced by processing. requests: in the proper order. 
The effective access time can. also be reduced by using. multiple secondary storage 
devices so. that a number of traasfers can proceed ia paraliel. . 

If enough concurrent requests.can. be generated, and there. are cnough 
secondary storage devices, the limit om -the -procesting. sate will not be the 
secondary storage access time, but will be the primary storage: bandwidth and the 
overhead of initiating transfers. A factor of 10 improvement would involve — 
transferring at most 40 -words per 100: microseconds or 1 word every 2.5 
microseconds, assuming an average object size of 4 words. This rate is similar to 
secondary. storage transfer rates in. current systems atid should: present no 
difficulty. The factor of 10 improvement:could probably be.obtained..wsing:4:to 
8 secondary storage devices, assuming approximately a factor of: 2. improvement 
from reordering requests to each device. Careful consideratien | must. be paid to 
designing the system.to minimize the overhead: of .perforntiag: transfers. We refer 


Pa adap aera iceman aaa Sgr 
module [1]. 
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A factor of 10 improvement yields*a-.mark phase time: of only about: 5 


minutes. Obtaining this improvement depends upon generating large numbers of 
concurrent secondary storage requests. Fortunately, the amount of potential 
parallelism in the mark phase is practically unlimited. “Tracing a vector involves 
tracing the components of the vector, all of which can be. ‘traced concurrently. 
The sequential mark phase algorithm can easily: ‘be modified to fork a new 
process to trace a. particular vector whenever - the. total: ‘number of garbage 
"collector processes is less than‘ the desired number. 7 
Such an algorithm: is. presented in Figure 15, This algorithm simulates 
multiple processes using an explicit state array. It uses a simple-cyclic: scheduling 
algorithm and explicit polling of pending secondary storage requests. In this way, 
we avoid many of the problems of implementing ageneral process mechanism, 
such as synchronization and interruptibility:- This approach is possible because we 
believe that a single processor a to drive the secondary storage devices 
at the desired rate. | 
The only special operation used: by the: maltiprocess mark phase algorithm 
is vector_touch. This operation will submit: a: secondary storage request for the 
vector, if needed. In any case, it returns immediately . -with an indication of 
whether or not the vector is currently in primary storage. Vector_touch is used 
to overlap computation with secondary storage “BCCESSES; when vector_touch 
indicates that a vector is not yet in primary storage, the mark phase will turn its 
attention to another process. Vector_touch is used only before accessing a new 
component of a vector being traced, as that is where secondary storage accesses 
are most likely. All other vector operations wait for any needed secondary 


storage accesses, as before. 
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Figure 15. Iterative Multiprocess Mark Phase Algorithm. 


multiprocess_mark_phase = proc (root: vector) 
vector_iner (root) % sets reference count of root to | 
maxn: int := 10 % maximum number of * processes’ 
n: int := 1 % current number of “processes” - 
i: int «= 1 % the current “process” 
% The following two arrays store the process states. 
% Only the elements in the range 14.N are valid, - 
v: array[vector] := array[vector]Sfill (1, maxn, root) 
% Vii} is the vector currently being traced by process I 
' vf: array[vector] := array[vector}Sfill (1, maxn, root) | : 
% VF{i] is normally the father of V{i}. However, if VFLi}= Vii} 
% then: V[i} is the, root of the subtree being traced by process I. 
% This convention used to detect termination. 
while true do — , 
ve: vector := vector_current_element iD % get vector element of V[i] 
except when none: % if aif components of V[i] have been traced 
if vffi}«v{i] then % finished. tracing root of subtree 
if ne{ then return end % ail processes done 
v[i} = vin} vifi}.= vifn} n = n-1 % delete process 
i = i+1; if i>n then i = 1 end % select new process 
continue % next iteration of loop 
end 
ve := v{if v[i} = vii] % pop up a level 
vi[i] = vectorexch ref (v{i] ve) . 
% store element back into V[i], obtain old VF{i] from Veil 
continue % next eration of loop 
end 
if ~vector_touch (ve) then % VE not in prisiary storage 
i = i+1; if i>n then iw | end % select new process 
continue % next iteration of loop 
end 
if vector_incr (ve) % increment teference count 
then % we need to trace VE 
if n < maxn then % fork a new process 
n m= n+i; vin) = ve; vi[n) = ve 


vector_exch_ref (v{i}, vAli]) % save father where son was 
vifi} = vif vfi] == ve % down one level in tree 

end 
end 

vector_skip_element (v{i]) % done with that component 

end 


end multiprocess_mark_phase 
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The sweep phase will always perform at least as well as the mark phase. 
The sweep phase examines every object in the virtual memory. However, it can 
exainine the objects in any order, in particular, in whatever order will minimize 
the access time. If there are multiple secondary storage devices, it can sweep 
each device concurrently. If we assume that the sweep phase takes the same time 
as the mark phase, then the total time of the garbage collection will be about ten 
minutes. Clearly any time of.this magnitude is acceptable for infrequent 


scheduled garbage collections. 
6.11 Evaluation 


Our proposed mechanism using queued reference counts and occasional 
garbage collection has a number of advantages. Because reference counts will 
detect most garbage, garbage collection need occur only infrequently at scheduled 
intervals. At such intervals, stopping the system to perform garbage collection is . 
often acceptable. We can thus use a relatively simple garbage collection 
algorithm, which can easily be modified to perform a salvaging function. In 
addition, because we can devote the entire resources of the system to performing 
the garbage collection, the garbage collection time can be quite short. 

The queued reference count scheme has both simplicity and performance 
advantages. The set of counted references is well defined. The set of events 
that can change the reference counts is easily derived. Problems of race 
conditions and synchronization to preserve ordering are avoided. The rate of 
reference count modification is substantially reduced, and most reclamation 
activity is performed concurrently with normal processing. The overhead of using 
reference counts is thus minimized. The one functional disadvantage of queued 
reference counts is that the reference counts cannot easily be used by primitive 


operations or user programs, for example, to allow the representation of unshared 
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immutable objects to be modified (without first.being copied). . This disadvantage 
would be serious in a system that supported only immutable objects, e.g. 
data-flow architecture [11] 

_ The. queued reference. count scheme is similar in. strategy to a mechanism 
_propdsed by Deutsch and Bobrow [12], That. mechanism was designed for a 
standard single-process LISP system. References. in. the. evaluation stack are not 
counted, thus reducing the number of reference count operations. Unlike our 
mechanism, the reference counts are not stored in the objects, but in separate 
tables. These tables are arranged so that no storage is required for reference 
counts whose value is one, the most common case. The user process does not 
directly access reference counts. Instead, a// reference count operations are 
queued in a transaction file (TF) and processed in batches. When the TF is 
processed, a copy of the current evaluation stack is given to the transaction file 
processor (TFP) so that references in the evaluation stack will be considered. 
This action of passing the current evaluation stack and TF ‘and creating an 
empty TF for future use is equivalent to the quiescent state in our “mechanism. 
Once the TFP has begun processing the TF, the user process can be resumed. 
After the TFP has finished processing the TF, the reference count tables will 
contain the true reference counts at the time the TFP was started. The TFP 
can reclaim any object that has a zero reference count and is not referred to by 
the evaluation stack. Because the TFP has sole access to the reference count 
tables, it can directly perform any reference count operations resulting from 
object reclamation. Tt can thus discard entire structures at once (if desired), 
rather than one level per cycle. The disadvantage of this mechanism is that TF 
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entries are generated for every reference count transaction, not just those 
between zero and one. The number of additional TF entries will depend upon 


the amount and activity of shared objects. 
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7. The Implementation of Storage Allocation 


There are actually two storage allocation problems, secondary storage 
allocation and primary Storage allocation. . Secondary storage is allocated as part 
of the vector create operation; secondary storage is deallocated when a vector is 
reclaimed (by the GQ processor or by the garbage collector). Primary storage is 
allocated when a vector is created or swapped in; primary storage is deallocated 
when a vector is removed from primary storage (as part of reclamation or to 
make room for other vectors). We will begin by considering secondary storage 
allocation, which is a more serious problem. 

A note of terminology: Because _ the units of “storage allocated and 
deallocated correspond to the units of information transferred between primary 
and secondary storage, we will call these storage units (primary storage or 
secondary storage) pages. Unlike most conyentional paged systems, these pages 


come in many different sizes. 
7.1 Secondary See? Allocation 


The secondary storage allocator must waa a number of constraints. 
First, it must be prepared to satisfy arbitrary. requests. for storage. ranging from 
one word to some maximum value chosen by the system:designer. In. response. to 
a request, it must allocate (at least) the desired amount of contiguous secondary 
storage. | | ; 

Second, most allocated pages cannot be relocated in “secondary storage 
without stopping the system. The secondary storage allocator thus cannot depend 
upon being able to perform compaction, except as part of periodic system 
maintenance. One should expect that free storage will be. scattered throughout 
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secondary storage. It is important that storage underutilization caused by 
fragmentation be controlled. This ‘poles is ss ac serious because 
compaction can not be used. 

_ Note that with respect to a single system, storage underutilization is 
meaningful only when a request for storage fails. Storage i is underutilized if free 
storage exists but cannot be used to satisfy the failing request. Alternatively, the 
degree of storage underutilization will determine how much secondary storage is 
needed to allow a given ‘computation to be performed. In this case we are in 
effect comparing multiple systems with aifferent storage sizes to find the amallest 
system that can perform the computation. 
| Finally, because secondary storage allocation is performed frequently, it is 
important that allocation and deallocation be ‘fast. Here we are concerned 
primarily with minimizing the number of secondary storage accesses, although 
processor time is also important. The free secondary storage pages will likely be 
identified by chaining them together on free lists. We must reject any method 
that involves searching through free storage lists. te. perform allocation or 
deallocation, because such searching would likely incur multiple secondary storage 
accesses. Many standard storage allocation sigérithms-involve searching a free 
list to find a free page large enough to satisfy a request or to find adjacent free 
pages to merge with a: page being deallocated. ; Such . algorithms are not 
acceptable. 


7.2 Zoned Allocation 


Given the above constraints, we concliide that the proper strategy is to 
divide secondary storage into a number of zones, each of ‘which provides pages of 
a single size.' (For the time being, assume that the’ auéaber ‘of zones (page sizes) 
equals the number of possible vector sizes and that the maximum vector size is 
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sufficiently large that the overhead of using multilevel structures is insignificant.) 
Within each zone, storage allocation can be handled much as in a conventional 
paged system. The available secondary storage address space can be split up into 
pages, each of which is either allocated or free. The free pages can be chained 
together on a free list. Allocation and deallocation require at most one 
secondary storage access to read or write the free list pointer in the page being 
allocated or deallocated. Within each zone, there is no fragmentation, as all 
pages are the same size. 

While there is no fragmentation from the point of view of each zone, there 
can still be storage underutilization from the point of view of the system as a 
whole. If a particular zone becomes full, it is possible that a request for storage 
will fail even though free storage exists in other zones. If free storage exists in a 
zone that provides larger pages, then a larger page can be used (at a cost of 
introducing internal fragmentation). Ultimately, however, a request will arrive 
when free storage exists only in zones providing smaller pages. Unless the | 
relative zone sizes can be adjusted (unlikely if allocated pages cannot be moved) 
or there exist contiguous free pages that can be combined to form a page of 
sufficient size (ultimately unlikely, and probably an undesirable solution in any 
case, as it adds complexity and defeats our method of determining the size of a 
page from its reference), the request will fail. Any free storage in other zones 
will be useless. 

The amount of storage underutilization resulting from partitioning 
secondary storage into zones depends on the variation over time of the 
distribution of the sizes of allocated pages. Each zone must be large enough to 
handle the peaks in the number of allocated pages of the corresponding size. If 


IThe term zone is borrowed from the Smalltalk-76 implementation, which uses a similar 
secondary storage allocation method. 
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the size distribution remains relatively constant, then each zone will have similar 
utilizations. Shovld a.zone become full, the other zones. will be. nearly full, so 
that the amount of wasted storage is small. On the other hand, if the size 
distribution varies wildly over time, then the utilization of the most utilized zone 
at any one time will likely be much greater. than the utilization of the other 
zones at that time, resulting in significant storage undesutilization. , 

The amount of storage underutilization will. in general increase as a 
function of the number of zones. There are two reasons for this relationship. 
One reason is that the relative effect of the one-full sone (the one rejecting a 
request for storage) is.greater for smaller numbers'of zones. If there are only 
two equally sized zones, thea the storage. andegutilization can not be more than 
50%, regardless of the variations in the utilizations.of the two.zones. The worst 
case storage underutilization for ten equally-sized zones is 90%. 

The other reason is that reducing the numberof rones will tend. to smooth 
out the time variations ia the distributions of allocated page sizes. If the number 
of zones is reduced, some requests: that would bave gone to different. zones will 
now go to the same zone. Variations in the aumbers of pages. previously 
allocated from the different zones will tead to cancel out when the zones are 
merged, resulting in less. variation -in the overall-distribution of page sizes. 

There are two ways to reduce. the aumber-of. zones (tha: aumber of page 
sizes), each of which has an associated cost. One way is to reduce the maximum 
page size. The cost of this reduction is an increase ia the aumber of objects that 
must be represented by multi-level structures, which.will increase. the amount. of 
storage occupied by "page tables". For. four CLI. programs. measured, we found 
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the percentage of objects larger than 128 words was less than 1% for each 
program. Thus, for maximum page sizes of at least 128 words, the overhead of 
page tables will be insignificant. 

The other way to reduce the number of zones is to provide only some of 
the possible page sizes in the range from two words (one header word plus one 
data word) to the maximum page size. Requests for other page sizes in this 
range would be satisfied by allocating pages of the next larger supported size. 
The cost of this method is that it introduces internal fragmentation, storage that 
is wasted because it is allocated as part of an object but never used. The 
amount of internal fragmentation can be controlled by proper selection of the 
supported page sizes. For example, one could provide page sizes that are powers 
of two. For the same four CLU programs, we found that providing the powers 
of two from 2 to 128 words would result in 17-19% internal fragmentation. 
Better results can be obtained by matching the page sizes to the expected size 
distributions. For these programs, adding page sizes of 3, 96, 5, and 48 words | 
would reduce the internal fragmentation to about 7%. 

In a real system, storage is used for a number of purposes. Most storage 
will probably be used for "file" storage that changes at a relatively slow rate. 
Other storage is created and discarded at a relatively rapid rate by processes. 
The total storage usage is the sum of all activities. In a multiprocess, multiuser 
system, we would expect a relatively stable, slowly changing distribution of 
allocated page sizes. A slowly changing distribution can be handled by adjusting 
the relative zone sizes as part of periodic maintenance. What can’t be handled in 
this manner are the dynamic ups and downs caused by the activities of processes. 
For example, a particular program may create a large number of objects of a 
particular size, which are all discarded when the program terminates. These 


variations can be handled only by providing extra storage in each zone. We 


ide 


would expect the variations caused by running processes to be a small. percentage 
nen mee ns ene ne ere! oe nr ce 
tolerable. 


7.3 Block Allocation 


To implement a number of. storage zones, we will divide secondary storage 
into fixed size blocks. Each block will, be assigned to a ‘particular zone and will 
therefore provide a single page size. The block size will probably be a ‘multiple 
of the maximum page size, chosen to minimize ‘the amount of storage wasted 
when a block is carved up into pages of any of the supported page sizes. The 
block size may also be affected by the addressing characteristics of the secondary 
storage devices, as we require contiguous secondary storage addresses within each 
block. Blocks will be identified by block numbers, whose ‘choice will again be 
related to the addressing characteristics of the secondary storage devices, 
(However, for each secondary storage device, the block “numbers shoutd be 
reasonably compact, to allow the use of device tables indexed by block number.) 
A secondary storage page will be identified by a device number, a block number 
on that device, and an offset within the block.” (T. his secondary storage "address" 
| will be used as the data part of a vector reference.) ie 

Each secondary storage device will have an associated table in fast storage 
mapping block numbers to zone numbers. (A directly indexed table requires only 
4 bits ‘per Secondary storage page, assuming | 16. or r fewer zones.) ‘The: tables. can 


2Alternatively, the page number within the block can be used instesd. of the sti. This 
method saves one bit of sddrese sae ak nace odd page sizes a are abaee = a minimum page 
size of two words, 
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be used to determine the size of a secondary storage page given its address. This 
ability is needed so that the proper amount of primary storage can be allocated 
before the contents of a page are transferred from secondary to primary storage. 

Two methods can be used to assign blocks to the various zones. Using 
Static assignment, the expected distribution of page sizes is determined in advance 
(e.g., by measuring existing programs), and blocks are assigned to zones 
accordingly during system initialization. Using dynamic assignment, all blocks 
start out empty and not assigned to any zone. When a page of a given size must 
be allocated and there are no free pages of that size, an.empty block is assigned 
to the corresponding zone and is split up to form pages of the desired size. The 
ultimate zone sizes thus will reflect the actual page size distribution, rather than 
a predicted page size distribution. 

Additional flexibility can be gained using dynamic assignment if blocks are 
removed from zones when the blocks become empty. (This ability requires the 
free lists to be organized so that each block in effect has its own free list, to . 
allow the free list to quickly be adjusted when a block is removed from a zone.) 
Dynamic unassignment permits some adjustments in zone sizes in response to 
changing size distributions. The effectiveness of dynamic unassignment depends 
upon how many blocks become empty when the number of allocated pages in a 
zone decreases. The probability that a given block will become empty decreases 
rapidly as the number of pages per block increases. Dynamic unassignment is 
thus most helpful when storage usage shifts from large pages to small pages and 
least helpful when storage usage shifts from small pages to large pages. For 
dynamic unassignment to be useful, the block size should be minimized. 

Dynamic unassignment does not solve the problem of storage 
underutilization, but it does offer some help in recovering from a storage 


unbalance. Nevertheless, the best strategy is to make sure there is enough free 
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storage in each zone to handle anticipated usage. -An obvious source of difficulty 
here is the possibility that .a program will maliciously or erroneously allocate a 
large number of objects of a. particular size. Here dynamic. assignment and 
unassignment perform worse than static assignment. Static assignment will stop 
the program when the particular zone becomes full. If the objects can be 
reclaimed, then the system can resume normal activity without much disruption. 
Dynamic assignment and. unassignment will..allow the..program to run longer, 
possibly reducing the free storage levels ia all zones. to near zero. Furthermere, 
even if the program is stopped.and the objects reclaimed, there is no guarantee 
that the blocks that were dynamically assigned to the zone can.be emptied and 
so be made available again to the other zones. It is likely that these blocks will 
also contain a small number of objects created concurrently. by other. processes. 
These objects may prevent the. storage. unbalasce.from being. corrected. 

The solution to this problem and others like it must be a resource 
allocation mechanism that limits the ability. of. iadividual users to obtain more 
than an appropriate share of the system's resougces. We will- examine this issue 
in Chapter 9. | 


7.4 Evaluation 


In this section we evatuate the block allocation method with ‘respect to the 
two criteria of storage underutilization and ‘allocation /deallocation speed. 

There are two sources of storage underutilization. One is internal 
fragmentation, resulting from rounding up request sizes to the next supported | 
page size. Our evidence indicates that a proper choice of about 11 page sizes 
matched to the expected object size distribution can limit storage underutilization 
caused by internal fragmentation to under 10% of the total secondary storage. 
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The other source of storage underutilization is external fragmentation 
resulting from partitioning secondary storage:inte zones. “The magnitude of: this 
underutilization depends upon the amount of short-term variation in: the 
distribution. of object sizes... We have no basis: for makiag specific estimates, but 
we believe that in most cases external: eee will be a.small percentage’ * of 
the. total secondary storage size. . 

It should be noted that conventional. file-systems.also- have fragmentation 
problems, particularly: intecaal fragmentation resulting: from. allocating files as 
integral numbers of fairly large pages or blocks: The large-page size, plus the 
overhead of directory entries, makes large: numbers: of small::files. prohibitively 
expensive: . Where small -ebjects. are. desired, our system . will utilize secondary 
storage more. efficiently than conveational systems: 

With respect to allocation and deallocation speed, the block allocation 
method requires at most one secondary sterage .aceess per allocation and 
deallocation. Is this good enough? We have conservatively. estimated an object — 
creation/reclamation- rate of 10000. objects: per: secand::-.1f -2 secondary -storage 
access requires an average of 100 microseconds, then performing, 20000 secondary 
storage accesses in sequeace would: cequire. two: seeondst At this rate, every 
second of user computation would cawse two. seconds ef secondary storage access 
delay, limiting the system to at best 50% of intended capacity. 

There are a number of reasons why things’ are not really. this bad. For one 
thing, many secondary Storage requests can be performed concurrently. Object 
reclamation is Pegformed concurrently with, ‘normal ER operation: The 99 


arate, Storage allocation is 5 pectormed by multiple processes, 60 there will likely 
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be concurrent allocation requests. By having separate free lists for each 
secondary storage device and by reordering multiple requests to.each device (see 
Section 6.10), we can process requests in:paraliel much faster than in sequence. — 
Another ‘factor is that the secondary storage access -performed during 
allocation serves only to obtain. the new free list pointer from the allocated page. 
The allocation operation can thus "return" the address: of the newly allocated 
page immediately, without waiting for the secondary storage request to complete 
(as long as the secondary storage request is guaranteed:to be: performed before 
any other operation: on that secondary: storage page). Thus, the requesting 
process will not be delayed unless. it submits another allocation request to the 
same device before the secondary storage operation completes: In this manner, 
much of the secondary storage access delay can be. bilo with user 
computation. : - , ee 
| Finally, because much of the allocation and deallocation activity results 
from. the continual creation and reclamation of transient objects; the number of 
‘secondary storage requests-can. be. reduced ‘substantially by maintaining the “top" 
portion of the free list in fast storage. Whea the rates of object allocation and 
deallocation are in (short-term) balance, most secondary storage page allocation 
and Semscce toe acces Se er heeled elon we eee) Oxtee oe 


15 P Enmery Storage Allocation 


Compared to secondary storage allocation, primary storage allocation is 
trivial. When allocating primary storage, we do not have to be concerned with 
minimizing the number of accesses to storage. ‘Furthermore, because objects are 
not fixed for all time in specific primary storage locations, fragmentation i is much 
less of a problem. Any of the traditional storage allocation algorithms can be 
used. To keep things simple, we suggest using the same zoned allocation scheme 
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for primary storage. Because primary storage usage reflects short-term program 
behavior, the zone sizes will occasionally need adjusting. Adjusting primary 
storage zone sizes is easy: one can swap objects out to secondary storage to free 
up blocks for reassignment. At worst, one could simply swap out all objects and 


start from scratch. 
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8. System Structure: the Memory Module 


The purpose of this chapter is to present an actual design for a memory 
module based on the ideas presented in the previous three chapters. The design 
will consist of a collection of hardware modules and interconnections. The 
functions of the modules will be described, as will the various kinds of messages 
transmitted between modules. Particular attention will be paid to questions of 


synchronization and flow control. 
8.1 Vectors and Pages 


The previous chapter introduced the notions of primary and secondary 
storage pages. At this point, it is convenient to introduce a third kind of page, 
called a virtual page. All pages are structured, mutable "objects" containing 
fixed numbers of elements. Unlike true objects, pages are explicitly deallocated, © 
via dealloc operations. Thus, in some sense it is improper to call a page an 
object; however, for convenience we will continue to do so. In addition, as 
described in the previous chapter, pages come in only a few different sizes. 

A secondary storage page resides in secondary storage and is identified by 
its secondary storage address. A primary storage page resides in primary storage 
and is identified by its primary storage address. A virtual page resides in virtual 
storage, that is, it normally resides on secondary storage but will be copied into 
primary storage as necessary to support fast access. Virtual pages are the basic 
"objects" provided by a virtual (multilevel) memory. 

Virtual pages are implemented using secondary storage pages and primary 
storage pages. Each virtual page is represented by a secondary storage page, 
which provides the "long-term" storage for the contents of the virtual page. A 


virtual page reference will.be equivalent to the corresponding secondary storage 
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page reference, that is, it will contain’ a-secondary storage address. When a 
virtual page is being used, its contents will be temporarily stored (cached) in a 
primary storage page. The correspondence between virtual pages and primary 
storage pages is maintained by a page map. 

Vectors will be implemented using virtual pages, henceforth simply called 
pages. Each vector will be represented by a single! page. Element 0 of the page 
‘will be the vector header word, which is a betring value composed of a ‘number 
of fields, described in Figure 16. The remaining’ elements of ‘the page will store 
the elements of the vector. A vector reference will . in. - effect. cantain the 
reference of the page that represents the vector. In " particular, the vector 
reference. will contain the secondary storage address of. tise page. The type code 
will indicate that the reference is a vector: reference.:.(No page type code will be 


Figure 16. Fields ofa vecter header word. 


type code _——‘Identifies ‘the page as being allocated and ‘as representing a 
vector. 
ref count Counts the number of references to ee. vector in the graph of 


mark bit 1 Used during GQ processing to count (mod 2) the GQ entries for 
i 3 this vector. ee 
_mark accessible vectors. . 


mark bit 2 Used daring GQ processing to identify duplicate GQ entries for 
this vector. Used during the. garbage. collection, mark phase to 
indicate that the vector size is one less than the page size (the 

page is “full”). °: 


size Normally, the number of elements in the vector. During the 
; garbage collection. mark phase, the fuiibe oe veri etemments 
that have been examined. | 
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stored in a vector reference, as the representation type. is implied by the abstract 
type.) Only the vector implementation will be allowed to convert between a 
vector reference and the corresponding page reference. 

In. section 6.9, it was mentioned that the vector size field in the header 
word can be used as an element counter by the garbage.collector. This "trick" 
depends upon the ability. to determine the size of a.secondary storage page (and 
therefore a virtual page) given its secondary. storage address. (see Section 7.3). If 
we know that the page representing a vector is full, meaning that the vector size 
is equal to the page size less one (the header word), then the vector size can be 
computed directly from the page size. Otherwise; the vector size can be stored in 
the last word of the ‘page while the vector is being traced. _All we need to do is 
be able to tell whether the page is full or not. We can use the second mark bit 
in the vector header word for this purpose. 


Figure 17. Memory module structure. 


'If the memory module supported large'or dynamic objects, then such an object could. be 
represented by a top-level page containing references: te Component pages. Using pages (rather 
than vectors) for the lower-level comp Lit posible: pacause'the eptire.structure is: viewed as 
a single object outside: the: ‘MM; i it will. ‘be. discarded. ss a. unit, Thus, separate reference counts 
for the internal components are not heeded. 


ee) ee 


The distinction between vectors and pages allows’a similar division in the 
design of the MM. The MM will be split into two modules, a page module, 
which implements pages, and a vector module, which implements vectors in terms 
of pages. This structure is shown in Figure 17. The page module performs 
storage allocation, reference mapping, synchronization, and implements the 
multi-level ‘memory. The vector module ‘implements automatic storage 
reclamation. This separation of function helps to improve the crpamisten of the 
design, making it simpler and more understandable. 


8.2 Vector Module Specification 


The explicit function of the vector module is to implement | the primitive 
vector operations described in Chapter 3. For conyenttae, these operations are 
listed again in Figure 18. 

In addition, the vector module has one implicit function: it must. 
automatically reclaim the storage of objects that: have bécéme inaccessible. As 
described in Chapter 6, this function requires that the vector module update 
' reference counts, construct the GQ, process the GQ to identify inaccessible 
objects, and reclaim the storage of those objects. The vector module is 


Figure 18. Vector module external operations. 


create = proc (size: bstring) 
_ returns (vector) 
Signals (negative_size, eosier eagle see 
ge = proc (vl, v2: vector) returns.(bstring). .- : 
= prec (v: vector) returns (bstring) 
hie = prec: (v: vector, index: bstring) returns (any) signals (bounds) 
store = proc (v: vector, index: bstring, element: any) signals (bounds) — 
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responsible for initiating the quiescent state and coordinating the establishment of 
quiescence with the processing module. The vector module is also responsible for 
performing garbage collection, at the request of the control processor. 

In performing storage reclamation, a-aumber-of “iatecnal" operations are 
performed upon vectors by the .vector.. module. itself. These operations. were 
described in Chapter 6:and are listed in: Figure 19. . (For coavenience, we assume 
only one mark bit, rather than two.) For the remainder.-of this:chapter, we. will 
not distinguish between. exteraal. and interaal-operations. 

The specification of the vector operations requires that the. operations be 
atomic, which means that. any sequence. of-:.vecter..operations performed 
concurrently must. produce a result equivalent .to;.gerkoeming, the operations -in 
some order. Actually. performing-only one operation at a time would guarantee 
atomicity, but. would. be unnecessarily inefficient... Some. operations -will. take .a 
relatively long. time to perform, because-substeatial processing-is. being done. (e.g, 


Figure 19. Vector. medule internal operations. 


incr_rc = proc (v: vector) returns (bstring) 

decr_rc-=-proc (v: vector): retarns (betring) 

reclaim = proc (v: vector) 

mark = proce (v: vector) - 

unmark = proc (v: vector) | 

marked = proc (v: vector) returns (bstring). 

touch = proc (v: vector) returns (betring) 

incr = proc (v: vector) returns (bsteing)} %.used:by:trace phase 
current_element = proc (v: vector) returns (vector) signals (none) 
exch_ref = proc (v: vector, : véctor) retires shell | 
skip_element = pree (v: vector) oie ; ce 
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_ create), or because data must be transferred between primafy and secondary 
storage. We would like other operations to proceed -ia pe with these — 
operations. 

Allowing concurrent operations requires us to analyze the effects of 
concurrent operations to see where explicit synchronization is needed. Here, we 
are primarily concerned with the effect ef:two operations being performed on the 
same vector. (Other conflicts, such as. concurrently: creating two vectors, involve 
simultaneous access to internal data bases, these eynchronization problems are | 
discussed in: the description of the page-module.) We can immediately eliminate 
alt of the garbage collector operations, on the assuniption that we are using the 
peeudo-parallel implementation: (see Figure 15), whieli™ performs all vector 
operations in sequence. The results of an analysisof the remaining operations is 
presented in chart form in Figure 20. This chart"iticlédes: one entry for each 
combination of operations. A. letter: indicates that ‘there can ‘be no. conflict 
between the two operations; a number indicates a possible conflict. | 

As the figure shows, there are only five itinds of potential conflicts. These 
potential conflicts can be eliminated by the following means: Conflict (3) involves 
conflicts between operations that modify: ‘the header: word and the store 
operation, which modifies other page elements. This conflict can ‘be eliminated 
‘by providing ferch and store operations on pages that allow cach element of the 
page to be read or written individually, without interfering. with other elements 
of the page. Conflict (1), interaction: between vector! ‘fetch and store, can be 
eliminated by making the page fetch, and, store “operations. atomic. Conflict (2) 
involves the vector store operation, which may have ‘to: decrement the reference 


count of the object whose reference was overwritten. To make sure that the 
correct reference count is decremented, we simply have the page store operation 
(which is atomic) return the overwritten reference. Conflicts (4) and (5) involve 


oe ye 


Figure 20. Synchronization analysis of vector operations. | 


C E F _  S§ S I DB R M U M 
r q soe t i n € e a n a 
e u t re) z c Cc c.. = m r 
a a c r e f r l k a k 
t l h e oe oa a. r e 
e r r i k d 
¢c c m 
Create A - - 7 Z - os - > 2 3 
Equal AB - - - - < ~ = < 
Fetch A BB - - Ps : $ 5 e ie 
Store A C 1 2 - - . . < 7 7 
Size A B B CC B - - : % 
Incr_rc A C C 3. +S : - . - - 
Decr_re A C ¢C.3 C. 5...5.. >» : 4 
Reclaim A A A A A A A A - - - 
Mark A C Cc 3 C¢C 4 4 A A - - 
Unmark A C C 3 C 4 4 A A A - 
Marked A B B C B C C..&: A.A A 


A: no conflict; concurrent operations involving any pee vector are not . 
possible 

B:_ no conflict; both operations are reads. 

C: no conflict; no intersection between bits read and bits written 


1: read/write conflict; read must get either old or new value 

2: stores must be performed in sequence; each store must obtain the old 
(overwritten) value so that its reference: count can be:decremented. 

3, 4: the operations write disjoint bits; synchronization is. needed only if the 
writes are implemented as updates, CB be meas a whole word to write a 

; sirigle bit 

5: update conflict; both Operations write a new value based on the old value; 

Sperations must be performed i in sequence 


operations that modify parts of the header word. These conflicts can be 
eliminated by providing atomic page operations to perform the appropriate 
manipulations on the header word (element 0 of the page). 


- 128 - 

' What we have just done is to push all.of the vector synchronization 
problems onto the page module, which now must support a number of atomic 
operations of its own. As a result, we eliminate the need to have any explicit 
synchronization in the vector module itself. While adding reference count and 
mark bit operations to the page module is somewhat distasteful, the elimination 
of a second level of synchronization simplifies the design considerably. As an 
aside, although we will name these new page operations. after their vector 
counterparts (i.e., incrrc, decr.rc, mark, and~ unmark),. their actual 
specification would not be in terms of reference couats and mark bits (since 
pages don’t have reference counts or mark bits), but in terme of manipulating the 
contents of the bstring object . that is the contents. of element O (the vector 
header word). 


8.3 Vector Module Design — 


A block diagram of the vector. module is shown if Figure 21. The 
connection to the ‘Processing module consists of a number of bidirectional ports, 
one for each instruction processor and one for the control processor. Each 
processor sends requests to the vector module and ‘receives replies via its 
associated port. . The requests. seat to the weetor :module. correspond to 
invocations of the external vector operations. A procestor sends a ‘single request 
at a time, always waiting for the reply before sending another request, (The 
rationale for this arrangement is presented i in’ ‘Section 44)" 

On the other side are a number of bidirectional ports connecting the. vector 
module to the page module. These ports are used by the vector module to send 
requests to the page module and receive the corresponding replies. Again, each 
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Figure 21. Vector module block diagram. 


oa signal 
. Reclamation 
F Processor 
[etrtecan }—} 
© 
ao ; , “Oo 
6 Ci] 
§ ; x 
w signal ; a 
on 4 
H ° e s a 
re) 
F ; 
RC Processor 


port supports only one outstanding request at a time. Thus, the number of ports 
corresponds to the maximum number of concurrent requests being processed by 
the page module. 

The vector module itself consists of a number of vector processors, plus a 
reclamation processor. Each vector processor listens to a single input port. Its 
function is to perform each incoming request by submitting one or more requests 
to the page module through its output port. The function of the reclamation 
processor is to process the GQs and to perform garbage collection. These two 


activities are never performed at the same time. 
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Associated with each vector processor: is a seference-count processor, whose 
function is to perform any reference count _ Operations resulting from the 
processing of vector operations. Fach ‘pference gount processor has its own port 


to the page module, allowing it to. erforut, page operations in parallel with the 


vector processor. This conuitiengy: is ‘important, as the execution of a store 
request may generate reference count operations on two other vectors (the vector 
whose reference is being stored and the vector “whose reference is overwritten). 
There is no. need to hold up. the. reply to, the’ original. request. while. waiting for 
the reference count operations to be performed (which might involve waiting for 
the affected vectors to be swapped into primary. storage). The page modyle can 
be designed to always select a request from a vector processor before selecting a 
request from the corresponding reference count processor, if both ports contain 
requests. The idea is to minimize oe danveterenee ‘with vector operations caused 
by reference count operations. _ ie = 

The reference count processor | contains an ; a internal queue to » hold reference 
count operations waiting to be. performed. Note ‘that because the reference count 
operations resulting from a store ‘operation are not performed as part of a single, 
atomic operation, reference count operations generated by different vector 
processors canbe performed out of order: Ax désétibed in Section’ 6.7, reference’ 
count-operations in our system donot have to’be petférnied in the igre coer | as 
the eenerarng Store operations. | 

~ In: addition, each teférence count processor ‘maititaing its own queue of GQ 
entries.. As described in Section’ 6.7; ‘only the total’ “nimber of GO entries for 
each object is’ important, not the ordér’in whith the entries are processed. Thus, 
each reference count processor can collect GO ‘entries on its own ‘sepafate queue. 
At the end of the GQ cycle, aff ‘of ‘the separate queues can ‘be passed to the 
reclamation processor to be processed ‘together’ Having a separate GQ for each 
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vector processor rather than a single GQ for all-vector processors eliminates the 
need to synchronize access to a shared database arid allows: GQ operations from 
different vector processors to be crea coneurreatly (to the extent permitted 
by the page module).- 

The various GQs will be implemented as lists of pages, linked together by 
their first elements. The queue entries. will simply be vector references, note, 
however, that these references aré not counted ‘in the reference counts! Unused 
elements in these pages can be initialized to some distinguished undefined value. 
A reference count processor will obtain new quéué pagés from the page module 
as needed and chain them into the list. Using ‘shared memory to implement the 
GQs eliminates the need to have a separate intermodule communication 
mechanism. ye 

The decision to begin a new GQ cycle is made by the reclamation 
processor. A new GQ tycle cannot begin -watil the previous GQ° ‘has’ been 
processed by the reclamation processor. The réciamation processor will begin a . 
new GQ cycle sometime after it finishes processing the previous: GQ. 

The procedure for establishing quiescence and-beginning a new GQ cycle is 
as follows: The reclamation processor ‘notifies: ‘the: control processor of its 
comtrol line, labeled 
"signal" in Figure 21. Upon receipt of this signal, the control processor will cause 


intention: to establish quiescence via a special asynchronous 


all references in the processing module to be stored in the memory module. 
After all the references have been stored and replies ‘have been ‘received for all 
requests sent to the memory module, the. control,.processor will notify the the 
reclamation processor that it is done via the. same control line. At. this point, no 
more operation requests will be received by.the vector. processors. 
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The reclamation processor. thea notifies the - vector. processors that 
quiescence is being established, using another asynchronous control line. After 
pending. requests have been fully processed (including all reference count 
operations) and replies have been received for all requests sent: to the page 
module, each vector processor will notify the reclamation processor by storing a 
reference to its GQ (a reference to the first. page in the list) in a special GQ 
table. page (GQTP). The elements of the GQTP are:.initially set to some 
distinguished undefined value. The reclamation processor can determine that the 
vector processors are ready by waiting for. them to stoge GQ: references in the 
GQTP. (The reclamation processor is busy-waiting, which seems acceptable in 
this situation.) . ue 
| After all activity ceases in the vector processors and the reference count 
processors, the: reclamation processor can obtain. the various GQs and begin to 
process them. The. reclamation processor must wait until ali activity. ceases to. be 
sure that the GQs have reached their final states. After the reclamation 
processor obtains the GQs, it can reset the GQTP: elements to. undefined. It can 
then notify the control processor to resume. operation, using the asyachronous 
control line. .Each vector processor, when it receives its next request from the 
processing module, will allocate a new GQ in which subsequent GQ entries will 
be stored. 


8.4 Page Module Specification 
The function of the page module is to implement a number of ‘primitive - 


operations. The page module receives requests from the vector module on a 
number of bidirectional ports. Each request corresponds to an invocation of one 
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of the page operations. For most requests, the page module will eventually 
deliver a reply to the corresponding port. No additional requests can be 
submitted on that port until that reply has been delivered. 

The page operations are listed in Figure 22. Most of these operations have 
an obvious correspondence with the vector operations previously described. One 
difference is that page sizes will be identified by size numbers (zone numbers) 
rather than the actual size. Two new operations are sweep_reset and sweep_next. 
These operations are used by the reclamation processor to perform the sweep 
phase of the garbage collection. The sweep_reset operation is used to reset an 
internal counter in the page module at the beginning of the sweep. Then, 
sweep_next is called repeatedly; on each call it returns a reference to the "next" 
page in the virtual memory. (The order can be chosen to optimize the 
performance of the sweep phase.) Both allocated and free pages will be returned. 
The reclamation processor can determine whether a page is allocated or free by . 
examining the first element of the page; we assume that header words and free 
list pointers can be distinguished from each other and from anything else using 
some type code bits. | 

All of the page operations are atomic. Any set of page operations 
processed concurrently by the page module must produce a result equivalent to 
performing the operations in some order. 

Not all possible sequences of page operations are valid. In particular, once 
a given page "object" has been deallocated, it is improper to perform additional 
operations on it. Of course, eventually the same page "object" will be 
reallocated, after which time operations on that page may again legally be 
performed. Because the page module cannot check the intent of a request (was 
it intended to be performed on the "current" use of a given page or one that was 


previously deallocated?), there is no way for the page module to detect all invalid 
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Figure 22. Page module operations. 


alloc = proc (size_number: bstring) returns ow) signals ania 
dealloc = proc (p: page) % No-Reply - 

equal = proc (pl, p2: page) returns (string) 

size = proc (p: page) returns (bstring) 

fetch = proc (p: page, index: bstriag) returns.(any) signals: (bounds) 

store = proc (p: page, index: bstring, element: any) signals (bounds) 
incr_re = proc (p: page) returns (bétting) % Returns old value of reference count 
decr_rc = proc (p: page) returns: (betring) % Returns new value of reference count 
mark = proc (p: page) . 
unmark = proc (p: page) 

touch = proc (p: page) returns (betring) 

sweep_reset = proc () pcos, 

sweep_next = proc () returns (page) signals (no_more) © 


sequences of operation requests. Instead, we must simply “require that all 
sequences of page operations be valid; where multiple operations are submitted 
‘concurrently, we must require that any ordering of those. operations be a valid: 
sequence. This requirement is simply a condition of correctness of the system; if 
this requirement is not satisfied, the system cannot be considered correct. 

There is really only one new restriction imposed by this requirement: No 
page may be deallocated if there are pending operations: on that page. (The 
touch operation is the only operation that may initiate a swapin without waiting 
for it to complete. For convenience, we will consider a “touch operation to be 
pending until some other operation e. 8 fetch) is performed on the page.) This 
restriction is interesting because it means that the page module does not have to 
be prepared for conflicts between deallocation and ‘other operations; it does not 
have to worry about someone deallocating a page while ‘it is being swapped in. 
The restriction is easy to satisfy: Only ‘the ‘reclamation ‘processor performs 
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deallocation; it does so only when the page is inaccessible to all other modules. 


Thus, there should be no possibility of concurrent operations on a page being 
deallocated. 


_ 8.5 Page Module Design 


_ This section describes the design of the page module. We begin by 
presenting a block diagram and describing the functions of the various ‘internal 
modules. Next, we describe the operation’ of the-page module by considering how 
it processes the various kinds of input requests. Finally, we discuss a number of- 
specific issues, including page replacement, synehronization, and flow control. — 


8.5.1 Page Module Organization 


A block diagram of the page module i is presented in 1 Figure 23. The page 
module consists of a number of modules that communicate via messages sent over — 
unidirectional or bidirectional channels. ‘The primary storage module and the 


Figure 23. Page module block diagram. 


To Vector Modsle 
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page map both behave as subroutines: a request is accepted and a reply is quickly 
returned over the same channel. Ottier modules have separate input and output 
ports and use a continuation model of communication [17]. In this model, each 
message (implicitly or explicitly) carries with it an indication of where the result 
of the operation is to be sent and what is to be done thereafter. For example, 
when the storage processor .sends.a request to the secondary storage module, it 
does. not wait for a reply. Instead, when the.secondary storage module finishes 
processing the request, it will send another message.-to--the storage processor. 
This message will be treated as a new. request. by the storage processor; the 
message will. contain all the information aeeded to insteuct the storage. processor 
about what to do with the message. . 

The continuation model of communication is ‘especially suitable for 
implementing concurrent operations in hardware systems without a _Blobal state. 
It removes the need for a calling module (82 the storage processor) to maintain 
information about the state of the transaction after sending a Fequest to a called 
module (the secondary storage module). ‘Tt removes. the ‘need for. the calling 
module to match that state information with the reply when the teply i is received 
from the called module. Instead, the state of ‘the transaction is “passed with the 
request message? to the: talled module. and. passed,.back in the reply to the calling 
module. It might seem that this method of communication is less structured "than 
the strict procedure call/multiple process model, “since: the, calling imodule is 
dependent upon the called module to correctly pas “throygh. the state 
information. However; the hierarchicat structure of the system. is ‘hat damaged: 
the calling module is always. dependent upos the called module (e.g., to 


terminate!); there is 5 still no ey “the ‘cgtied, module upon : ‘the calling 
module. 
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8.5.2 Module Functions 


In this section, we will briefly describe the functions of each of the internal 
modules of the page module. The MUX module. arbitrates: requests arriving on 
the input ports. Whenever the page handler is. ready. to receive a new request, 
the MUX will select a waiting request from one of the input-ports. Each request 
will include a port identification (supplied by the originating module), which will 
later be used to address the reply to. the proper input port. 

Replies may. be generated by. either the page handler. or the storage 
processor. Each reply contains a port address. When -either of these modules 
sends a.reply message.to. the MUX, .the message will. be delivered. to the. specified 
port. Because each port may submit only one. request at a time, the designated 
port. will always be ready to receive the. reply. message. - 


There is one additional input to the MUX, which is connected to an output 
port of the storage processor. This channel.is. used -by.the storage processor to 
send messages.to the page handler. It should: have .a..higher.-priority. than the 
input ports. The MUX thus serves as the only. arbiter of incoming messages to. 
the page handler. . 

The page handler processes input requests. dn sequence. It has exclusive 
access to the page map, which it uses to determine the.primary. storage addresses. 
of pages being operated upon. In most. cases, .the..page handler can. quickly 
process a request and send a reply back through the MUX. For. slow. operations, 
such as alloc and. dealloc, the page handlec.will.pass the request to the storage 
processor for handling. . eee 

If an operation is performed on..a page that is not. ia primary. storage, the 
page handler will queue the operation on an internal request queue (RQ) and 


send a swap_in request to the storage processor. When the swapin has 
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completed, the storage processor will notify the page handler and the page 
handler can perform the queued requests for that page. Queuing requests on the 
RQ is contrary to the continuation’ model described in the previous section. 
However, the alternative of sending the request along with the -seap_in request to 
the storage processor is unacceptable, since additional’ requests received by the 
page handler a telah a sa Swap_in requests to be 
sent to the storage processor. 

The primary function of the storage processor is to perform primary storage 
allocation and deallocation. In this capacity, the storage processor also serves to 
invitiate page replacement when the amount of free primary storage becomes too 
low. In addition, the storage: processor serves to direct traffic between the page 
handler and the secondary storage module. Finally, the storage processor 
maintains the counters needed to implement the sweep_reset and the sweep_next 
operations. 

The page map maintains a mapping between the secondary storage address 
and the primary storage-nddress of each page in primary storage. As discussed in 
Chapter 5, the page map is organized as a large set associative memory (SAM), 
along with a small, fast translation lookaside buffer (TLB). The TLB wilt use 
store eee en ere eee ee ee 
entry can simply be discarded. 

“The secondary storage module performs secondary storage allocation and 
data transfers between primary and secondary storage. It processes requests 
submitted by the storage processor and sends replies back to the storage 
processor. It is assumed to be capable of performing a number of operations in 
parallel to reduce the average secondary storage access time. 
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The primary storage module is a conventional addressable. memory 
supporting read and write operations. Requests are submitted by the page 
handler, the storage processor, and. the secondary storage module. 


8.5.3 Page Module Operation 


In this section, we informally describe the ‘operation of the page module as 
it performs each of the various page operations. A more complete, although still 
informal, description of the operas of the various ‘modules i is oe in Appendix 
Il. 

All of the operations fetch, store, incr_re, decr_ rey mark, and unmark are 
processed in basically the same way. For example, when the page handler 
receives a fetch request, it will first look up the page in ‘the page map. If there 
is no entry for the page, then the page must be swapped in. The page handler 
will enter a new entry in the page map. This entry will indicate that the page is 
being swapped in, to prevent subsequent requests for the same page ‘that arrive 
before the swapin completes from initiating a second swapin. ‘The page handler 
will also send a swap_in request to the storage Processor, asking that the page be 
swapped in. In addition, the page handler will queue the original request on the 
RQ, to be processed again after the page is swapped in. (If the RQ is full, the 
page handler can reject the request by sending a rejection reply message to the 
requesting module, informing it that the request ‘should be resubmitted at a later 
time. ) 

If there is an entry for the page, but it indicates that a swapin is in 
progress, then the request is simply queued on the RQ. Otherwise, the page 
handler obtains the primary storage address of the page from the page map entry, 
performs the fefch operation, and sends the result back to the requesting module. 
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When the storage processor. receives a swap_int request,.it first. sends a 
message to the secondary storage module to find out what-the size: of the page is. 
(Recall that the size of a. page can be determined. by its secondary storage 
address, using a table that maps block addresses to zone numbers.) When the 
reply is received, the storage processor then allocates a ‘primary storage page of 
the desired size and sends a swap_in fequest_ to the secondary storage module. 
The secondary storage module will transfer the page. and send a swap_in_done 
message to the storage processor, which forwards it to the page handler. The 
page handler updates the page map entry to include the primary storage address 
and then performs. any queued requests. for. that page. 

There is one additional complexity in this description. Whenever a new 
entry is added to the page map, it is possible that the corresponding set of the set 
associative memory will be full, in which case an existing. entry in that set must 
be pushed out of the associative memory (and | out of primary storage). (For 
synchronization reasons, we require that entries for pages. in transit not be ‘forced 
out of the page map. Should the set be full of in-transit entries, which is 
unlikely, the original request must be rejected. The requesting module would 
then have to ‘resubmit the equest at a later time.) Whenever an entry is forced 
out of the: _page map, the page handler will send, the ‘page map entry to the 
storage processor in a swap_out request. 

Pages must also occasionally be removed from primary storage to ‘make 
room for other pages to be swapped into primary storage. The ‘decision, to ; 
remove a page from primary storage is made by the storage processor, as will be 


“332 f. 
ae 


described in the next section. ‘The storage processor sends a remove request to 
the page handler, which removes the ‘Page from the Page map and sends the page 
map entry in a swap_out request back to the storage processor. 


- 141 - 


Upon receipt of a swap_out request, the storage processor first checks the 
attached page map entry to see if the primary storage copy of the page has been 
modified. If not, all that needs to be done is to deallocate the primary storage 
page. Otherwise, the primary storage page must be written to secondary storage. 
In this case, the storage processor forwards the swap_ouf request to the 
secondary storage module. The secondary storage module will write out the page 
and then send a swap_out_done message back to the storage processor. The 
storage processor will then deallocate the primary storage page. 

When an alloc request is received by the page handler, it simply passes that 
request to the storage processor. The storage processor in turn passes the request 
to the secondary storage module. The secondary storage module will allocate a 
secondary storage page and pass its address back to the storage processor. Upon 
receipt of this message, the storage processor will allocate a primary storage page, 
initialize it, and send both the primary and secondary storage addresses to the 
page handler. The page handler will enter this information in the page map and | 
send the secondary storage address back to the requesting module. 

When a dealloc request is received by the page handler, it looks up. the 
_ page in the page map. If there is an entry, it is removed, and the primary 
storage address is sent along with the secondary storage address to the storage 
processor. Otherwise, only the secondary storage address is sent. The storage 
processor will pass the dealloc message to the secondary storage module, which 
will deallocate the secondary storage page. (No reply is returned to the storage 
processor.) At the same time, the storage processor will deallocate the primary 
storage page, if any. No reply is returned to the page handler or the requesting 


module. 
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The equal operation is handied solely by the page handler, as all that is 
involved is comparing the two references. The size operation, on the other hand, 
is. passed via the storage-processor to the secondary ‘storage module, which 
determines the page size using its block map. The. reply’ is sent via y ersten 
processor to the requesting module. 

The fouch operation is handied similarly to the fetch operation, except 
that if a swap-in is required, no request is queued: In- all ‘Gases, an immediate 
reply is sent indicating whether or not ‘the page’is in primary storage. : 

Both the sweep_reset and seep_next operations aré passed directly to the 
storage processor, which replies nes to the eae — 


8.5.4 Page Replacement 


The function of page replacement is to select pages to be removed from 
primary storage to make Toom for other pages to be brought into primary. 
storage. In this section we “present a simple page. replacement method that is 
easily implemented. . 

As described above, when a set of the | set associative memory y (SAM) 
becomes full and a new entry must be added to the ‘set, some existing entry in 
_ that set must be forced ‘out of the page map. Thus, the set associative memory 
requires a replacement algorithm of its own. The Jeast recently sed (LRU) 
algorithm i is a likely choice for the set associative memory replacement algorithm, 
because it is easily implemented and gives ood, performance. 4 

LRU replacement can be implemented as follows: Each entry in the SAM 
can contain the stack position of the entry in the LRU stack [26]. When a page 
is accessed, the stack positions of the entries in the set are adjusted so that the 
accessed page has stack position 1 (the top of the stack), and all entries 
previously higher in the stack than the accessed page are moved down one (their 
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stack positions are increased by one). All of these. operations are performed in 
parallel. To find the least recently used entry, one simply. searches for an entry 
whose stack position equals the number of entries in the set. (If the least 
recently used entry were marked -as in-transit, then the next least. recently:-ased 
entry would have to be found, ete. It isunlikely, although: not impossible, for alli 
the other entries in the set to have been accessed between the time that a swapin 
was initiated and the time the swapin completes.) 

Our simple page replacement algorithm is. based on that implemented by 
the set associative memory. Whenever we wish to select a page for replacement, 
we choose a particular set (e.g, by keeping a counter that.cycles through all set 
numbers) and then force the least recently. used not-in-transit member of that set 
(if any) out of the associative memory (and: therefore, out-of primary storage). 
The only difference between this. action. and.the normal LRU action of the set 
associative memory -is that in this case the set.may not be full:(although it is 
likely to -be nearly full). Thus, the least recently used entry may be empty, | 
forcing the. search to continue with the next least. recently used -entry, as 
described above. Page replacement-contiaues as long as. the. amount of available 
primary storage is below some desired level. 

The decision to cause a-page to be removed from primary storage is made 
by the storage processor, which is in charge of primary storage allocation. The 
storage processor will send a remove message. coataining the selected set number 
to the page handler. Upon receipt. of. the: renteve:request, the page handler will 
request the page map to remove the least recently used not ia-transit page in: the 
specified set. The page handler then sends a swap_out message to the storage 


processor. 
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Our page replacement algorithm is an approximation of the LRU algorithm. 
It differs from the LRU algorithm only in the relative ordering of pages in 
different sets of the SAM. ‘The obvious disadvantage of ‘an LRU page 
replacement algorithm in our system is that the sizes of:pages.are not taken into 
account.. Suppose a free primary storage: page of a particular size is needed. Our 
algorithm may remove a number of. pages ‘of. other sizes before a page of the 
desired size is removed. These unnecessary page removals could later result in 
extra secondary storage accesses. On the other hand, ifthe ‘block allocation 
scheme described ia Section 7.3 is used for primary storage allocation, then’ it 
may occasionally be desirable to remove particular. pages of other sizes to create 
empty blocks that can be reassigned to the desired ‘zone. Thus, while- the 
proposed page replacement method will work, it is clearly not optimal. — 

We have not attempted to find the optimal page-replacement algorithm for 
our system. However, it should be noted that cleverer scheines may require 
additional hardware or may take more time to perform. For example, the ability 
to remove a "not recently used" page of a: particalar size probably requires that 
each page map entry contain the zone number of the page. The ability to 
remove specific pages to create free blocks réquires: the ability to-find the page 
map entry of a page given its primary storage address, which. probably requires 
an additional data base mapping primary storage addresses’ to secondary storage 
addresses. When evaluating other page replacement: algorithms, the cost of 
implementation must be balanced — the assumed benefit of a reduced 
secondary storage access rate. 
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8.5.5 Synchronization 


The simplest method for implementing atomic operations is to have all 
operations performed by a single module that performs only one operation at a 
time, in sequence, We have tried to use this method. to the. greatest. extent 
possible. The page handler does process only one request at a time. In most 
cases it will completely process the request ‘and send a reply to the requesting 
module before reading the next request. Using this method, there is only one 
point of synchronization, the MUX. Because the page handler has exclusive 
access to the page map, no synchronization is needed to control access to the 
page map. 

Unfortunately, strictly following a one request at a time discipline would 
lead to poor performance. Therefore, some concurrency is allowed. - Allocation 
and deallocation are performed concurrently with, other gperations. . Swapins and 
swapouts are. performed concurrently with other operations. These concurrent © 
Operations require additional synchronization. 

The various allocation data bases, are synchronized. by making them private 
resources of specific modules. The storage processor has exclusive access to the 
primary storage allocation data base; the secondary Storage module has exclusive 
access to the ‘secondary Storage allocation. data base. Each module. can ensure 
consistent access to its.own data base. Sys 2 

Other Synchronization problems involve the snotination of swapins and 
swapouts with other activities. Swapins are coordinated .with other events. using 
the traditional device of .an in-transit page map entry... When a swapin is. first 
requested, an entry is added to the page map. indicating that the page is in 
transit. This entry is later modified when the swapin completes. Input requests 


arriving in the meantime can tell from the in-transit entry that a swapin is in 
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progress and avoid starting a second swapin. Replace requests similarly will avoid 
selecting this page to be swapped out. Because each of these state changes are 
Performed ss atomic operations by the page handler, so race conditions are 
possible. . 
The pynchrontentina of swapouts is a bit more difficult. There are two 
problems that must be avoided: First, if a swapout is immediately followed by a 
swapin, the swapin must not read the old’ secondary storage copy of the page. 
Second, if a swapout is immediately followed by a deallocation, then the swapout 
and the deaflocation must not interfere. One podsible solution to these problems 
is to use state information in the page map, ss was dose to coordinate swapins. 
However, this solution is not acceptable. When a swapin is requested, a new 
entry must be added to the page map. Adding this new entry may force out an 
old entry, initiating a swapout. If the old entry ‘had to stay in the page map 
until the swapout were completed, then the’ swapin could not begin until the 
swapout had finished. Meanwhile, the page andie: r would 1 not ‘be able to process 
any new requests. | 

While various methods could be used to make this solution work, there is a 
‘better solution. The interference between swapouts. and other events can be 
eliminated simply by ensuring ‘that all secondary storage transfers for a given 
secondary storage page are performed in the order that they were initiated by the 
page handler. For example, we know that the page handlér will not generate a 
swapout ‘until after the previous swapin has Uothpleted. “We know that the page 
handler will not generate another‘ swapin until after’ it has’ sent out the swapout 
request. If the secondary ‘storage transfers implied “by these requests are 
cae Se a : 
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Similarly, we know that after the page handler generates a dealloc request 
for a page, no further requests will be generated for that page until after the 
page is reallocated. Thus, any. swap_out request. must. have been issued before 
the: dealloc request. If the. secondary: storage. transfers corresponding to the 
swap_out, dealloc, and alloc requests are performed in that order, then first the 
page will be written by the swap:ou/, then it will be written by the dealloc 
(which writes the old. free pointer in the: first element: of the page), and finally it 
will be read by the alloc (which reads the free.pointer). It is possible that the 
primary storage page may be deallocated -before. the. swap_out is completed, in 
which case the swap_out transfer will write: gasbage- inte: the secondary storage 
page. However, the immediately following deatlec transfer will write meaningful 
data. Pts ; . 


8.5.6 Flow Control 


The page module consists of a number of modules that send messages to 
each other. Most of these modules can handle a number of concurrent requests. 
However, each module can store only-a limited number of ‘messages at any one 
time. Should this limit be reached, it could ‘not accept further input messages 
until the processing of some of the stored message had béen completed. 

If a module R is not accepting input messages, then another module S that 
wants to send a message to R would not be able to. It must either hang until R 
is ready ‘to accept the message (until which time S will not accept additional 
messages), or it must queue messages for R internally until R is ready to accept 
them. If S queues messages for R, it can eventually run out of internal storage, 


in which case it again must stop accepting new input messages. 


- 148 - 


Thus we see that if ane module stops accepting ‘messages, another module 
that sends messages to it may also be:forced to stop. accepting messages as a 
direct: result. If the system contains directed ‘¢ycles, thes.deadlock may result, as 
all i ea a a al 
messages. 

In our design, there are three directed cycles (not counting the 
subroutine-like connections to the page map and the primary storage module). 
We must check each of these cycles to be sure that deadlock: can be avoided. 

One cycle (actually a set of cycles) consists of an imput port (connected to. 
a processor in the vector module) and: the ‘page ‘handler, {In some cases, the 
storage processor is also involved.). This ‘cycle is. no::problem because each 
requesting processor can submit only one request at a time on a given port. For 
those requests that generate replies (all generate replies except dealloc), the 
requesting processor is required to wait for the reply before ‘sending ‘another 
request on that port. We are thus guaranteed that any reply sent to pion 
port will be accepted. 

Another cycle consists of the ssoege (processor and the iacoadans sipcag 
module. All messages sent from the secondary storage module to the storage 
processor are in response to messages.sent from the storage processor to the. 
secondary storage module. Therefore, the storage processor can..predict the 
amount of storage needed to store anticipated replies from. the secondary starage. 
module. It can avoid sending a message to the secondary storage. module unless. 
storage has been reserved for the reply. This requirement can be reflected. to the 
input from the page handler: the storage processor can refuse to accept messages 
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from the page handler unless it.can reserve enough space to completely process 
the request, including storage to hold any replies to requests sent to the 
secondary storage module. . . 

The third cycle is the. most complex,. It consists of the page handler and 
the storage processor. Most of the,interactions.between the page handler and the 
storage processor are initiated by. the.page handler...The swap.out and dealloe 
requests generate no replies by the.storage processor. The g/loc and swap_in 
requests eventually cause reply messages to be sent from the storage processor to 
the page handler. Other. requests generate. replies from the storage processor 
directly to the requesting input port. 

_ The storage processor initiates only one. kind of interaction with the page 
handler, using .the remove request. The. page. handler replies with.a swap_out 
request. This. message Sequence. is used to cause pages. to be swapped aut. to 
make room in primary storage for other pages. It may be necessary to swap out 
a number of pages before. the storage processor.can satisfy. a/lec or swap.in | 
requests. | en4 Ca TS 

To avoid. deadlock, we. must ensure that if the storage processor ever stops 
accepting messages from the page handler, then thege is at least one request being 
processed by the storage processor whose processing ¢an,.be fully completed 
without requiring the page handler to accept additional messages. When this 
message is fully. processed, storage will. be made available to allow a new message 
to be accepted by the storage processor. (For simplicity,.we assume that all 
messages require an equal amount of internal storage.) By. our. assumption, this 
new message also can be fully processed without: requiring. the page. handler. to 


accept additional messages. Included in this set of messages are replies to 
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previous requests from the storage processor to the page handler; such reply 
messages allow pending requests to be completed by the storage processor, thus 
reducing the number of requests pending in the storage processor. 

This requirement has two implications: “One implication is that the storage 
processor must be able to process other requests at the same time it is attempting 
to send a message to an unresponsive page handler. A  multi-process : storage 
processor is thus necessary, as is the separate storage processor port for sending 
messages to the page handler. (Note, however, that this multi-process 
implementation must not reorder requests on their way ‘tO the feces asi 
module!) 

The second implication is that the number of concurrent requests that may 
| require the storage processor to send a message to the page handler must ‘be. 
bounded. The requests that requite messages to be sent from the storage 
processor to the page handler are alloc and swap_in. Both messages require a 
reply to be sent-from the storage processor to the page handler; both may tee 
remove requests to be sent to the page handler. 

The number of concurrent alffoc requests is bounded by the number of 
input ports, which are the ultimate source of the requests. Swap_in requests, 
however, are not bounded by the numberof input ports,-as a sequence of input: 
touch requests could generate virtually an unlimited’ number of concurrent 
Swap_in requests. To control the number of swap_in requests we must limit the 
number of touch requests that can be submitted before performing a real 
operation on a touched page (which would force the requestor to wait until the 
page had been swapped in). The fowch operation is used only by the garbage 
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collector; there is at most one pending swapin per garbage collector "process" (see 
Figure 15). Thus, by restricting the number ‘of ‘garbage: collector processes, we 
can limit the number of concurrent requests produced. by: fouch operations. ie 

In summary, the aumber of concurrent. alloc’ and’ swap_in requests is 
bounded by the number of ‘input: ports plus the: number of garbage collector 
processes. These numbers can be fixed (maximum values’ chosen) by the system 
designer. Avoiding deadlock is thus simply -w-matter of providing. enough storage 
in the storage processor to allow the maximum: aumberof such requests to be 
processed concurrently, plus room: for at least one: other:request. (For safety, the 
page handler can keep a-couat of: the ‘number: of Jallec:-and..swap_in requests 
being processed by the storage processor. It can reject input messages: if the 
count gets too high.) te RA ee a 


8.6 Improvements _ 


A number of improvements can be made to the design presented in this 
chapter to increase the performance of the system. In particular, there are a 
number of ways that the system can be "tuned" to provide greater throughput 
and to balance the capacities of the various parts of the system. For example, 
because all requests pass through the page handler, it is likely that the page 
handler would be a bottleneck, limiting the throughput of the memory module. 
However, the throughput of the memory module can be increased simply by 
providing more than one page handler (each with its own associated page map). 
The technique is similar to conventional interleaving. The virtual address space is 
divided into two or more subspaces, probably based on the same hashing function 
used to compute the SAM set numbers. Each page handler handles pages in one 
of the subspaces. Page operations directed at a particular page will be sent to 


the corresponding page handler; alloc requests can be sent to any page handler, 
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as- they. are simply passed to the (single) storage processor. To achieve the 
maximum. performance improvement, the primary. storage module should probably 
also be interleaved in the conventional sense to provide sufficient throughput for 
multiple page haadlers. It is also fairly easy to. provide multiple secondary 
storage modules if greater secondary storage bandwidth is needed. - 

Another plausible improvement would be ‘to cache the. first elements of 
pages in the TLB. The first elements.of most pages are vector header words. 
These elements are: accessed frequently to perform bounds checking and update 
reference counts. One could alse provide additional. page module ports for use by 
the reclamation processor, so that: it-could: perform:.a number: of reference count 
operations in parallel. . 

In summary, the design is quite flexible in terms of permitting: Ss gatmeats 
to achieve better, more balanced performance. Exactly what changes should be 
made would best be determined .after simulation studiég or perhaps the 
construction and measurement of a prototype. | 
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9. Conclusions 


This thesis has presented the design of a computer system that directly 
supports an object-oriented machine language. The machine provides a single, 
large universe of objects shared by multiple processes. | | | 

The universe of objects is implemented using. a multi-level memory system. 
Each object is represented by a single “page's. the system supports a number of 
different page sizes. Objects (pages) are identified by. their secondary storage 
addresses and are transferred individually between ‘primary and secondary storage. 
A large set associative memory maps from the secondary storage addresses of 
objects in primary storage to their primary storage addresses. Storage is allocated 
from a number of zones; each zone provides pages of a single size and contains 
its own list of free pages. Physical storage is divided into fixed-size blocks; each 
block is (statically or dynamically) assigned toa single zone. Automatic storage 
reclamation is implemented using queued reference counts and occasional garbage ; 
collection. 

An implementation of the system was "described in | terms of a number of 
specialized processor modules communicating via messages. Multiple processors 
are used to improve performance and to achieve a more modular system 


structure. 
9.1 Evaluation 


The major contribution of this thesis is a.new design for a.computer system 
that supports a single, large address space of objects. The proposed design has a 
number of advantages, and some disadvantages,:in comparison with other designs 
providing similar capabilities: | 
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The first advantage is that the machine supports a uniform address space. 
There is no concept of "areas" or other groups of objects needed to allow 
adequate performance. While we do not claim that object grouping is inherently 
evil, or that it could never be useful, any system that requires programmers or 
users to think about grouping objects will be more complex and more diffi cult to 
use than one that doesn’t. The corresponding disadvantage of our design is that 
its performance is more severely limited by the secondary storage access time. 
While it is difficult to predict how short the access time must be (among other 
things, it depends upon how the system is used), it is ‘clear that a system ‘that . 
swaps groups of objects ¢ can achieve better Reefs with slower secondary 
storage ‘devices. 

Another advantage of the proposed design is that it performs incremental 
automatic ‘storage ‘reclamation, using reference counts. ‘Storage reclamation is 
performed continuously, without requiring ‘frequent or ‘unpredictable interruptions 
of service. However, periodic garbage collection’ is ‘still required, which (in our 
proposal) requires the the system be stopped for short periods of time at 
scheduled intervals. “A disadvantage of our “design is that the need for garbage 
collection | depends upon program behavior (the rate of generation of cyclic 
garbage). 

Another advantage is that (we believe) the proposed design is anki of 
good performance. The virtual memory mapping is performed efficiently by a 
hardware set associative memory. We have shown how a large set associative 
memory can be constructed ‘using a’ minimal: amount of special-purpose hardware. 
In the proposed. design; memory managentent activities, such as allocation and: 
swapping, are performed: concurresitly with other operations. “The secondary 
storage allocation algorithm limits the number of neoded: secondary storage 
accesses to at most one per allocation and deallocation; many of these accesses 
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are easily eliminated by maintaining portions:of the free lists in fast storage. The 
use of queued reference counts reduces the time overhead of automatic storage 
reclamation and allows most reclamation processing to be performed concurrently 
with normal operations. References are compact, e.g., 32 bits. 

A disadvantage of using.a set associative page map is that restrictions are 
placed on the possible collections of objects. ‘that can simultaneously reside in 
primary storage. On average, these restrictions will have lite effect; however, 
the potential exists for degradation of paging performance. | 

Another advantage of the design is that it can be used in a multiprocessor 
configuration (multiple IPs).- The ability to use multiple processors allows the 
processing power of the system to be adjusted over a wider range to support the 
computations performed on the data stored-in the virtual memory. The design is 
flexible in that the machine can be configured (by the duplication. of various 
modules) to provide greater throughput and to balance the throughputs of the 
various Components. | 

Finally, and significantly, although -multiple processors are being used and 
automatic storage reclamation is being performed in parallel with normal 
computation, the basic concepts of the system are relatively simple. Using 
queued reference counts, the set of events that cause reference count operations 
is small, well-defined, and localized to the memory module. The notion of 
quiescence is easy to understand and verification of its correct implementation 
should be straightforward. Furthermore, the reference count implementation 
avoids many synchronization problems. 

Three disadvantages of the proposed design have already been mentioned: 
the need for fast-access secondary storage devices, the need for occasional garbage 
collection, and the potential for degraded paging performance. The other 
disadvantage of the design is that it entails a higher hardware cost, compared to 
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other designs. Additional hardware. is required for the set associative memory, 
the many hardware modules (processors), and the required module 
interconnections. Other costs result from .maderutilization of primary. and 
secondary storage: _ 

_ Primary storage utilization is reduced for.a sigiber of reasons. The biggest 
factor is the set asso¢iative memory, which is in-offect-constructed out of. primary 
storage. The appropriate size of the set asseeiative memory depends: upon the 
expected average object size; the number of associative memory entries should 
approximate the expected number of. objects in primary: storage. If the average 
abject size is ten words (nine elements per vector),. then the set. associative 
memory should be one-fifth the size of the actual primary. storage (assuming ‘each 
associative memory entry occupies two words), foram overhead of 16%. If the 
average object size is only four words (three elements per vectar), the overhead is 
33%. Additional underutilization is caused by. fragmentation. Internal 
fragmentation occurs because extra storage is allocated to objects whose sizes: are 
different than any of. the supported page sizes; internal fragmentation can be 
limited to 5-15% by choosing an appropriate set of supported. page sizes. 
External fragmentation occurs because blocks of storage are dedicated to 
providing particular page sizes; the amouat of storage wasted beeause of external 
fragmentation is difficult to predict. Additional. primary storage is occupied by 
the GQs (about 6K words) and by objects.on the-GQs. wajting ‘to be reclaimed 
(15-50K words, roughly). The actual amounts depend-upen. the rate of garbage 
generation and the GQ cycle time; to some extent, one oan trade off storage for 
time by changing the GQ cycle time. 

On the other hand, there are some factors, that improve primary storage 
utilization. First, the swapping of individual objects makes more effective use of 
primary storage. Second, using reference counts, garbage will be reclaimed sooner 
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than in a system using garbage. collection (although a traditional reference count 
implementation would reclaim garbage even sooner). “Fhese: effects could cancel 
out some of the effects listed above. The main remaining factor is probably the 
set associative memory... Although: 33%  underutilizatidn of primary storage is 
probably more than in conventional systems, it is: not overwhelming. 

Reduced secondary. storage utilization is: caused. by:three factors: internal 
fragmentation, external fragmentation, and, accumulating. eyclic garbage. As in 
the case of primary storage, internal, fragmentation can be limited to the range of 
5-15% by proper selection of the supported page -sizes..- External. fragmentation 
and cyelic: garbage are more. difficult to predict, as they: are dependent upon 
program behavior. Basically, extra secondary: storage must::be provided to allow 
for changing object size distributions and.-fer: generated. cyclic. garbage. —. The 
amount of extra storage needed. depends upen: program behavior and the desired 
rate of garbage collection, but not on the total secondary. storage size. Thus, for 
large secondary storage sizes, the fraction of wasted: sterage: should be low. — . 

Another contribution of this ‘thesis is. that. it::demonstrates: how -multipie 
processors can be used to simplify the:structure and: improve the performance of. 
a system that supports. multiple processes and a large virtual memory. We use 
the term processor here to include all of the major active hardware modules, not 
just the instructionprocessors. 

The system is constructed hierarchically out of modules that perform 
well-defined functions. At the top-most level, the system is divided into two 
major modules, the processing module and the memery:-module. The processing 
module interprets procedures and. implements multiple processes. It consists of a 
number of instruction processors, which interpret procedures, plus a control 
processor, which performs scheduling and controls the multiplexing of the 
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instruction. processors. The msmory module implements. the virtual memory. 
The memory ia aaa aa racecar ‘vector 
operations. | e | 6 oe 

The si ks cae cia cael ats halk ecacae 
The vector module implements automatic storage reclamation: It consists of a 
number of vector processors, which perform vector ‘operations requested by the 
processing module, plus. associated. reference: count “procemons; which perform 
reference count operations resulting from! vecter-operations, plus a reclamation 
pracessor, which processes the GQs aad performs garbage collection. 

_ The page medule implements: the basie: virtual: (muttilevel): memory. ‘Its 
interface consists of operations of the page data type. The. page module consists. 
of the page handler, the storage processor, ‘the secondary storage module, ‘plus a 
conventional primary storage: module... The: page handler. maps page references: 
(secondary storage. addresses) to: primary ‘storage addresses ‘and initiates “swapins 
of needed pages not in primary-storage. It has exclusive ageess. to the mapping 
data base, which is: the set:-associative:-memory. The page handler receives 
requests from the vector module via a multiplexoc,. which arbitrates incoming 
requests i oem pei aera ‘which’ processes: 
requests sequentially. — 

The storage processor performs primary storage. allocation and deallocation 
at the request of the page. handler and: initiates: page. replacement.. It has 
exclusive access to the primary storage allogation’ date base. ..The secondary 
storage module performs: secondary storage allocation and. deallocation : and. 
performs. transfers between primary storage and secondary storage. It has 
exclusive access to the secondary icteric: pase. | 
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Splitting the system into modules in this manner leads. to an organization 
that is superior to conventional systems constructed out of a single general 
purpose processor (or a small number of general’ purposé processors) and a 
complex operating system kernel. The system can be understood ‘as’a collection 
of modules communicating via messages. Theinterfaces between modules are 
simple, often corresponding to operations of abstract data types. There are no 
timing constraints on the speed at which messages are transmitted or acted upon. 
Each module can be understood individually:in terms-of* its interface to the rest 
of the ‘system. Many modules encapsulate important data bases (e.g., the page 
map) and can‘ easily control and-synchronize accesses to those data bases. 

_ While this or any multiprocessor organization can be simulated using 
multiple processes on a single processor, using séparaté: hardware modules has a 
number of advantages. Fhe most ‘obvious advantage is better performance: 
multiple processors allow true concurrency, which can-increase the throughput of 
the system. ° Furthermore, any simulation of miuitiple’ processors will involve — 
overhead. In our system, the rate of interaction between-some modules is quite 
high; the overhead of simulating this behaviof: could be substantial. Another 
advantage is better isolation between modules. The only connections between 
modules are the message channels; modules can interact only in well defined ways 
via message passing. In a uniprocessor simulation, interprocess: isolation must be 
proven. Proper isolation is difficult to achieve without hardware support. Even 
with hardware support, one must: be careful to avoid interactions via the process 
scheduler. To maximize performance, uniprocessor systeins generally use multiple 
priority levels, preemption, and interrupts. In such systems, additional potential 
exists for problems of unfair scheduling and deadlock not present in our 


multiprocessor organization. 
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9.2 Further Work 


The biggest question left unanswered by this. thesis is, will it work? If the 
proposed system were constructed, would its pecformance be adequate? There 
are two methods that could be used to answer this question. One way, of course, 
is to actually construct a-system. The. other way is to use. modeling and 
simulation, to estimate the. performance of .the system. This. latter method is 
‘preferable if it can prodyce meaningful results. using less.time and resources than 
would be required to actually..construct a machiae. The difficulty is that the 
proposed system. is sufficiently. different frem .current. systems (in. particular, in 
providing a single large. virtual memory consisting of sharable small objects) that 
predictions based on data. derived from conventional -systems are likely to be 
unreliable. It is difficult te. predict how.users will see an-unconveational system 
short of giving them one and. observing .the. results. Obtaining. relevant data 
‘without building a real system would . probably require. a fairly elaborate 
simulation of the proposed architecture. 

Both of these methods represent a substantial amine and are clearly 
outside the scape of a single thesis. What we have done instead in this. thesis is 
to give plausibility arguments to show at Jeast that we are ia the right ballpark. 
Wherever possible, we have based our wartiesianiee estimates on limited data 
obtained from an existing single process, small.:address. space implementation of 
CLU and on data from related systems. We do not expect the readers to believe 
that the system will perform adequately; hewever, we do hope. to convince the 
reader that further investigation of this kiead of machine architecture would. be 
worthwhile. | 
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There are a.number of. areas where the proposed design is incomplete. For 
example, the machine language has not. been fully specified, particularly in the 
area of control structures. No provision has been made for I/O, A -number of 
issues relating. to the interface between. the machine Janguage. and user. languages 
(e.g, CLU) have not been explored, such as support for debugging and 
mechanisms for linking procedures together, . If a real _system were to be 
constructed, one would also want to consider providing more hardware support 
for specific language features, e.g., extendible arrays. | 

_ One major area that. requires. further inyestigation is the subject. ofr resource 
allocation and control. There are a number of ways. in which the gross 
performance of the system is dependent upon the behavior of individual processes. 
OF particular importance in this system are the rate of generation of cyclic 
garbage, which affects the rate at which garbage - collection is required, and the 
variability. of the distribution of object sizes, which affects the. amount of 
secondary storage fragmentation and can force the. “system to. be stopped to . 
perform compaction. Of course, as in any system,.the total storage usage -is also 
important. Thus, an individual process, by its, actions, could force the system 
into a state where new objects could not be created, thus interfering with the 
ability of other processes to execute successfully. 

In many applications, this situation. would be unacceptable. The solution 
must be some mechanism to limit the ability of an individual process (or user) to 
acquire storage resources. The mechanism must take into account secondary 
storage made unavailable by cyclic garbage or external fragmentation. ‘There are 
two reasons why resource allocation is a more difficult problem in an 
object-oriented system, as opposed to a more conventional system: One reason is 


that objects can be shared; it is difficult to assign ‘esponsibility for a shared 
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object in a fair manner. The other reason is that objects. are large in number 
and gerterally small in size. Thus, traditional aataneeal = not be acceptable 
because of excessive overhead per object.” | 
| Another area reqdiring further investigation is the issue of off-line storage, 
both for the purposes of réliability and archiving. When ‘an object is copied érito 
off-line’ storage, how much of the graph of objects accessible from that object 
should be written with it? (Suppose an object contaiiis a réference to the root of 
the file system - why not! Should the Chtire file’ systent ‘Be ‘copied onto’ off-line 
storage with it?) When the object and arly asedtisted objects afe‘read back into 
the system from off-line storage, how are the Objects: re-integrated with the 
existing collection of objects? How is sharing preserved (or is it)? | 
These problems are not unique to the proposed architecture, but are 
problems that must be faced in any object-oriented ‘system. " Moreover; these 
problems also appear in conventional systems. I's just ‘that the problems are 
more obvious and less easily solved in object oriented systems where small objects 


are directly supported and where sharing and leer Gece Snaioe are made 
explicit in the form of object references. 


93 A Perspective 


it is important to recognize the relationship between effective system design 
and the characteristics of available technology. Our design is predicated on the 
assumption that the desired virtual memory size is consistent with affordable 
amounts of storage devices that provide relatively fast access to small pieces of 
data. This situation is not true today, but will likely become true with the 
development of faster access secondary storage devices. How long this situation 
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will then persist depends upon whether _the need for larger and larger virtual 
address spaces grows faster or slower than the ability of technology to provide 
larger fast secondary storage devices. We will not attempt a prediction here. 

It is relevant to consider the relationship between this work and the 
growing popularity of "distributed computing." One likely form of a distributed 
computing system would provide separate local address spaces at each node, in 
addition to a distinct mechanism to support global addressing. We can easily 
imagine our proposed system as a node providing a moderate sized (10-100M 
word) local address space to a small group of cooperating users. We can also 
conceive of our system being used as a rather powerful personal computer. (Even 
a single user can utilize multiple concurrent processes.) While a multiprocessor 
implementation as we have proposed is currently too expensive for either of these 
uses, it seems clear that such will not always be the case. 
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Appendix I - A Possible Machine Language 


In this section we describe a very simple machine language that could be 
used to specify user defined procedures. This proposal omits a number of 
features that would be needed to support CLU, .e.g., exception handling and 
iterators. It also ignores many possibilities for optimization. 


1. Procedures 


A procedure consists of two parts. One part, the code section, consists of 
an addressable collection. of instructions. A set of. possible instructions is 
described below. The second. part, the linkage section, consists of an addressable 
collection of arbitrary references. Included. in the linkage section would be 
(references to) all literals needed by the procedure, as well as other. procedures 
invoked by the procedure. We assume that the code section and the linkage 
section are both addressed by small, nonnegative. integers. . . 


2. Procedure Activations 
A procedure activation is a collection of information that represents one 
particular invocation of a user defined procedure. The informatien.contained in 
a procedure activation includes the following: 
@ The procedure being interpreted. 
e An instruction counter. 
The instruction counter is an integer that identifies one particular 


instruction in the code section of the. procedure being interpreted. That 
instruction is the one currently being interpreted or about to be interpreted. 
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@ A stack frame. 


' The stack frame is an addressable collection of arbitrary references. It 
contains the actual arguments of the procedure invocation, local variables of 
the procedure, plus temporaries.: The stack frame is addressed by consecutive 
integers, starting with zero. Elements can ‘be added ‘or deleted from the high 
end (the sop) of the stack frame. , 


3. Instruction Set 


The following instructions are allowed as part of the code section of a user 
defined procedure. Instruction operands are: written in‘itatics.- Alf operands are 
‘small nonnegative integers; the interpretation of operands is-dependent on the 
particular instruction: We assume that ‘all ‘accesses to Code sections, linkage 
sections, and stack frames are checked for attempts to" aCKess outside the current 
bounds of the collection. 


The interpretation of instructions wrooait "equentiy titteee’ a epstific 
next instruction is eet ed by a branch instruction. 


e apply nargs 


The apply instruction causes a procedure to be invoked. The top element 
is popped off the stack frame; this object ‘must bea ‘procedure object. Nargs 
elements are removed from the top of the stack frame; these objects will be 
the actual arguments of the invocation (the fliet ‘arguiient’ls lowest on the 
stack). The specified procedure is then invoked with the specified argument 
objects (see below); when the procedure terminates, the result objects are left 
on the top of the stack frame. 


When ‘a user defined rere is invoked: ‘a new stosedure activation is 
created, including a hew stack frame,” The ‘new ‘#inck frame ié initialized to 
contain the actual arguments. Interpretation of the code section begins with 
the initial instruction. 


- 167 - 


When a primitive procedure is invoked, no procedure activation is created. 
Instead, the machine directly computes the result objects and pushes them on 
the caller's stack frame. In the case of primitive procedures, the machine also 
checks each actual argument object to make: sure-itis of the: expected type 
(one of vector, bstring, procedure, or process). *~ 


return nobjs 

The return -iastruction terminates the execution of a user defined 
procedure: Nobjs specifies the number. of return-objects, which are removed 
‘from the top of the stack frame. These-objects are pushed onto the top of 
the calling activation’s stack. frame ‘and oe of baa ealiag activation 
is resummed. 


pushstack addr 


The pushstack instruction copies a reference from the stack frame element 
specified by addr and pushes it onto the top of = stack. frame. 


pushlink addr 


The pushlink instruction copies a reference from the linkage section 
element specified by addr and pushes it onto the top of the stack frame. 


pop addr 


The pop instruction pops a reference from the top of the stack frame and 
stores it in the stack frame element specified by addr. 


branch addr 


The branch instruction causes interpretation to continue with the code 
section element specified by addr. 
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e fbranch addr 


"The fbranch instruction pops a reference from the top of the stack frame. 
_ If that ee ee 
element specified by addr. ; 


4. Notes 


A number of representation details have not: been. specified; for example: 
how procedures are represented, how -instructions“are-enceded, how procedure 
activations are represeated, and how thé procedure activations ofa single process 
(including all:-stack frames) can be implemented: using:a::single: stack object. 
These details (if done correctly) do not affect the semantics of the. machine 
language; they are invisible to the machine language program. 


5. Example Ae heim, Cane 


Figure 24. shows a factorial. procedure. veritten, in: CLU, aides swith the 
corresponding machine language program. Symbolic names have been used for 
addresses into the stack frame, control section, and Be diac ai ia. the 
traditional assembly language manner. 
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Figure 24. An example of the machine language. 


Factorial in CLU: 


fact = proc (n: int) returns (int) 

f: int := 1 

while n > 1 do 
f:=f*n 
ni=n-l 
end 

return (f) 

end fact 


Stack offsets: 


QO % the argument to fact 
1 % a local variable 


n 
ff 
Linkage section: 


one: "the integer 1" 

gt: "the procedure int$gt (greater than)" 
mul: "the procedure int$mul (multiply)" 
sub: "the procedure intSsub (subtract)" 


Code section: 


pushlink one 

Ll: pushstack n; pushlink one; pushlink gt; apply 2; foranch L2 
pushstack f; pushstack n; pushlink mul; apply 2; pop f 
pushstack n; pushlink one; pushlink sub; apply 2; pop n 
branch L1 

L2: return 1 


wiaOr 
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Appendix IT - Page Module Description. 


This appendix contains brief descriptions of the operations of three 
submodules of the page module: the page handler, the storage processor, and the 
secondary storage module. For each module, we list the possible requests that 
may be received by the module and a description of the action taken upon 
receiving that request. A message is written as command(argl,arg2,...), where 
command is the request name and argl, arg2, etc., are: message arguments. 


1. Legend 


rid = request port identification (from Vector Module) 

SPID = special rid indicating Storage Processor 

sn = size number (encodes the page size) 

Sp = secondary storage page address 

pp = primary storage page address 

NILP = special NIL page id, in page map entry, indicates . 
that the page is being swapped in 

mod = a boolean indicating that the primary storage copy 
of a page has been modified 

_ setn = a set number in the set associative memory 

oper = [fetch,store,incr_rc,decr_rc,mark,unmark] 
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2. Page Handler (PH) 


alloc(sn,rid) 


send.alloc(sn,rid) to SP 


| new(sp,pp,rid) 


enter {sp,pp] in. page. map . 
if entry pushed out, send ewap_out(oeoppomios) to SP 
send result(sp) to RID 


equal(spi,sp2,rid) 


compare the addresses spl] and sp2 
send result(eq) to RID 


oper(sp,rid,...) 


lookup page map entry 
if no entry then 
queue request 
enter [sp,NILP] in page map 
if entry pushed out, send erap_ou(oepppenod) to SP 
send swap_in(sp) to SP 
elseif e.pp=NILP %in_transit% then 
queue request 
else 
perform request 
send result(...) to RID 
end 
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@ swap_in_done(sp,pp) 


update page map entry with pp %not in_transit% 
perform queued requests 


e touch(sp,rid) 


lookup page map entry 

if no entry then 
enter [sp,NILP] in page map 
if entry pushed out, send swap_out(osp,opp,omod). to: SP 
send swap-_in(sp) to SP 
send result(false) to RID 

elseif e.pp=NILP %in_transit% then 
send result(false) to RID 

else 

send result(true) to RID 
end 


@ replace(setn) 


select page to replace from the specified s¢ set of the page map 
remove entry from page map 
send swap_out(sp,pp,mod) to SP 


@ dealloc(sp,rid) 


lookup page map entry 
if no entry then 
send dealloc(sp,NILP) to SP 
else 
remove entry from page map 
send dealloc(sp,pp) to SP 
end 
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size(sp,rid) 
send size(sp,rid) to SP 
sweep_reset(rid) 
send sweep_reset(rid) to SP 
sweep_next(rid) 


send sweep_next(rid) to SP 


Storage Processor (SP) 
alloc(sn,rid) 

send alloc(sn,rid) to SSM 
new(sn,sp,rid) | | 
allocate ana storage page of given size 
initialize primary storage page “ 
send new(sp,pp,rid) to PH 
swap_in(sp) 

send size(sp,SPID) to SSM 
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size(sp,rid) 
send size(sp,rid) to SSM 
size_is(sp,sn,rid) 
if rid=SPID then % continuing swap_in 
allocate primary storage page of given size 
send swap-_in(sp,pp) to SSM 
else 
send result(sn) to RID 
end 
swap_in_done(sp,pp) 
_ send swap_in_done(sp,pp) to PH 
swap_out(sp,pp,mod) 


if ~mod then deallocate primary storage page 
else send swap_out(sp,pp) to SSM 


swap_out_done(sp,pp) 
deallocate primary storage page 
dealloc(sp,pp) 


send dealloc(sp) to SSM 


if pp~=NILP then deallocate primary storage page 
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7 sweep_reset(rid) 

flush page buffer (so that all free pages have identifiable free list 
pointers in their header words) 

reset internal sweep counter 

send result() to RID 

sweep_next(rid) 

get sp of next page to be yielded (update esha counter), 


sp=NILP if no more 
send result(sp) to RID 


Secondary Storage Module (SSM) 
alloc(sn,rid) 


allocate secondary storage page of given ‘tire 
send new(sn,sp,rid) to SP 


size(sp,rid) 


determine size of page 
send size_is(sp,sn,rid) to SP 


swap_in(sp,pp) 


transfer page from secondary storage to: primary storage 
send swap_in_done(sp,pp) to SP 


cag 


@ swap_out(sp,pp) 


transfer page from primary storage to secondary storage 
send swap_out_done(sp,pp) to SP 


e dealloc(sp) 


deallocate secondary storage page 
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